
PRODUCTION COMPANY
A Subsidiary of Inland Resources Inc

March 24, 2003

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Mason
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: Ashley State 1-2-9-15, 8-2-9-15, 9-2-9-15,
and 16-2-9-15

.

Dear Diana:

Enclosed find APD's on the above referenced wells. When these APD's are approved,
please contact Brad Mecham to set up a State On-Site. If you have any questions, feel
free to give either Brad or myself a call.

Sincerely,

Mandie Crozier
Permit Clerk

closures

MAR2 52003

DIVOF OIL,GAS &MINING

Inland Production Company Field Office • Route 3, Box 3630 • Myton, UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX
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FORM 3

STATE OF UTAH

, DIVISION OF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALNO

ML-43538
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A

la TYPEOFWORK DRILL | x |DEEPEN I | 7.UNITAGREEMENTNAME

lb TYPE OF WELL Participating Area "A"
SINGLE MULTIPLE 8. FARM OR LEASE NAME

OIL X GAS | OTHER ZONE ZONE | | N/A

2. NAME OF OPERATOR 9. WELL NO.

Inland Production Company Ashley State #1-2-9-15
3. ADDRESS AND TELEPHONE NUMBER: 10. FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4. LOCATION OF WELL (FOOTAGE) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

At surface NE/NE 712' FNL 818' FEL y ¥3 // / 7 ‡0. Ot,533

At proposed Producing Zone 5 &2 8KS 7 - il o
. Iq z NE/NE

Sec. 2, T9S, R15E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13 STATE

Approximately 13.6 Miles southwest of Myton, UT Duchesne UT

15. DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16 NO. OF ACRES IN LEASE 17. NO OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to nearest drlg. unit line, if any)

Approx 712' f1lse line & 712' flunit line 621.07 40
18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19 PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FT.

Approximately 1434' 6500' Rotar
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5920' GR |3rdQuarter2003

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT/FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx lead followed by 450 sx tail

See Detail Below

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give date on present productive zone and proposed new productive zone. If proposal is to ddl1 or deepen directionally, give pertinent data on

subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & 1/4#/sk Cello-flake
Weight: 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite II Cement + 31bs/sk BA-90 + 3% KCl +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite +
.5% Sodium Metasilicate

Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Req: 21.04 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCl +
.25 lbs/sk Cello Flake + 2% Bentonite + .3% Sodium Metasilicate

Weight: 14.2 PPG YIELD: 1.59 Cu Ft/sk H2O Req: 7.88 gal/sk

N & Signature - / / Title Permit Clerk Date

(This space for State use only)

API Number Assigned APPROVAL

DIVOF OIL, GAS &MINING
*See InstructionËOn Reverse
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Diana Mason - Wgl Clearance Page 1

004
From: Ed Bonner
To: Mason, Diana
Date: 4/24/03 9:22AM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

Inland Production Company
Ashley State 1-2-9-15 /
Ashley State 8-2-9-15
Ashley State 9-2-9-15
Ashley State 16-2-9-15

ConocoPhillips Company
Utah 24-562

Ifyou have any questions please give me a call.

CC: Baza, John; Garrison,
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INLAND PRODUCTION COMPANY
ASHLEY STATE #1-2-9-15

NE/NE SECTION 2, T9S, R15E
DUCHESNE COUNTY, UTAH

TEN POINT DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0 - 1700'
Green River 1700'
Wasatch 6500'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 1700' - 6500' - Oil

4. PROPOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&C collars; set at 290' (New)
Production Casing:5-1/2" J-55, 15.5# w/LT&C collars; set at TD (New or used, inspected).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's minimum specifications for pressure control equipment are as follows:

An 8" Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP's will

be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

The well will be drilled with air mist system to 3200', then from 3200' +/- to TD a fresh
water/polymer system will be utilized. If necessary, to control formation fluids, the system will be
weighted with the addition of bentonite gel, and if conditions warrant, barite. This fresh water

system typically will contain Total Dissolved Solids (TDS) of less than 3000 PPM. Neither
potassium chloride nor chromates will be utilized in the fluid system. The anticipated mud weight
is 8.4 ppg and weighted as necessary for gas control.

AIR DRILLING

In the event that the proposed location is to be "Air Drilled", Inland requests a variance to
regulations requiring a straight run blooie line. Inland proposes that the flowline will contain two
(2) 90-degree turns. Inland also requests a variance to regulations requiring an automatic igniter
or continuous pilot light on the blooie line. Inland requests authorization to ignite as needed, and
the flowline at 80'.

Inland Production Company requests that the spark arrest, exhaust, or water cooled exhaust be
waived under the Special Drilling Operations of Onshore Order
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Ten Point Well Program &
Thirteen Point Well Program
Page 2 of 7

MUD PROGRAM MUD TYPE
Surface - 3200' fresh water or air/mist system
3200' - TD' fresh water system

From surface to ± 3200 feet will be drilled with either fresh water or an air/mist system, depending
on the drilling contractor's preference. From about 3200 feet, or in the case of the air/mist system
when hole conditions dictate, to TD, a fresh water system will be utilized. Clay inhibition and
hole stability will be achieved with a KCL substitute additive. This fresh water system will
typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated mud weight is
8.4 lbs/gal. If necessary to control formation fluids or pressure, the system will be weighted with
the addition of bentonite gel, and if pressure conditions warrant, with barite. No chromate
additives will be used in the mud system.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @290' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered; or that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2003, and take
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INLAND PRODUCTION COMPANY
ASHLEY STATE #1-2-9-15

NE/NE SECTION 2, T9S, R15E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Ashley State #1-2-9-15 located in the
NE¼ NE¼ Section 2, T9S, R15E, S.L.B. & M., Duchesne County, Utah:

Proceed in a southwesterly direction out of Myton, Utah along Highway 40 approximately 1.6
miles to the junctionof this highway and Utah State Highway 53; proceed southerly along Utah
State Highway 53 approximately 1.8 miles to its junctionwith State Highway 216, proceed in a
southwesterly direction for another 8.6 miles to its junctionwith an existing road to the north;
proceed northwesterly approximately 0.6 miles to its junctionwith an existing road to the west;
proceed southwesterly 1.0 miles to its junctionwith the beginning of the proposed access road;
proceed northerly along the proposed access road 1,725' to the proposed well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 0.3 miles of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access
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3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Fresh water purchased from the Johnson Water District will be used for drilling. A temporary
poly pipeline may be used for water transportation from our existing supply line from Johnson
Water District, or trucked from Inland Production Company's injection facilities - EXHIBIT A.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. Therefore, it is proposed that no synthetic liner be required in the reserve
pit. However, if upon constructing the pit there is insufficient fine clay and silt present, a liner
will be used for the purpose of reducing water loss through percolation.

Inland requests approval that a flare pit not be constructed or utilized on this location.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling
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Immediately upon first production, all produced water will be confined in storage tanks. Inland
requests temporary approval to transfer the produced water to Inland's nearby waterflood, for re-
injection into the waterflood reservoirs via existing approved injection wells. Within 90 days of
first production, a water analysis will be submitted to the Authorized Officer along with an
application for approval of this, as a permanent disposal method.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Abandoned
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At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah

12. OTHER ADDITIONAL INFORMATION:

a) Inland Production Company is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Inland is to immediately stop
work that might further disturb such materials and contact the Authorized Officer.

b) Inland Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

The Archaeological Cultural Resource Survey will be forthcoming.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Inland Production Company guarantees that during the drilling and completion of the Ashley State
#1-2-9-15, Inland will not use, produce, store, transport or dispose 10,000# annually of any of the
hazardous chemicals contained in the Environmental Protection Agency's consolidated list of
chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Inland also guarantees that during the drilling and completion of the Ashley
State #1-2-9-15 Inland will use, produce, store, transport or dispose less than the threshold
planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the State
office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling
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time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

The Archaeological Cultural Resource Survey will be forthcoming.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Inland Production Company guarantees that during the drilling and completion of the Ashley State
#1-2-9-15, Inland will not use, produce, store, transport or dispose 10,000# annually of any of the
hazardous chemicals contained in the Environmental Protection Agency's consolidated list of
chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Inland also guarantees that during the drilling and completion of the Ashley
State #1-2-9-15 Inland will use, produce, store, transport or dispose less than the threshold
planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the State
office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling



Ten Point Well Program & '

Thirteen Point Well Program
Page 7 of7

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Brad Mecham
Address: Inland Production Company

Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that INLAND RESOURCES, INC. is considered to be the operator of well #1-
2-9-15, NE/NE Section 2, T9S, R15E, LEASE #ML-43538, Duchesne County, Utah and is
responsible under the terms and conditions of the lease for the operations conducted upon the
leased lands. Bond coverage is provided by Hartford Accident #4471291.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Inland Resources, Inc. and its contractors and subcontractors in conformity with
this plan and the terms and conditions under which it is approved. This statement is subject to the
provisions of the 18 U.S.C. 1001 for the filing of a false statement.

Date Mandie Crozier
Permit Clerk
Inland Production
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/25/2003 API NO. ASSIGNED: 43-013-32436

WELL NAME: ASHLEY ST 1-2-9-15

OPERATOR: INLAND PRODUCTION ( N5160 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION:
INSPECT LOCATN BY: / /

NENE 02 090S 150E

SURFACE: 0712 FNL 0818 FEL Tech Review Initials Date

BOTTOM: 0712 FNL 0818 FEL Engineering
DUCHESNE

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 3 - State Surface

LEASE NUMBER: ML-43538

SURFACE OWNER: 3 - State LATITUDE: 40.06533

PROPOSED FORMATION: GRRV LONGITUDE: 110.19226

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/ Plat R649-2-3.

w/ Bond:Fed[] Ind[] Sta[3] Fee[]
Unit

090. 4471291 )
Potash (Y/N) %/ R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

\ Water Permit R649-3-3. Exception

No.JOHNSON )
urilling Unit

Ì RDCC Review (Y/N)
Board Cause No:(Date: ) .., .

Eff Date:
N Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: 6 È, Û '

STIPULATIONS: /
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DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Inland Production Company
WELL NAME & NUMBER: Ashley State #1-2-9-15
API NUMBER: 43-013-32436
LOCATION: 1/4,1/4 NE/NE_ Sec: 2 TWP: 09S RNG: 15E 712 FNL 818 FEL

Geology/Ground Water:

Inland proposes to set 290' of surface casing at this location. The depth to the base of the moderately saline
water at this location is estimated to be at a depth of 400'. A search of Division of Water Rights records shows
no water wells within a 10,000 foot radius of the center of section 2. The surface formation at this site is the
Uinta Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones are
mostly lenticular and discontinuous and should not be a significant source of useable ground water. The
proposed casing and cement program should adequately protect any useable ground water and nearby wells.

Reviewer: Brad Hill Date: 04/10/03
Surface:

An onsite of the surface area was done to take input and review any issues regarding the construction and drilling of
this well. Ed Bonner with SITLA (State Lands) was invited to participate and represent their interests as
landowners. Floyd Bartlett with the Utah Division of Wildlife Resources attended and provided a seed mixture for
surface reclamation of the reserve pit and location when finished. Bartlett also offered to have a biologist come out
and do a sage grouse or owl survey if Inland planned on construction or drilling between March 1" and June 30th
grouse and April 1"'through June 15thfor burrowing owl. There weren't any special concerns for constructing the
access road or location, as no problems were noted-relatively flat ground. This well site is a legal location and
within the 200' tolerance limits. If shallow, subsurface water is discovered during the drilling of the surface or
conductor hole the operator should line the reserve pit. There isn't any known subsurface fresh water known in
immediate area. Brad Mecham and Floyd Bartlett talked about building a silt pond in the draw immediately east of
location.

Reviewer: Dennis L. Ingram Date: April 8, 2003

Conditions of Approval/Application for Permit to Drill:
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ON-SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR: Inland Production Company
WELL NAME & NUMBER: Ashley State #1-2-9-15
API NUMBER: 43-013-32436
LEASE: ML-43538 (STATE) FIELD/UNIT: Monument Butte
LOCATION: 1/4,1/4 NE/NE Sec:_2_ TWP: 09S RNG: 15E 712 FNL 818 FEL
LEGAL WELL SITING: F SEC. LINE; F 1/4,1/4 LINE; F ANOTHER WELL.
GPS COORD (°UTM): X = 568885 E; Y = 4435119N SURFACE OWNER: SITLA (STATE)

PARTICIPANTS
Dennis L. Ingram (DOGM); Brad Mecham (Inland Production Company);

Floyd Bartlett (Utah Division of Wildlife Resources);

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed well is located approximately 12 miles south of Myton, Utah
and west of the Wells Draw Road in Ashley Field on broad, tabletop
desert lands that slopes to the north and has shallow canyons or draws
that primarily drain northeast into Pleasant Valley, located on both the
north and east side of location.

SURFACE USE PLAN

CURRENT SURFACE USE: Sheep grazing, recreation, wildlife use

PROPOSED SURFACE DISTURBANCE: Have proposed 0.3 miles +/- with location
measuring 305'x 170' plus reserve pit and soil stock pile storage
outside of location area.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: the 1-1; 2-1; 3-1;
4-1; 5-1; 6-1; 7-1; 10-1; 11-1; 12-1; 14-1; 44-36.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Production equipment
shall be placed on location with sales and residue tie-ins to existing
gas pipelines.

SOURCE OF CONSTRUCTION MATERIAL: Native cut and fill using borrowed
material

ANCILLARY FACILITIES: None requested.

WASTE MANAGEMENT PLAN:

Was submitted with Application to Drill under Ten Point Well Program
Plan & Thirteen Point Plan.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: None

FLORA/FAUNA: Desert habitat with shadscale, prickly pear cactus, and
wild bunch grass. Elk, antelope, rabbit, coyote, bobcat, prairie dog,
owl.

SOIL TYPE AND CHARACTERISTICS: Light tan sandy

ON-SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR: Inland Production Company
WELL NAME & NUMBER: Ashley State #1-2-9-15
API NUMBER: 43-013-32436
LEASE: ML-43538 (STATE) FIELD/UNIT: Monument Butte
LOCATION: 1/4,1/4 NE/NE Sec:_2_ TWP: 09S RNG: 15E 712 FNL 818 FEL
LEGAL WELL SITING: F SEC. LINE; F 1/4,1/4 LINE; F ANOTHER WELL.
GPS COORD (°UTM): X = 568885 E; Y = 4435119N SURFACE OWNER: SITLA (STATE)

PARTICIPANTS
Dennis L. Ingram (DOGM); Brad Mecham (Inland Production Company);

Floyd Bartlett (Utah Division of Wildlife Resources);

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed well is located approximately 12 miles south of Myton, Utah
and west of the Wells Draw Road in Ashley Field on broad, tabletop
desert lands that slopes to the north and has shallow canyons or draws
that primarily drain northeast into Pleasant Valley, located on both the
north and east side of location.

SURFACE USE PLAN

CURRENT SURFACE USE: Sheep grazing, recreation, wildlife use

PROPOSED SURFACE DISTURBANCE: Have proposed 0.3 miles +/- with location
measuring 305'x 170' plus reserve pit and soil stock pile storage
outside of location area.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: the 1-1; 2-1; 3-1;
4-1; 5-1; 6-1; 7-1; 10-1; 11-1; 12-1; 14-1; 44-36.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Production equipment
shall be placed on location with sales and residue tie-ins to existing
gas pipelines.

SOURCE OF CONSTRUCTION MATERIAL: Native cut and fill using borrowed
material

ANCILLARY FACILITIES: None requested.

WASTE MANAGEMENT PLAN:

Was submitted with Application to Drill under Ten Point Well Program
Plan & Thirteen Point Plan.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: None

FLORA/FAUNA: Desert habitat with shadscale, prickly pear cactus, and
wild bunch grass. Elk, antelope, rabbit, coyote, bobcat, prairie dog,
owl.

SOIL TYPE AND CHARACTERISTICS: Light tan sandy

ON-SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR: Inland Production Company
WELL NAME & NUMBER: Ashley State #1-2-9-15
API NUMBER: 43-013-32436
LEASE: ML-43538 (STATE) FIELD/UNIT: Monument Butte
LOCATION: 1/4,1/4 NE/NE Sec:_2_ TWP: 09S RNG: 15E 712 FNL 818 FEL
LEGAL WELL SITING: F SEC. LINE; F 1/4,1/4 LINE; F ANOTHER WELL.
GPS COORD (°UTM): X = 568885 E; Y = 4435119N SURFACE OWNER: SITLA (STATE)

PARTICIPANTS
Dennis L. Ingram (DOGM); Brad Mecham (Inland Production Company);

Floyd Bartlett (Utah Division of Wildlife Resources);

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed well is located approximately 12 miles south of Myton, Utah
and west of the Wells Draw Road in Ashley Field on broad, tabletop
desert lands that slopes to the north and has shallow canyons or draws
that primarily drain northeast into Pleasant Valley, located on both the
north and east side of location.

SURFACE USE PLAN

CURRENT SURFACE USE: Sheep grazing, recreation, wildlife use

PROPOSED SURFACE DISTURBANCE: Have proposed 0.3 miles +/- with location
measuring 305'x 170' plus reserve pit and soil stock pile storage
outside of location area.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: the 1-1; 2-1; 3-1;
4-1; 5-1; 6-1; 7-1; 10-1; 11-1; 12-1; 14-1; 44-36.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Production equipment
shall be placed on location with sales and residue tie-ins to existing
gas pipelines.

SOURCE OF CONSTRUCTION MATERIAL: Native cut and fill using borrowed
material

ANCILLARY FACILITIES: None requested.

WASTE MANAGEMENT PLAN:

Was submitted with Application to Drill under Ten Point Well Program
Plan & Thirteen Point Plan.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: None

FLORA/FAUNA: Desert habitat with shadscale, prickly pear cactus, and
wild bunch grass. Elk, antelope, rabbit, coyote, bobcat, prairie dog,
owl.

SOIL TYPE AND CHARACTERISTICS: Light tan sandy



SURFACE FORMATION $ CHARACTERISTICS: Uintah

EROSION/SEDIMENTATION/STABILITY: minor erosion, some sedimentation, no
stability problems.

PALEONTOLOGICAL POTENTIAL: None observed during onsite
RESERVE PIT

CHARACTERISTICS: Proposed on south/southwest side of location in cut and
upwind of wellhead measurinq 90'x 40'x 8' deep.

LINER REQUIREMENTS (Site Ranking Form attached): 15 points

SURFACE RESTORATION/RECLAMATION PLAN

According to SITLA at time of reclamation or back to original
condition. Floyd Bartlett was there representing the Utah Division of
Wildlife resources and provided a reclamation seed mixture to Inland.

SURFACE AGREEMENT: Yes

CULTURAL RESOURCES/ARCHAEOLOGY: Inland was told they needed to do an
Arch study on the surface and send copies of the results to SITLA (State
Lands) and to the Utah Division of Oil, Gas and Mining.

OTHER OBSERVATIONS / COMMENTS

Surface slopes to north, series of knolls and shallow washes north and
east of location, gas pipeline on or near location.

ATTACHMENTS

Photos of this location were taken and placed on file.

Dennis L. Ingram April 3, 2003 9:40 AM
DOGM REPRESENTATIVE
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CULTURAL RESOURCES/ARCHAEOLOGY: Inland was told they needed to do an
Arch study on the surface and send copies of the results to SITLA (State
Lands) and to the Utah Division of Oil, Gas and Mining.

OTHER OBSERVATIONS / COMMENTS

Surface slopes to north, series of knolls and shallow washes north and
east of location, gas pipeline on or near location.

ATTACHMENTS

Photos of this location were taken and placed on file.

Dennis L. Ingram April 3, 2003 9:40 AM
DOGM REPRESENTATIVE



EMuation Ranking Criteria and Ranking S¾e
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 10

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 15 (Level II Sensitivity)

SensitivityLevel I = 20 or more; total containment is required.
Sensitivity Level Il = 15-19; lining is discretionarv.
Sensitivity Level III = below 15; no specific lining is required
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Points of Diversion Page 1 of 2

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED THU, APR 10, 2003, 12:23 PM

PLOT SHOWS LOCATION OF 0 POINTS OF DIVERSION

PLOT OF AN AREA WITH A RADIUS OF 10000 FEET FROM A POINT
FEET, FEET OF THE CT CORNER,

SECTION 2 TOWNSHIP 9S RANGE 15E SL BASE AND MERIDIAN

PLOT SCALE IS APPROXIMATELY 1 INCH = 4000 FEET

NORTH
*********

********* *********

*kk ***

Akk ***

** **

*** ***

http://nrwrtl.nr.state.ut.us/cgi-bin/wwwplat.exe?rad=10000&ns=&ew=&cor=CT&sec=2&town=9S&range=15E&bem=SL&s=...
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04-03 Inland Ashley ST 1-- 3-15
Casing Schematic
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8-5/8" urface
MW 8.4 290. MD
Frac 19.3

TOC @625.

5-1/2" Production
MW 9. 6500.
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Well name: 04-03 Inland Ashley ST 1-2-9-15
Operator: Inland Production Company
String type: Production Project ID:

43-013-32436
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 156 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 300 ft

Burst:
Design factor 1.00 Cement top: 625 ft

Burst
Max anticipated surface

pressure: 2,259 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 3,039 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 5,615 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 6500 5.5 15.50 J-55 LT&C 6500 6500 4.825 203.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3039 4040 1.33 3039 4810 1.58 101 217 2.15 J

Prepared Dustin K. Doucet Phone: 801-538-5281 Date: April 11,2003
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 6500 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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Well name: 04-03 Inland Ashley ST 1-2-9-15
Operator: Inland Production Company
String type: Surface Project ID:

43-013-32436
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 290 ft

Burst:
Design factor 1.00 Cement top: 55 ft

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 136 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,500 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 253 ft Next setting BHP: 3,039 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 290 ft
Injection pressure 290 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 290 8.625 24.00 J-55 ST&C 290 290 7.972 14

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
i 127 1370 10.83 136 2950 21.76 6 244 40.12 J

Prepared Dustin K. Doucet Phone: 801-538-5281 Date: April 11,2003
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 290 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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oos Stateof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

PO Box 145801
Michael O. Leavitt

Governor Salt Lake City, Utah 84114-5801

Robert L. Morgan (801) 538-5340 telephone
Executive Director (801) 359-3940 fax

Lowell P. Braxton (801) 538-7223 TTY
Division Director www.nr utah.gov April 24, 2003

Inland Production Company
Route #3, Box 3630
Myton, UT 84052

Re: Ashley State 1-2-9-15 Well, 712' FNL, 818' FEL, NE NE, Sec. 2, T. 9 South, R. 15 East,
Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-32436.

Si erely,

J R. Baza
ssociate Director

pab
Enclosures

cc: Duchesne County Assessor
SITLA
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Operator: Inland Production Company
Well Name & Number Ashley State 1-2-9-15
API Number: 43-013-32436
Lease: ML-43538

Location: NE NE Sec. 2 T. 9 South R. 15 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. Surface casing shall be cemented to the surface.

7. BOPE shall be tested in accordance with R649-3-7 well control (2000
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• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. Surface casing shall be cemented to the surface.

7. BOPE shall be tested in accordance with R649-3-7 well control (2000
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00 6
FORM 9

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDESIGNATIONANDSERIALNO.

ML-43538
1. SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wens. N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN fonn for such proposals.

O O
7 UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTHER ASHLEY (GR RVR)

2. NAME OF OPERATOR 8 WELL NAME and NUMBER

INLAND PRODUCTION COMPANY ASHLEY STATE 1-2-9-15

3. ADDRESS AND TELEPHONE NUMBER 9 API NUMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-32436
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 712 FNL 818 FEL MONUMENT BUTTE

QQ,SEC, T, R, M: NE/NE Section 2, T9S R15E
COUNTY DUCHESNE
STATE UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NO ICE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)
ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INJECTION REPERFORATE

FRACTURE TREAT OR ACIDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER Permit Extension DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification report.

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent letails, and give peninent dates If well is directionally drilled, give subsurface locations
and measured and true vertical depth for all markers and zones pertinent to this work.

Inland Production Company requsts to extend the Permit to Drill this well for one year. The original
approval date was 4/24/03 (expiration 4/24/04).

NAME & SIGNATURE // TITLE Regulatory Specialist DATE 4/8/2004
Mandie Crozier

(This space for State use only)

4/94 * See lustructions On Reverse Side RECEIVEDApproved by the
Utah Division of AŸÑI $ ŽÛÛ4

Oil, Gas and Mn:
DIVOFOJL,GAS&M%NGDate r
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-013-32436

Well Name: Ashley State 1-2-9-15

Location: NE/NE Section 2, T9S R15E

Company Permit Issued to: Inland Production Company
Date Original Permit Issued: 4/24/2003

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONoO

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO No

Has there been any unit or other agreements put in pla e that could affect the
permitting or operation of this proposed well? YesO No

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No

Has the approved source of water for drilling changed? YesO No

Have there been any physical changes to the surface location or access route
which will require a c ange in plans from what was discussed at the onsite
evaluation? YesON

Is bonding still in place, which covers this proposed well? Yes NoO

S
4/8/200Date

Title: Regulatory Specialist

Representing: Inland Production

Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)
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S
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CorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 ,,3 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 ,,3 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 ,,3 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLESOF AMENDMENT in the y ofthe
TO THE Secretaryof3tate ofTexas

ARTICLES OP INCORPORATION
OF 02 Ñ

INLAND PRODUCTION COMPAN Y
CorporationsSection

- Pursuantjo the provisions of Article 4.04 of the Texas BusinessCorporation Act (the
"TB0A"), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

'

ARTICLE 1 - Name

. The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholdersof the corporation on August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTI,CLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
. upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articlesof
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLESOF AMENDMENT in the y ofthe
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH2¯TóW¯¯¯
70 s¯ifü¯¯¯

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
FEDERAL 16-20-8-16 20 080S 160E 4301332474 Federal OW APD K
FEDERAL 9-24-8-16 24 080S 160E 4301332359 Federal OW APD K
FENCELINE FED 8-24-8-16 24 080S 160E 4301332360 Federal OW APD K
FENCELINE FED 7-24-8-16 24 080S 160E 4301332361 14399 Federal OW DRL K
FENCELINE FED 6-24-8-16 24 080S 160E 4301332362 Federal OW APD K
FENCELINE FED 3-24-8-16 24 080S 160E 4301332363 Federal OW DRL K
FENCELINE FED 2-24-8-16 24 080S 160E 4301332364 Federal OW APD K
FENCELINE FED 1-24-8-16 24 080S 160E 4301332365 Federal OW APD K
FEDERAL 10-24-8-16 24 080S 160E 4301332366 Federal OW APD K
FEDERAL 13-29-8-16 29 080S 160E 4301332450 Federal OW APD K
FEDERAL 16-30-8-16 30 080S 160E 4301332451 Federal OW APD K
FENCE LINE FED 3-19-8-17 19 080S 170E 4301332370 Federal OW APD K
FENCE LINE FED 4-19-8-17 19 080S 170E 4301332371 Federal OW APD K
FENCE LINE FED 5-19-8-17 19 080S 170E 4301332372 14125 Federal OW P K
FENCE LINE FED 6-19-8-17 19 080S 170E 4301332373 14529 Federal OW DRL K
ASHLEY ST 1-2-9-15 02 090S 150E 4301332436 State OW APD K
ASHLEY ST 8-2-9-15 02 090S 150E 4301332437 State OW APD K
ASHLEY FED 14-15-9-15 15 090S 150E 4301332440 12419 Federal OW P K
GB FED 10-3-9-17 03 090S 170E 4301332184 12391 Federal OW P
FEDERAL 5-11-9-17 11 090S 170E 4301332486 14285 Federal OW P K

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
l. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_8 FORM_4B.xls 3/21/2005
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FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
FEDERAL 16-20-8-16 20 080S 160E 4301332474 Federal OW APD K
FEDERAL 9-24-8-16 24 080S 160E 4301332359 Federal OW APD K
FENCELINE FED 8-24-8-16 24 080S 160E 4301332360 Federal OW APD K
FENCELINE FED 7-24-8-16 24 080S 160E 4301332361 14399 Federal OW DRL K
FENCELINE FED 6-24-8-16 24 080S 160E 4301332362 Federal OW APD K
FENCELINE FED 3-24-8-16 24 080S 160E 4301332363 Federal OW DRL K
FENCELINE FED 2-24-8-16 24 080S 160E 4301332364 Federal OW APD K
FENCELINE FED 1-24-8-16 24 080S 160E 4301332365 Federal OW APD K
FEDERAL 10-24-8-16 24 080S 160E 4301332366 Federal OW APD K
FEDERAL 13-29-8-16 29 080S 160E 4301332450 Federal OW APD K
FEDERAL 16-30-8-16 30 080S 160E 4301332451 Federal OW APD K
FENCE LINE FED 3-19-8-17 19 080S 170E 4301332370 Federal OW APD K
FENCE LINE FED 4-19-8-17 19 080S 170E 4301332371 Federal OW APD K
FENCE LINE FED 5-19-8-17 19 080S 170E 4301332372 14125 Federal OW P K
FENCE LINE FED 6-19-8-17 19 080S 170E 4301332373 14529 Federal OW DRL K
ASHLEY ST 1-2-9-15 02 090S 150E 4301332436 State OW APD K
ASHLEY ST 8-2-9-15 02 090S 150E 4301332437 State OW APD K
ASHLEY FED 14-15-9-15 15 090S 150E 4301332440 12419 Federal OW P K
GB FED 10-3-9-17 03 090S 170E 4301332184 12391 Federal OW P
FEDERAL 5-11-9-17 11 090S 170E 4301332486 14285 Federal OW P K

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
l. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: ASHLEY ST 1-2-9-15

Api No: 43-013-32436 Lease Type: STATE

Section 02 Township 09S Range 15E County DUCHESNE

Drilling Contractor ROSS DRILING RIG # 21

SPUDDED:
Date 04/07/05

Time 9:00 AM

How DRY

Drilling will Commence:

Reported by JUSTIN CRUMB

Telephone# 1-435-823-6733

Date 04/07/2005 Signed
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION
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1 i STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ML43538

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

> not use this form for proposals to drill new wells, significantly deepen existing wells below curent bottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENT NAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. ASHLEY UNIT

1 TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL O OTHER ASHLEY STATE 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:

Newfield Production Company 4301332436

3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT zip 84052 435.646.3721 Monument Butte

4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTR/OTR. SECTION.TOWNSHIP. RANGE, MERIDIAN: NE/NE, 2, T9S, Rl5E STATE: Utah

il CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAlR NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT Q CHANGE WELL NAME O PLUG BACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: - Spud Notice

04/16/2005
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 04/07/05 MIRU Ross #21.Spud well @ 10:00 AM. Drill 303' of 12 1/4" hole with air mist. TIH W/7 Jt's 8 5/8" J-55 24 # csgn. Set

@313.80 KB.On 04/12/05 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17 cf/ sk
yelld. Returned 4 bbis cement to pit. WOC.

NAME I;ATLEEDrilli6ng20F05reman

(This space for State use only)

APR20 206
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NEWFIELD PRODUCT,N COMPANY - CASING & CEME"' REPORT

8 5/8 CASING SET AT 313.8

LAST CASING 8 5/8" SET AT 313' OPERATOR Newfield Production Company

DATUM 12. KB WELL Ashley State 1-2-9-15

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross #21
TD DRILLER 303' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

42.950' sh it'
WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csq 24# J-55 8rd A 302.9

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 303.8

TOTAL LENGTH OF STRING 303.8 7 LESS CUT OFF PIECE

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 3'l3.8
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CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE

NEWFIELD PRODUCT,N COMPANY - CASING & CEME"' REPORT

8 5/8 CASING SET AT 313.8

LAST CASING 8 5/8" SET AT 313' OPERATOR Newfield Production Company

DATUM 12. KB WELL Ashley State 1-2-9-15

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross #21
TD DRILLER 303' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

42.950' sh it'
WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csq 24# J-55 8rd A 302.9

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 303.8

TOTAL LENGTH OF STRING 303.8 7 LESS CUT OFF PIECE

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 3'l3.8
TOTAL 301.95 7 -

TOTAL CSG. DEL. (WlOTHRDS) 301.95 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD GOOD CIRC THRU JOB Yes

CSG. IN HOLE 4/7/2005 Bbis CMT CIRC TO SURFACE 4

BEGIN CIRC 4/12/2005 RECIPROCATED PIPE FOR THRU FT STROKE

BEGIN PUMP CMT 4/12/2005 DID BACK PRES. VALVEHOLD ? N/A

BEGIN DSPL. CMT 4/12/2005 BUMPEDPLUG TO 591 PSI

PLUGDOWN Cemented 4/12/2005

CEMENTUSED CEMENTCOMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE

NEWFIELD PRODUCT,N COMPANY - CASING & CEME"' REPORT

8 5/8 CASING SET AT 313.8

LAST CASING 8 5/8" SET AT 313' OPERATOR Newfield Production Company

DATUM 12. KB WELL Ashley State 1-2-9-15

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross #21
TD DRILLER 303' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

42.950' sh it'
WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csq 24# J-55 8rd A 302.9

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 303.8

TOTAL LENGTH OF STRING 303.8 7 LESS CUT OFF PIECE

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 3'l3.8
TOTAL 301.95 7 -

TOTAL CSG. DEL. (WlOTHRDS) 301.95 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD GOOD CIRC THRU JOB Yes

CSG. IN HOLE 4/7/2005 Bbis CMT CIRC TO SURFACE 4

BEGIN CIRC 4/12/2005 RECIPROCATED PIPE FOR THRU FT STROKE

BEGIN PUMP CMT 4/12/2005 DID BACK PRES. VALVEHOLD ? N/A

BEGIN DSPL. CMT 4/12/2005 BUMPEDPLUG TO 591 PSI

PLUGDOWN Cemented 4/12/2005

CEMENTUSED CEMENTCOMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING lvlL43538

SUNDRY NOTICES AND REPORTS ON-WELLS 6. IFINDIAN,ALLOTFEEORTRIBENAME:

a not use tlus forn for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENT NAME:

to drill horizontal laterals. Use APPLICATION FOR PEltMIT TO DRILL forn for such proposals. ASHLEY UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER
OIL WELL 6 GAS WELL Q OTHER ASHLEY STATE 1-2-9-15

2. NAMEOFOPERATOR: 9. APINUMBER:

Newfield Production Company 4301332436
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 clTY Myton STATE UT ZIP 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 712 FNL 818 FEL couNTy: Duchesne

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NE/NE, 2, T9S, R15E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATIONÐ NOTICE OF INTENT ·

(Submit in Duplicate) ALTER CASING FRACTURE TRENT SIDETRACK TO REPAIR WELL

Approximate date work a CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

07/05/2005 cHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL

(Submit Ongmal Form Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATERSHUT-OFF

Date of Work Completion:
COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the Ashley,
Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the produced water is
injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah approved
surface disposal facilities.

Accepted by the
Utah Divis!Dn of

Oil, Gas and Mining

FORRECO Y

NAME (PLEASEP LEE R0e70 /20r0y5Specialist

(Tliisspace for State use only) HECEIVED
JULO8 2005

DIV.0F0lL,GAS&
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ML43538
6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
a not use this fonn for proposals to drill new wells, significantly deepen existing wells below curentbottom-hole depth, reenter plugged wells,

7 UNIT or CA AGREEMENT NAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. ASHLEY UNIT

l. TYPEOFWELL: 8 WELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER ASHLEY STATE 1-2-9-15

2. NAME OF OPERATOR: 9 API NUMBER:

Newfield Production Company 4301332436

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 363Û CITY Myton STATE UT zip 84052 435.646.3721 Monument Butte

4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NE/NE, 2, T9S, R15E STATE: Utah

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACIURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

07/05/2005 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLAIR

O SUBSEQUENT REPORT O CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Ongmal Form Only) O CHANGE WELL STATUS O PRODUCTION (START/STOP) WATERSHUT-OFF

Date of Work Completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -Vanance

O CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company is requesting a variance from Onshore Order 43 CFR Part 3160 Section 4 requiring production tanks to
be equipped with Enardo or equivalent vent line valves. Newfield operates wells that produce from the Green River formation, which
are relatively low gas producers (20 mcfpd). The majority of the wells are equipped with a three phase separator to maximize gas
separation and sales.

Newfield is requesting a variance for safety reasons. Crude oil production tanks equipped with back pressure devices will emit a surge
of gas when the thief hatches are open. While gauging tanks, lease operators will be subject to breathing toxic gases as well as risk a
fire hazard, under optimum conditions

SNAME(PLEAs M TLE Regulatory Specialist

(This space for State use only) RECE IVED
.

JUL 08 2005
DikOF011-,GAS&MI

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ML43538

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
a not use this fonn for proposals to drill new wells, significantly deepen existing wells below curentbottom-hole depth, reenter plugged wells,

7 UNIT or CA AGREEMENT NAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. ASHLEY UNIT

l. TYPEOFWELL: 8 WELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER ASHLEY STATE 1-2-9-15

2. NAME OF OPERATOR: 9 API NUMBER:

Newfield Production Company 4301332436

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 363Û CITY Myton STATE UT zip 84052 435.646.3721 Monument Butte

4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NE/NE, 2, T9S, R15E STATE: Utah

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACIURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

07/05/2005 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLAIR

O SUBSEQUENT REPORT O CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Ongmal Form Only) O CHANGE WELL STATUS O PRODUCTION (START/STOP) WATERSHUT-OFF

Date of Work Completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -Vanance

O CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company is requesting a variance from Onshore Order 43 CFR Part 3160 Section 4 requiring production tanks to
be equipped with Enardo or equivalent vent line valves. Newfield operates wells that produce from the Green River formation, which
are relatively low gas producers (20 mcfpd). The majority of the wells are equipped with a three phase separator to maximize gas
separation and sales.

Newfield is requesting a variance for safety reasons. Crude oil production tanks equipped with back pressure devices will emit a surge
of gas when the thief hatches are open. While gauging tanks, lease operators will be subject to breathing toxic gases as well as risk a
fire hazard, under optimum conditions

SNAME(PLEAs M TLE Regulatory Specialist

(This space for State use only) RECE IVED
.

JUL 08 2005
DikOF011-,GAS&MI

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ML43538

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
a not use this fonn for proposals to drill new wells, significantly deepen existing wells below curentbottom-hole depth, reenter plugged wells,

7 UNIT or CA AGREEMENT NAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. ASHLEY UNIT

l. TYPEOFWELL: 8 WELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER ASHLEY STATE 1-2-9-15

2. NAME OF OPERATOR: 9 API NUMBER:

Newfield Production Company 4301332436

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 363Û CITY Myton STATE UT zip 84052 435.646.3721 Monument Butte

4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NE/NE, 2, T9S, R15E STATE: Utah

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACIURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

07/05/2005 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLAIR

O SUBSEQUENT REPORT O CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Ongmal Form Only) O CHANGE WELL STATUS O PRODUCTION (START/STOP) WATERSHUT-OFF

Date of Work Completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -Vanance

O CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company is requesting a variance from Onshore Order 43 CFR Part 3160 Section 4 requiring production tanks to
be equipped with Enardo or equivalent vent line valves. Newfield operates wells that produce from the Green River formation, which
are relatively low gas producers (20 mcfpd). The majority of the wells are equipped with a three phase separator to maximize gas
separation and sales.

Newfield is requesting a variance for safety reasons. Crude oil production tanks equipped with back pressure devices will emit a surge
of gas when the thief hatches are open. While gauging tanks, lease operators will be subject to breathing toxic gases as well as risk a
fire hazard, under optimum conditions

SNAME(PLEAs M TLE Regulatory Specialist

(This space for State use only) RECE IVED
.

JUL 08 2005
DikOF011-,GAS&MI



FORM 3160-4 SUBMIT IN DevilCATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES *"°"°""°06 Expires: February28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT ML-43538

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.lFINDIAN.ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNlT AGREEMENT NAME
w°ÌLL

W LL DRY Other Ashley Unit
lb.TYPEOFWELL

8. FARM OR LEASE NAME. WELL NO.
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Ashley State 1-2-9-15
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-32436
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC.. T.. R.. M., OR BLOCK AND SURVEY
At Surface 712' FNL & 818' FEL (NEINE) Sec. 2, T9S, R15E OR AREA

At top prod. Interval reported below Sec. 2, T9S, R15E

At total depth 14. API NO. DATE ISSUED 12. CQUNTY OR PARISH 13. STATE
43-013-32436 4/24/03 Duchesne |UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF. RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD
4/7/05 6/19/05 7/5/05 5920' GL 5932' KB

20. TOTAL DEPTH. MD & TVD 21. PLUG BACK T.D._ MD & TVD 22. IF MULTIPLE COMPL. 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY* DRILLED BY

6175' 6115' --> | X
24. PRODUCING INTERVAL(S),OF THIS COMPLETION-TOP. BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4816'-5754, SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN/ 27. WAS WELL CORED

ual induction Guard, SP,'Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED8-5/8" - J-SS 24# 314' 12-1/4" To surface with 160 sx Class "G" cmt
5-1/2" - J-55 15.5# 6158' 7-7/8" 300 sx Premlite IIand 400 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SlZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" EO I a) TA@
606f 6969'

31. PERFORATION RECORD (interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPFINUMBER DEPTH 1NTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP1,4,&5) 5748'-54', 5931'-39', 6056'-63'
.41" 4/84 5748'-6063' Frac wl 44,292# 20/40 sand in 434 bbis fluid

(LODC) 5441'-5451', 5576'-5580'
.41" 4/56 5441'-5580' Frac w/ 27,962# 20/40 sand in 322 bbls fluid

(A3) 5262'-5268'
.41" 4/24 5262'-5268' Frac w/ 19,282# 20/40 sand in 254 bbls fluid

(C) 4986'-4996'
.41" 4/40 4986'-4996' Frac w/ 48,261# 20/40 sand in 424 bbls fluid

(D1) 4816'-4827'
.41" 4/44 4816'-4827' Frac w/ 61,637# 20/40 sand in 490 bbls fluid

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (F1owing. gas lift. pumping--size and type of pump) WELL STATUS (Producing or shut-in)

| 7/5/05 2-1/2" x 1-1/2" x 15' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS-MCF. WATER--BBL. GAS-OIL RATIO

10 day ave
TESTPERIOD

100 65 432 650
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL, GAS--MCF. WATER--BBL OIL GRAVITY-API (CORR.)

24-HOURRA E

RECEIVgD
34. DISPOSlTION OF GAS (Sokl. used for fueL vented. etc.)

Sold & Used for Fuel Û$ gg
TEST WITNESSED BY

35. L1ST OF ATTACHMENTS

36. 1 hereby certify that the f g og and attac d int » tion is complete and correct as determined from all available records
sic.NED , ÎC <Ân on Regulatory Specialist on 8/1/2005

Mandie Crozier
*(See instructions and Spaces for Additional Data on Reverse Side)

I ille 18 l a t Seelion 1001. naakcGi a crinie for;tny peison knowin and nillliill) lo make to any

FORM 3160-4 SUBMIT IN DevilCATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES *"°"°""°06 Expires: February28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT ML-43538

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.lFINDIAN.ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNlT AGREEMENT NAME
w°ÌLL

W LL DRY Other Ashley Unit
lb.TYPEOFWELL

8. FARM OR LEASE NAME. WELL NO.
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Ashley State 1-2-9-15
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-32436
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC.. T.. R.. M., OR BLOCK AND SURVEY
At Surface 712' FNL & 818' FEL (NEINE) Sec. 2, T9S, R15E OR AREA

At top prod. Interval reported below Sec. 2, T9S, R15E

At total depth 14. API NO. DATE ISSUED 12. CQUNTY OR PARISH 13. STATE
43-013-32436 4/24/03 Duchesne |UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF. RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD
4/7/05 6/19/05 7/5/05 5920' GL 5932' KB

20. TOTAL DEPTH. MD & TVD 21. PLUG BACK T.D._ MD & TVD 22. IF MULTIPLE COMPL. 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY* DRILLED BY

6175' 6115' --> | X
24. PRODUCING INTERVAL(S),OF THIS COMPLETION-TOP. BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4816'-5754, SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN/ 27. WAS WELL CORED

ual induction Guard, SP,'Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED8-5/8" - J-SS 24# 314' 12-1/4" To surface with 160 sx Class "G" cmt
5-1/2" - J-55 15.5# 6158' 7-7/8" 300 sx Premlite IIand 400 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SlZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" EO I a) TA@
606f 6969'

31. PERFORATION RECORD (interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPFINUMBER DEPTH 1NTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
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.41" 4/24 5262'-5268' Frac w/ 19,282# 20/40 sand in 254 bbls fluid

(C) 4986'-4996'
.41" 4/40 4986'-4996' Frac w/ 48,261# 20/40 sand in 424 bbls fluid

(D1) 4816'-4827'
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33.* PRODUCTION
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sic.NED

, ÎC <Ân on Regulatory Specialist on 8/1/2005
Mandie Crozier
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37 SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION . TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO>

NAME RUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3761'
Ashley State 1-2-9-15 Garden Gulch l 3990'

Garden Gulch 2 4103'
Point 3 Mkr . 4365'
X Mkr 4633'
Y-Mkr 4668'
Douglas Creek Mkr -- -- --

BiCarbonate Mkr 5039'
B Limestone Mkr 5152'
Castle Peak 5697'
Basal Carbonate 6119'
Total Depth (LOGGERS
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Basal Carbonate 6119'
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STAROF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER

DIVISION OF OIL, GAS AND MINING ML43538

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. ASHLEY UNIT

1 TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER ASHLEY STATE 1-2-9-15

2 NAME OF OPERATOR: 9. API NUMBER:

Newfield Production Company 4301332436
3 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ZIP 84052 435.646.3721 Monument Butte
4 LOCATION OF WELL

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTR/OTR.SECTION.TOWNSHIP.RANGE. MERIDIAN: NE/NE, 2, T9S, Rl5E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT Q CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUs O PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion:

O COMMINGLE PRODUCING FORMATIONs O RECLAMATION OF WELL SITE OTHER: - Weekly Status Report

08/01/2005 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Status report for timeperiod 06/28/05 - 07/05/05

Subject well had completion procedures intiated in the Green River formation on 06-28-05 without the use of a service rig over the
well. A cement bond log was run and a totalof five Green River intervals were perforated and hydraulically fracture treated with 20/40
mesh sand. Perforated intervals are as follows: Stage #1 (6056'-6063')(5931'-5939'); Stage #2 (5748'-5754'),(5576'-5580),
(5441'-5451'); Stage #3(5262'-5268');Stage #4 (4986'-4996'); Stage #5 (4816'-4827'). AIIperforations, were 4 JSPF. Composite
flow-through frac plugs were used between stages. Fracs were flowed back throughchokes. A service rig was moved over the well on
07-05-2005. Bridge plugs were drilled out and well was cleaned to 6115.00'. Zones were swab tested for sand cleanup. A new 1 1/2"
bore rod pump was run in well on sucker rods. Well was placed on production via rod pump on 07-05-2005.

lAG EAT(PLEASE LEE Or8/d03c/t200n5Clerk

(This space for Stateuse only) RECE IVED
AUS1O2005

DN.OFOlL,GAS&
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NOV0 1 2005

STAT=OFUTAR
CPERATOR NEWFIELDPRODUGTIONCOgF OIL,GAS&MINigERATOR AccT No. N2695

SICN CF 00.. GAS ANDM IG .ADDRESS: RT. 3 BOX 3630

ENTlTYACTIONFORM -FORM 6 n!YTON,ut a4osz

ACT10M CultREvi TiEW APibidhlBER WELLNMEE WELLLOCATON SPUD RM

C'KIE ENTITYNo. EHTITT NO
CO ac TP RG CCUNTY DATE DATE

C 14659 12419 43-013-32436 ASHLEY STATE 1-2-9-15 NENE 2 98 15E DUCHESNE NfA

TIC i CURREAff LEW APi bilmillER WELL 56481E %ELL LCCATCft SF1JD FFECTIVE

DE EMTiff971: Eiff!TYNU

43-013-32584 ASHLEYSTATE6-2-9-15 5E W 2 9S 1 E EsNE

WnA

CWB PA 9// Ar
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43-013-32463 ASHLEY FEDERAL 1-13-9-16 NER 1 9
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Du HEM |

Nœ/nA

CWW 2A 4 7/2/cs
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A- Eystishwarttyrorowvsetsuginamingfi
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WimMerile
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United StatesDepartment of the Interior
BUREAU OF LAND MANAGEMENT

UPOhSto
4

5e

Salt Lake City,UT 84145-0155

IN REPLY REFER TO
3180
UT-922

October 20, 2005

Newfield Exploration Company
Attn: Laurie Deseau
1401 Seventeenth Street, Suite 1000
Denver, Colorado 80202

Re: 12* Revision of the Green River Formation PA "A"
Ashley Unit
Duchesne County, Utah

Gentlemen:

The 12* Revision of the Green River Formation Participating Area "A",Ashley Unit, UTU73520A, is
hereby approved effectiveas of July 1, 2005, pursuant to Section 11 of the Ashley Unit Agreement,
Duchesne County, Utah.

The 12* Revision of the Green River Formation Participating Area "A", results in the addition of
240.28 acres to the participating area for a total of5,503.68 acres and is based upon the completion
of the followingUnitWells, as wells capable of producing unitized substances.

WELL NO. API NO. LOCATION LEASE NO.

1-2 43-013-32436 NENE, 2-9S-15E STATE g/ggg -> j /ý
6-2 43-013-32584 SENW, 2-9S-15E STATE j 1074 /99/ ý
1-13 43-013-32463 NENE, 13-98-15E UTU66184 | ††;t 4/2 /Ÿ
8-13 43-013-32460 SENE, 13-9S-15E UTU66184 | 76#‡/2 /g
9-13 43-013-32459 NESE, 13-98-15E UTU66184 j 73'/ -9/a7 / Ÿ
14-13 43-013-32669 SESW, 13-9S-15E UTU68548 p/C

16-13 43-013-32668 SESE, 13-9S-15E UTU68548 |f?Ÿ/ 4/ Ñ
16-14 43-013-32667 SESE, 14-98-15E UTU68548 Q/C

RECEIVED
OCT2,12ŒB

DIV.OFOIL,GAS&
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2

WELL NO. API NO. LOCATION LEASE NO.

2-22 43-013-32643 NWNE, 22-9S-15E UTU68548 | ‡2
2-23 43-013-32735 NWNE, 23-9S-15E UTU66185 |
2-24 43-013-32645 NWNE, 24-9S-15E UTU66185 / //
4-24 43-013-32646 NWNW, 24-9S-15E UTU66185 0/

Copies of the approved requests are being distributed to the appropriate Federal agencies and one
copy is returned herewith. Please advise all interested parties of the approvalofthe 12* Revision of
the Green River Formation Participating Area "A",Ashley Unitand its effective date.

Sincerely,

Is/ David H. Murphy

David H. Murphy
Acting Chief, Branch of Fluid Minerals

Enclosure

bcc: Division of Oil, Gas & Mining
SITLA
Ashley Unit w/enclosure
MMS - Data Management Division (Attn: James Sykes)
Field Manager - Vernal w/enclosure
Agr. Sec. Chron.
Reading File
Central Files
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NEWFIELD

January 20, 2006

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Ashley State #1-2-9-15
Monument Butte Field, Ashley PA A, Lease #ML-43538
Section 2 -Township 9S-Range 15E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Ashley State #1-2-9-15 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field, Ashley PA A.

I hope you find this application complete; however, if you have any questions or require additional
infonnation, please contact me at (303) 893-0102.

Operations Engineer

RECElVED
FEBOÓ2OO6

DN.0F0lL,GAS&MENG

Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fa× (435)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

ASHLEY STATE #1-2-9-15

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

ASHLEY PA A

LEASE #ML-43538

JANUARY 20,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

ASHLEY STATE #1-2-9-15

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

ASHLEY PA A

LEASE #ML-43538

JANUARY 20,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

ASHLEY STATE #1-2-9-15

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

ASHLEY PA A

LEASE #ML-43538

JANUARY 20,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATIONFOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1401 17th Street, Suite 1000

Denver, Colorado 80202

Well Name and number: Ashley State #1-2-9-15

Field or Unit name: Monument Butte (Green River), Ashley PA A Lease No. ML-43538

Well Location: QQ NEINE section 2 township 9S range 15E county Duchesne

is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . .. . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-32436

Proposed injection interval: from 3990' to 6119'
Proposed maximum injection: rate 500 bpd pressure 2038 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this repot is true and complete to the best of my knowleedge

Title Operations Engineer Date - - .7

Phone No. (303) 893-0102 l-

(State use only)
Application approved by Title
Approval Date
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Ashley State 1-2-9-15
Spud Date: 04/07/05 Initial Production: 100 BOPD,
Put on Production: 07/05/05 Proposed Injection 65 MCFD, 432 BWPD

GL: 5920' KB: 5932, Wellbore Diagram

FRAC JOB

SU RFA CE CA SlN G 06/29/05 5748'-6063' Frac CPS, CP4, and CP1 sands as follows:
CSG S[ZE: 8 5/8, 44,292#'s of20/40sand in434 bb1slightning

17 fiae fluid. Treated @avg press of l642,GRADE: J-55
w/avg rate of24.7 bpm. ISIP 2050 psi. Cale

WElOHT: 244; flush: 5746 gal. Actual flush: 5796 gal.

LENGTH: 7 jts. (303.8')
06/29/05 544l'-5580' Frac LODC sands as follows:DEPTH LANDED: 313.8' KB

.. 27,962#'s of20/40 sand in 322 bbls lightning
HOLE SlZE: 12 1/4" 17 frao fluid. Treated @avg press of2692,

w/avg rate of24.3 bptn. ISIP 3700 psi. CaleCEMENT DATA: 160 sks Class G Mix. Est 4 bb1scernent to pit
. - flush: 5439 gal. Actual flush: 5460 gal.

Cement Top @340' :-. : 06/29/05 526T-5268' Frac A3 sands as follows:
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Ashley State
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1401 17* Street, Suite 1000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Ashley State #1-2-9-15 from a producing oil well to
a water injection well in Monument Butte (Green River) Field, Ashley PA A.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Ashley State #1-2-9-15
well, the proposed injection zone is from Garden Gulch to Basal Limestone (3990' -

6119'). The confining strata directly above and below the injection zones are the Garden
Gulch and Castle Peak Members of the Green River Formation, with the Garden Gulch
Marker top at 3990' and the Castle Peak top at 5697'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Ashley State #1-2-9-15 is on file with the Utah Division of
Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Jolmson Water District commingled with
produced water. The average estimated injection of fluids will be at a rate of 300 BPD,
and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #ML-43538) in the Monument
Butte (Green River) Field, Ashley PA A, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24#, J-55 surface casing run to 314' GL, and 5-1/2" 15.5#
J-55 casing run from surface to 6158' KB. A casing integrity test will be conducted at
the time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately I100 psig and the
maximum injection pressure will not exceed 2038 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Ashley State #1-2-9-15, for existing perforations
(4816' - 6063') calculates at 0.79 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
2038 psig. We may add additional perforations between 3990' and 6175'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Ashley State #1-2-9-15, the proposed injection zone (3990' - 6119') is in the
Garden Gulch to Basal limestone members of the Green River Formation. The reservoir
is a very fine-grained sandstone with minor imbedded shale streaks. The estimated
porosity is 13%. The members are composed of porous and permeable lenticular
calcareous sandstone and low porosity carbonates and calcareous shale. The porous and
lenticular sandstone varies in thickness from 0-31' and is confined to the Monument
Butte Field. Outside the Monument Butte Field, the sandstone is composed of tight, very
fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the injection
zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of the
confining strata are impermeable, and will effectively seal off the oil, gas, and water of
the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each wen within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-7.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
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EXHIBIT B
Page 1

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1 Township 9 South, Range 15 East UTU-74826 Newfield Production Company (Surface Rights)
Section 1: All HBP USA
Section 3: All
Section 10: All
Section 11: All
Section 12: All

2 Township 9 South, Range 15 East ML-43538 Newfield Production Company (Surface Rights)
Section 2: All HBP State of Utah

3 Township 8 South, Range 15 East UTU-67168 Newfield Production Company (Surface Rights)
Section 24: All HBP USA
Section 25: All
Section 26: All
Section 35: All
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Ashley State #1-2-9-15

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

ewfield Production ompany
David Gerbig
Operations Engineer

Sworn to and subscribed before me this day of / t/ G( \ / , 2006.

Notary Public in and for the State of Colorado

- - - MyCommiss¡onExpires
My Commission Expires:
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Ashley State 1-2-9-15
Spud Date: 04/07/05 Initial Production: 100 BOPD,
Put on Production: 07/05/05 Wellbore Diagram 65 MCFD, 432 BWPD

GL: 5920' KB: 5932'
FRAC JOB

SURFACE CASING 06/29/05 5748'-6063' FracCPS,CP4,andCP1sandsasfollows:
CSG SlZE: 8 5/8,

4A,292#'s of20/40sand in 434 bbls lightning
17 frac fluid. Treated @avg press of 1642,GRADE: J-55
w/avg rate of24.7 bput ISIP 2050 psi. Cale

WEIGHT: 24: flush: 5746 gal. Actual flush: 5796 gal.
LENGTH: 7jts. (303.8')

06/29/05 5441'-5580' Frac LODC sands as follows:DEPTH LANDED: 313.8' KB
... .... 27,962#'s of20/40 sand in 322 bbls lightning

HOLE SIZE: 12 1/4"
. 17 frae fluid. Treated @avg press of2692,

w/avg rate of24.3 bpnt ISIP 3700 psi. CaleCEMENT DATA: 160sks Class G Mix. Est 4 bb1soement to pit
.. - flush; 5439 gal. Actual flush: 5460 gal

Cement Top @340'
· 06/29/05 52622-5268' Frac A3 sands as follows:

19,282#'s of20/40 sand in 254 bbls
PRODUCT]ON CASlNG lightning17fraefluid. Treated@avgpress

of 2082, w/avg rate of 24.6 bpm. ISIP 2250CSG SIZE: 5 1/2" psi. Cale flush: 5260 gal. Actual flush: 5250
GRADE: J-55 gal.

WEIGHT: 15.5#

LENGTH: 145jts. (6160.45') 06/29/05 4986'-4996' Frac C sands as follows:
48,261#'s of20/A0 sand in 424 bblsDEPTH LANDED: 6158.45' KB lightning 17 frac fluid. Treated @avg press

HOLE SJZE: 7 7/8" ..
of1903, w/avg rate of24.5 bpm. ISIP 2350
psi. Cale flush: 4984 gaL Actual flush: 5040CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ mix gal.

CEMENT TOP AT: 340'
06/29/05 4816'-482T Frac D1 sands as follows:

61,637#'s of20/40 sand in 490 bbls
lightning 17 frac fluid. Treated @avg press

TUBlNG 4816'-4827, ofl580,w/avgrateof24.6bpm. ISIP2100
psi. Cale flush: 4814 gal. Actual flush: 4746

SIZE/GRADE/WT.:2 7/8"/1-55 / 6.5# gal.

NO. OF JOINTS: 190jts (5956.60')

TUBING ANCHOR: 5968.60' KB 4986'-4996'

NO. OF JOINTS: 1jts (31.45')

SEATING NIPPLE: 2 7/8" (1.10') 5262'-5268°

SN LANDED AT: 6002.85' KB

NO. OF JOINTS: 2 jts (62.80')
5443'-5451'

TOTAL STRING LENGTH: 6067.20' w/ 12 KB

5576'-5580'

SUCKER RODS

POLISHED ROD: 1 1/2"x 2T 5748'-5754'

SUCKER RODS: 1-2 x 3/4" pony rods, 99-3/4"scrapered rods, 124-3/4" plain
rods, 10-3/4"serapered rods, 6-1 1/2" weighted rods.

PUMP SIZE: 2 1/2"x 1 l/2"x 15' RHAC putnp w/sm plunger

STROKE LENGTH: 86"
5931'-5939'

PUMP SPEED, SPM: 6 SPM

LOGS: Open hole, SP/GR/DIG,CBL
Anchor@5969' PERFORATION RECORD

SN @6003, 06/28/05 6056 -6063' 4 JSPF 32 holes
06/28/05 5931 -5939' AJSPF 32holes
06/28/05 57A8 -5754' 4 JSPF 24 holes

6056'-6063, 06/29/05 5576'-55803 4 JSPF 16 holes
06/29/05 5441'-545l' 4]SPF 40holes

EOT @6067, 06/29/05 526T-5268' AJSPF 24 boles
06/29/05 4986'-4996' 4 ]SPF 40 holes
06/29/05 4816'-482T 4 ]SPF 44 holes

NEWFIELD --- PETD@6117

SHOE @6158'
Ashley State 1-2-9-15
712' FNL & 818" FEL

NE/NE Section2-T9S-RI5E
Duchesne Co, Utah

AP] ||43-013-32436; Lease
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19,282#'s of20/40 sand in 254 bbls
PRODUCT]ON CASlNG lightning17fraefluid. Treated@avgpress

of 2082, w/avg rate of 24.6 bpm. ISIP 2250CSG SIZE: 5 1/2" psi. Cale flush: 5260 gal. Actual flush: 5250
GRADE: J-55 gal.

WEIGHT: 15.5#

LENGTH: 145jts. (6160.45') 06/29/05 4986'-4996' Frac C sands as follows:
48,261#'s of20/A0 sand in 424 bblsDEPTH LANDED: 6158.45' KB lightning 17 frac fluid. Treated @avg press

HOLE SJZE: 7 7/8" ..
of1903, w/avg rate of24.5 bpm. ISIP 2350
psi. Cale flush: 4984 gaL Actual flush: 5040CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ mix gal.

CEMENT TOP AT: 340'
06/29/05 4816'-482T Frac D1 sands as follows:

61,637#'s of20/40 sand in 490 bbls
lightning 17 frac fluid. Treated @avg press

TUBlNG 4816'-4827, ofl580,w/avgrateof24.6bpm. ISIP2100
psi. Cale flush: 4814 gal. Actual flush: 4746

SIZE/GRADE/WT.:2 7/8"/1-55 / 6.5# gal.

NO. OF JOINTS: 190jts (5956.60')

TUBING ANCHOR: 5968.60' KB 4986'-4996'

NO. OF JOINTS: 1jts (31.45')

SEATING NIPPLE: 2 7/8" (1.10') 5262'-5268°

SN LANDED AT: 6002.85' KB

NO. OF JOINTS: 2 jts (62.80')
5443'-5451'

TOTAL STRING LENGTH: 6067.20' w/ 12 KB

5576'-5580'

SUCKER RODS

POLISHED ROD: 1 1/2"x 2T 5748'-5754'

SUCKER RODS: 1-2 x 3/4" pony rods, 99-3/4"scrapered rods, 124-3/4" plain
rods, 10-3/4"serapered rods, 6-1 1/2" weighted rods.

PUMP SIZE: 2 1/2"x 1 l/2"x 15' RHAC putnp w/sm plunger

STROKE LENGTH: 86"
5931'-5939'

PUMP SPEED, SPM: 6 SPM

LOGS: Open hole, SP/GR/DIG,CBL
Anchor@5969' PERFORATION RECORD

SN @6003, 06/28/05 6056 -6063' 4 JSPF 32 holes
06/28/05 5931 -5939' AJSPF 32holes
06/28/05 57A8 -5754' 4 JSPF 24 holes

6056'-6063, 06/29/05 5576'-55803 4 JSPF 16 holes
06/29/05 5441'-545l' 4]SPF 40holes

EOT @6067, 06/29/05 526T-5268' AJSPF 24 boles
06/29/05 4986'-4996' 4 ]SPF 40 holes
06/29/05 4816'-482T 4 ]SPF 44 holes

NEWFIELD --- PETD@6117

SHOE @6158'
Ashley State 1-2-9-15
712' FNL & 818" FEL

NE/NE Section2-T9S-RI5E
Duchesne Co, Utah

AP] ||43-013-32436; Lease



SpudDate: 12/30/99 AShley #3-1-9-15
Put on Production: U28/00

GL: 5893.6' KB: 5903.6- Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

STRING: 1 1/24/00 5455'-5464' Frac LDC sand w/
CSG SIZE: 8 5/8" 55,000# 20/40 sand in 386 bbl
GRADE: J-55 Viking |-25. Perfs Broke
WEIGHT: 24 ppf down at 3240 psi, treated
LENGTH: 7 jnts @304.15' at average pressure of
DEPTH LANDED: 316.04' KB 3200 psi with average rate of 31
HOLE SIZE: 12 1/4" BPM. ISIP-2850 psi, 5
CEMENT DATA: -141 s×s Class-G w/ 2% minutes 2638 psi.
CaCL, and 1/4#lsk Cello-Flake

-44 sxs Class-G w/ 3% :: 1/25/00 4859'-4869' Frac D sand w/ 55,020#
CaCL2, and 1/4#lsk Cello-Flake 20/40 sand in 345 bbl

-Cement to Surface Viking |-25 fluid. Perfs
- - broke down at 2476 psi,

treated at average
pressure of 2500 psi with averagePRODUCTION CASING rate of 28.5 BPM. ISIP-

2280 psi, 5 minutes 2140STR1NG: 1 psi.CSG SIZE: 4 1/2"
GRADE: J-55 & N-80
WEIGHT: 11.6 ppf
LENGTH: 5878.6'
DEPTH LANDED: 5920' KB
HOLE SIZE: 7 7/8"
CEMENT DATA: -362 sxs Premlight IIwl 0.5%

S.M., 10% Gel, 3#lsk CSE,
3% KC1, 1/4#/sk CF, 2#lsk
kolseal.

-556 sxs 50/50 Poz W/ 3%
KCI, 1/4#/sk Cello flake, 2% Gel,
3% S.M.
CEMENT TOP AT:

Tubing Record
SIZE/GRADE/WT.: 2 3/8" LS
NO. OF JOINTS: 156 jts. @4818'
PACKER: @ 4610' KB
SEATING NIPPLE: @4807" KB
TOTAL STRING LENGTH: EOT @ 4821' KB

- U Packer @ 4810'

PERFORATION RECORD
4859'-4869' 4 spf 10' 40 lloles

59'-4869' 5455'-5464' 4 spf 9' 36 lloles

55'-5464'

Inland Resources Inc. - stoos66s
EOT @4821' KBAshley Federal #3-1-9-15
TD @5900

660 FNL 1980 FWL

NENWSection I-T9S-R15E

Duchesne Co, Utah

APl //43-0 \ 3-321 17: Lease

SpudDate: 12/30/99 AShley #3-1-9-15
Put on Production: U28/00

GL: 5893.6' KB: 5903.6- Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

STRING: 1 1/24/00 5455'-5464' Frac LDC sand w/
CSG SIZE: 8 5/8" 55,000# 20/40 sand in 386 bbl
GRADE: J-55 Viking |-25. Perfs Broke
WEIGHT: 24 ppf down at 3240 psi, treated
LENGTH: 7 jnts @304.15' at average pressure of
DEPTH LANDED: 316.04' KB 3200 psi with average rate of 31
HOLE SIZE: 12 1/4" BPM. ISIP-2850 psi, 5
CEMENT DATA: -141 s×s Class-G w/ 2% minutes 2638 psi.
CaCL, and 1/4#lsk Cello-Flake

-44 sxs Class-G w/ 3% :: 1/25/00 4859'-4869' Frac D sand w/ 55,020#
CaCL2, and 1/4#lsk Cello-Flake 20/40 sand in 345 bbl

-Cement to Surface Viking |-25 fluid. Perfs
- - broke down at 2476 psi,

treated at average
pressure of 2500 psi with averagePRODUCTION CASING rate of 28.5 BPM. ISIP-

2280 psi, 5 minutes 2140STR1NG: 1 psi.CSG SIZE: 4 1/2"
GRADE: J-55 & N-80
WEIGHT: 11.6 ppf
LENGTH: 5878.6'
DEPTH LANDED: 5920' KB
HOLE SIZE: 7 7/8"
CEMENT DATA: -362 sxs Premlight IIwl 0.5%

S.M., 10% Gel, 3#lsk CSE,
3% KC1, 1/4#/sk CF, 2#lsk
kolseal.

-556 sxs 50/50 Poz W/ 3%
KCI, 1/4#/sk Cello flake, 2% Gel,
3% S.M.
CEMENT TOP AT:

Tubing Record

SIZE/GRADE/WT.: 2 3/8" LS
NO. OF JOINTS: 156 jts. @4818'
PACKER: @ 4610' KB
SEATING NIPPLE: @4807" KB
TOTAL STRING LENGTH: EOT @ 4821' KB

- U Packer @ 4810'

PERFORATION RECORD
4859'-4869' 4 spf 10' 40 lloles

59'-4869' 5455'-5464' 4 spf 9' 36 lloles

55'-5464'

Inland Resources Inc. - stoos66s
EOT @4821' KBAshley Federal #3-1-9-15
TD @5900

660 FNL 1980 FWL

NENWSection I-T9S-R15E

Duchesne Co, Utah

APl //43-0 \ 3-321 17: Lease

SpudDate: 12/30/99 AShley #3-1-9-15
Put on Production: U28/00

GL: 5893.6' KB: 5903.6- Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

STRING: 1 1/24/00 5455'-5464' Frac LDC sand w/
CSG SIZE: 8 5/8" 55,000# 20/40 sand in 386 bbl
GRADE: J-55 Viking |-25. Perfs Broke
WEIGHT: 24 ppf down at 3240 psi, treated
LENGTH: 7 jnts @304.15' at average pressure of
DEPTH LANDED: 316.04' KB 3200 psi with average rate of 31
HOLE SIZE: 12 1/4" BPM. ISIP-2850 psi, 5
CEMENT DATA: -141 s×s Class-G w/ 2% minutes 2638 psi.
CaCL, and 1/4#lsk Cello-Flake

-44 sxs Class-G w/ 3% :: 1/25/00 4859'-4869' Frac D sand w/ 55,020#
CaCL2, and 1/4#lsk Cello-Flake 20/40 sand in 345 bbl

-Cement to Surface Viking |-25 fluid. Perfs
- - broke down at 2476 psi,

treated at average
pressure of 2500 psi with averagePRODUCTION CASING rate of 28.5 BPM. ISIP-

2280 psi, 5 minutes 2140STR1NG: 1 psi.CSG SIZE: 4 1/2"
GRADE: J-55 & N-80
WEIGHT: 11.6 ppf
LENGTH: 5878.6'
DEPTH LANDED: 5920' KB
HOLE SIZE: 7 7/8"
CEMENT DATA: -362 sxs Premlight IIwl 0.5%

S.M., 10% Gel, 3#lsk CSE,
3% KC1, 1/4#/sk CF, 2#lsk
kolseal.

-556 sxs 50/50 Poz W/ 3%
KCI, 1/4#/sk Cello flake, 2% Gel,
3% S.M.
CEMENT TOP AT:

Tubing Record

SIZE/GRADE/WT.: 2 3/8" LS
NO. OF JOINTS: 156 jts. @4818'
PACKER: @ 4610' KB
SEATING NIPPLE: @4807" KB
TOTAL STRING LENGTH: EOT @ 4821' KB

- U Packer @ 4810'

PERFORATION RECORD
4859'-4869' 4 spf 10' 40 lloles

59'-4869' 5455'-5464' 4 spf 9' 36 lloles

55'-5464'

Inland Resources Inc. - stoos66s
EOT @4821' KBAshley Federal #3-1-9-15
TD @5900

660 FNL 1980 FWL

NENWSection I-T9S-R15E

Duchesne Co, Utah

APl //43-0 \ 3-321 17: Lease



Ashley #4-1-9-15
Spud Date: 1/8/00 Initial Production:
Put on Production: 2/3/00
GL: 5906.5' KB: 5916.5, Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8 5/8" 1/31/00 5366-5505 Frac LDC sands as follows:
GRADE: J-55 75,483#20/40 sand in 575 bbis Viking 1-
WEIGHT: 24# 25 fluid. Treated @ avg pressure of 2200
LENGTH: 7 jts (318.56') psi wlavg rate of 30.8 BPM. ISIP 2460 psi.
DEPTH LANDED: 316.16' KB Calc flush: 5364 gal. Actual flush: 5250 gal.
HOLE SIZE: 12 1/4"
CEMENT DATA: 155sxs class "G" mixed omt, est5 bbls omtto 1/31/00 4839'-4860 Frac D sands asfollows:
surf. 68,395#20/40 sand in 513 bbls Viking I-

25 fluid. Treated @ avg pressure of 1900
psi wlavg rate of 27.7 BPM. ISIP 2500 psi.
Calc flush: 4837 gal. Actual flush; 4746 gal.

9/24/02 Pump change. Update rod and tubing
details.

PRODUCTION 12/14/02 Tubing Leak. Update rod and tubing
CSG SIZE: 5 1/2" details.
GRADE: N-80, J-55
LENGTH: 138 jts (5899.41') 01/02/03 Pump Change. Update rod detail.
DEPTH LANDED: 5897.01' KB
HOLE SlZE: 7 7/8" 06/08/04 Parted Rods. Updated Tubing & Rod
CEMENT DATA: 295 s×s Prem. Lite il mixed & 450 sxs 50/50 Poz Detail
CmLENT

TOP AT: 08/02/04 Tubing leak. Update rod and tubing
detail.

TUBING

SIZE/GRADElWT: 2 7/8" / "B"M-50 / 6.5#
NO. OF JOINTS: 176 jts. @ 5455.21'
TUBING ANCHOR: 5465.21' KB
NO. OF JOINTS: 2 jts. (63.05') 4839'-4860'
SEATING NIPPLE: 2 7/8" (1.10')
SN LANDED AT: (5533.06') KB
NO. OF JOlNTS: 2 jts. (62.35')
TOTAL STRING LENGTH:EOT @ 5596.96' W/10' KB

SUCKER RODS

POLISHED RODS: 1 1/2"x 22'
SUCKER RODS: 1- 2' x 3/4"' pony rod, 98- 3/4"
scrapered rods, 70-3/4" plain rods, 46-3/4" scrapered 5366'-537l'
rods, 6- 1 1/2" wt. bars.
PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC W/ SM Perforation Record
Plunger
STROKE LENGTH: 54" 5457' -546]' 01-31-00 4839'-4860' 4 JSPF 84 holes
SPM: 5 SPM Tubing Anchor @5465' KB 01-31-00 5366'-5371 4 JSPF 20 holes

01-31-00 545T-546]' 4JSPF 16holes

5483'-5490' 01-31-00 5483'-5490' 4JSPF 28holes

5493·-5497- 01-31-00 5493'-549T 4 JSPF 16 holes

5502'-5505, 0L31-00 5502 -5505' 4 JSPF 12 holes

SN @5533

EOT @559T KB

Inland Resources Inc.
Ashley Federal #4-1-9-15

SHOE @589T
847' FNL & 653' FWL

NW/NW Section 1- I 9S-R15E TD @5925

Duchesne Co, Utah

UN !!43-013-32HN: Lease llU-74826
MH

Ashley #4-1-9-15
Spud Date: 1/8/00 Initial Production:
Put on Production: 2/3/00
GL: 5906.5' KB: 5916.5, Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8 5/8" 1/31/00 5366-5505 Frac LDC sands as follows:
GRADE: J-55 75,483#20/40 sand in 575 bbis Viking 1-
WEIGHT: 24# 25 fluid. Treated @ avg pressure of 2200
LENGTH: 7 jts (318.56') psi wlavg rate of 30.8 BPM. ISIP 2460 psi.
DEPTH LANDED: 316.16' KB Calc flush: 5364 gal. Actual flush: 5250 gal.
HOLE SIZE: 12 1/4"
CEMENT DATA: 155sxs class "G" mixed omt, est5 bbls omtto 1/31/00 4839'-4860 Frac D sands asfollows:
surf. 68,395#20/40 sand in 513 bbls Viking I-

25 fluid. Treated @ avg pressure of 1900
psi wlavg rate of 27.7 BPM. ISIP 2500 psi.
Calc flush: 4837 gal. Actual flush; 4746 gal.

9/24/02 Pump change. Update rod and tubing
details.

PRODUCTION 12/14/02 Tubing Leak. Update rod and tubing
CSG SIZE: 5 1/2" details.
GRADE: N-80, J-55
LENGTH: 138 jts (5899.41') 01/02/03 Pump Change. Update rod detail.
DEPTH LANDED: 5897.01' KB
HOLE SlZE: 7 7/8" 06/08/04 Parted Rods. Updated Tubing & Rod
CEMENT DATA: 295 s×s Prem. Lite il mixed & 450 sxs 50/50 Poz Detail
CmLENT

TOP AT: 08/02/04 Tubing leak. Update rod and tubing
detail.

TUBING

SIZE/GRADElWT: 2 7/8" / "B"M-50 / 6.5#
NO. OF JOINTS: 176 jts. @ 5455.21'
TUBING ANCHOR: 5465.21' KB
NO. OF JOINTS: 2 jts. (63.05') 4839'-4860'
SEATING NIPPLE: 2 7/8" (1.10')
SN LANDED AT: (5533.06') KB
NO. OF JOlNTS: 2 jts. (62.35')
TOTAL STRING LENGTH:EOT @ 5596.96' W/10' KB

SUCKER RODS

POLISHED RODS: 1 1/2"x 22'
SUCKER RODS: 1- 2' x 3/4"' pony rod, 98- 3/4"
scrapered rods, 70-3/4" plain rods, 46-3/4" scrapered 5366'-537l'
rods, 6- 1 1/2" wt. bars.
PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC W/ SM Perforation Record
Plunger
STROKE LENGTH: 54" 5457' -546]' 01-31-00 4839'-4860' 4 JSPF 84 holes
SPM: 5 SPM Tubing Anchor @5465' KB 01-31-00 5366'-5371 4 JSPF 20 holes

01-31-00 545T-546]' 4JSPF 16holes

5483'-5490' 01-31-00 5483'-5490' 4JSPF 28holes

5493·-5497- 01-31-00 5493'-549T 4 JSPF 16 holes

5502'-5505, 0L31-00 5502 -5505' 4 JSPF 12 holes

SN @5533

EOT @559T KB

Inland Resources Inc.
Ashley Federal #4-1-9-15

SHOE @589T
847' FNL & 653' FWL

NW/NW Section 1- I 9S-R15E TD @5925

Duchesne Co, Utah

UN !!43-013-32HN: Lease llU-74826
MH

Ashley #4-1-9-15
Spud Date: 1/8/00 Initial Production:
Put on Production: 2/3/00
GL: 5906.5' KB: 5916.5, Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8 5/8" 1/31/00 5366-5505 Frac LDC sands as follows:
GRADE: J-55 75,483#20/40 sand in 575 bbis Viking 1-
WEIGHT: 24# 25 fluid. Treated @ avg pressure of 2200
LENGTH: 7 jts (318.56') psi wlavg rate of 30.8 BPM. ISIP 2460 psi.
DEPTH LANDED: 316.16' KB Calc flush: 5364 gal. Actual flush: 5250 gal.
HOLE SIZE: 12 1/4"
CEMENT DATA: 155sxs class "G" mixed omt, est5 bbls omtto 1/31/00 4839'-4860 Frac D sands asfollows:
surf. 68,395#20/40 sand in 513 bbls Viking I-

25 fluid. Treated @ avg pressure of 1900
psi wlavg rate of 27.7 BPM. ISIP 2500 psi.
Calc flush: 4837 gal. Actual flush; 4746 gal.

9/24/02 Pump change. Update rod and tubing
details.

PRODUCTION 12/14/02 Tubing Leak. Update rod and tubing
CSG SIZE: 5 1/2" details.
GRADE: N-80, J-55
LENGTH: 138 jts (5899.41') 01/02/03 Pump Change. Update rod detail.
DEPTH LANDED: 5897.01' KB
HOLE SlZE: 7 7/8" 06/08/04 Parted Rods. Updated Tubing & Rod
CEMENT DATA: 295 s×s Prem. Lite il mixed & 450 sxs 50/50 Poz Detail
CmLENT

TOP AT: 08/02/04 Tubing leak. Update rod and tubing
detail.

TUBING

SIZE/GRADElWT: 2 7/8" / "B"M-50 / 6.5#
NO. OF JOINTS: 176 jts. @ 5455.21'
TUBING ANCHOR: 5465.21' KB
NO. OF JOINTS: 2 jts. (63.05') 4839'-4860'
SEATING NIPPLE: 2 7/8" (1.10')
SN LANDED AT: (5533.06') KB
NO. OF JOlNTS: 2 jts. (62.35')
TOTAL STRING LENGTH:EOT @ 5596.96' W/10' KB

SUCKER RODS

POLISHED RODS: 1 1/2"x 22'
SUCKER RODS: 1- 2' x 3/4"' pony rod, 98- 3/4"
scrapered rods, 70-3/4" plain rods, 46-3/4" scrapered 5366'-537l'
rods, 6- 1 1/2" wt. bars.
PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC W/ SM Perforation Record
Plunger
STROKE LENGTH: 54" 5457' -546]' 01-31-00 4839'-4860' 4 JSPF 84 holes
SPM: 5 SPM Tubing Anchor @5465' KB 01-31-00 5366'-5371 4 JSPF 20 holes

01-31-00 545T-546]' 4JSPF 16holes

5483'-5490' 01-31-00 5483'-5490' 4JSPF 28holes

5493·-5497- 01-31-00 5493'-549T 4 JSPF 16 holes

5502'-5505, 0L31-00 5502 -5505' 4 JSPF 12 holes

SN @5533

EOT @559T KB

Inland Resources Inc.
Ashley Federal #4-1-9-15

SHOE @589T
847' FNL & 653' FWL

NW/NW Section 1- I 9S-R15E TD @5925

Duchesne Co, Utah

UN !!43-013-32HN: Lease llU-74826
MH



Ashley Federal #5-1
Spud Date: 3/2/98 Initial Production: 69 BOPD.

Injection Wellbore 338 MCFPD, 17 BWPD
t on Production: 4-11-98

R A E S
Diagram

FRAC JOB
CSG SIZE: 8-5/8" 4-4-98 5376'-5510' Frac A sand as follows:
GRADE: J-55 ST&C 133,200// 20/40 sand in 638 bbls
WElGHT:24# Boragel. Brekdown @2997 psi.

Treated w/avg press of2200 psi, w/LENGTH: 7 jts. (28T)
avg rate of32 BPM. ISIP-2680 psi,

DEPTH LANDED: 28T
.5 min 2439 psi. Flowback on

HOLE SlZE: 12-l/A"
1.2/64" ok for 3-1/2 hrs & died.

CEMENT DATA: 120sxs PremiumPlus, est 5 bbls omt to surface 4-7-98 5085'-5094' Frac B sand as follows:
114,300# 20/40 sand in 548 bb1s
Delta. Breakdown @2819 psi.
Treated w/avg press of2165 psi, w/
avg rate of26 BPM. ISIP-2561 psi,
5 min 1807 psi. Flowback on

PRODUCTION CASING 12/64" ok for 3-1/2 brs & died.
CSG SlZE: 5-1/2" 4-9-98 4826'-4844' Frac D sand as follows:
GRADE: J-55 Brd 114,400# 20/40 sand in 543 bbls
WElGHT: 15.5# Delta. Breakdown @2937 psi.

Treated w/avg press of2250 psi, w/LENGTH: 141jts.
avg rate of26 BPM. ISIP-2615 psi,

DEPTH LANDED: 5988' KB 5 min 2405 psi. Flowback on
HOLE SIZE: 7-7/8"

12/64" ek for 3-1/2 hrs & died.
CEMENT DATA: 390 sxs Hibond & 384 sx Thixotropic

TUBING

SIZE/GRADE/WT.: 2-7/8" - 6.5# - M-80

NO. OF JOINTS: 174jts
TUBlNG ANCHOR: 545T

SEATING NIPPLE: N/A

TOTAL STRlNG LENGTH: 5586'

SN LANDED AT: 5518'

Packer @4776'

SUCKER RODS
4826'-44'

POLISHED ROD:

SUCK.ERRODS: 5085'-94' PERFORATION RECORD
PUMP SlzE 4-3-98 5376'-5382' 2 JSPF 12 holes
PUMP SPEED, SPM: 4-3-98 5478'-5510' 2 JSPF 64 holes
LOGS: DIGL/SDL/DSN/GR/CAL

5376'-82' 4-5-98 5085'-5094' 4 JSPF 36 holes
4-8-98 4826'-4844' 4 JSPF 72 holes

5478'-5510'

Inland Resources Inc. -

ECT: 5586'

Ashley Federal #5-1 PSTD 5940'
TD: 6000'

519' FWL 2028' FNL

NKNE Section 1-T9S-Rl 5E

Duchesne Co. Utah

API //43-0I3-3199N: Lease //U-74N26

Ashley Federal #5-1
Spud Date: 3/2/98 Initial Production: 69 BOPD.

Injection Wellbore 338 MCFPD, 17 BWPD
t on Production: 4-11-98

R A E S
Diagram

FRAC JOB
CSG SIZE: 8-5/8" 4-4-98 5376'-5510' Frac A sand as follows:
GRADE: J-55 ST&C 133,200// 20/40 sand in 638 bbls
WElGHT:24# Boragel. Brekdown @2997 psi.

Treated w/avg press of2200 psi, w/LENGTH: 7 jts. (28T)
avg rate of32 BPM. ISIP-2680 psi,

DEPTH LANDED: 28T
.5 min 2439 psi. Flowback on

HOLE SlZE: 12-l/A"
1.2/64" ok for 3-1/2 hrs & died.

CEMENT DATA: 120sxs PremiumPlus, est 5 bbls omt to surface 4-7-98 5085'-5094' Frac B sand as follows:
114,300# 20/40 sand in 548 bb1s
Delta. Breakdown @2819 psi.
Treated w/avg press of2165 psi, w/
avg rate of26 BPM. ISIP-2561 psi,
5 min 1807 psi. Flowback on

PRODUCTION CASING 12/64" ok for 3-1/2 brs & died.
CSG SlZE: 5-1/2" 4-9-98 4826'-4844' Frac D sand as follows:
GRADE: J-55 Brd 114,400# 20/40 sand in 543 bbls

WElGHT: 15.5# Delta. Breakdown @2937 psi.
Treated w/avg press of2250 psi, w/LENGTH: 141jts.
avg rate of26 BPM. ISIP-2615 psi,

DEPTH LANDED: 5988' KB 5 min 2405 psi. Flowback on
HOLE SIZE: 7-7/8"

12/64" ek for 3-1/2 hrs & died.
CEMENT DATA: 390 sxs Hibond & 384 sx Thixotropic

TUBING

SIZE/GRADE/WT.: 2-7/8" - 6.5# - M-80

NO. OF JOINTS: 174jts
TUBlNG ANCHOR: 545T

SEATING NIPPLE: N/A

TOTAL STRlNG LENGTH: 5586'

SN LANDED AT: 5518'

Packer @4776'

SUCKER RODS
4826'-44'

POLISHED ROD:

SUCK.ERRODS: 5085'-94' PERFORATION RECORD
PUMP SlzE 4-3-98 5376'-5382' 2 JSPF 12 holes
PUMP SPEED, SPM: 4-3-98 5478'-5510' 2 JSPF 64 holes
LOGS: DIGL/SDL/DSN/GR/CAL

5376'-82' 4-5-98 5085'-5094' 4 JSPF 36 holes
4-8-98 4826'-4844' 4 JSPF 72 holes

5478'-5510'

Inland Resources Inc. -

ECT: 5586'

Ashley Federal #5-1 PSTD 5940'
TD: 6000'

519' FWL 2028' FNL

NKNE Section 1-T9S-Rl 5E

Duchesne Co. Utah

API //43-0I3-3199N: Lease //U-74N26

Ashley Federal #5-1
Spud Date: 3/2/98 Initial Production: 69 BOPD.

Injection Wellbore 338 MCFPD, 17 BWPD
t on Production: 4-11-98

R A E S
Diagram

FRAC JOB
CSG SIZE: 8-5/8" 4-4-98 5376'-5510' Frac A sand as follows:
GRADE: J-55 ST&C 133,200// 20/40 sand in 638 bbls
WElGHT:24# Boragel. Brekdown @2997 psi.

Treated w/avg press of2200 psi, w/LENGTH: 7 jts. (28T)
avg rate of32 BPM. ISIP-2680 psi,

DEPTH LANDED: 28T
.5 min 2439 psi. Flowback on

HOLE SlZE: 12-l/A"
1.2/64" ok for 3-1/2 hrs & died.

CEMENT DATA: 120sxs PremiumPlus, est 5 bbls omt to surface 4-7-98 5085'-5094' Frac B sand as follows:
114,300# 20/40 sand in 548 bb1s
Delta. Breakdown @2819 psi.
Treated w/avg press of2165 psi, w/
avg rate of26 BPM. ISIP-2561 psi,
5 min 1807 psi. Flowback on

PRODUCTION CASING 12/64" ok for 3-1/2 brs & died.
CSG SlZE: 5-1/2" 4-9-98 4826'-4844' Frac D sand as follows:
GRADE: J-55 Brd 114,400# 20/40 sand in 543 bbls

WElGHT: 15.5# Delta. Breakdown @2937 psi.
Treated w/avg press of2250 psi, w/LENGTH: 141jts.
avg rate of26 BPM. ISIP-2615 psi,

DEPTH LANDED: 5988' KB 5 min 2405 psi. Flowback on
HOLE SIZE: 7-7/8"

12/64" ek for 3-1/2 hrs & died.
CEMENT DATA: 390 sxs Hibond & 384 sx Thixotropic

TUBING

SIZE/GRADE/WT.: 2-7/8" - 6.5# - M-80

NO. OF JOINTS: 174jts
TUBlNG ANCHOR: 545T

SEATING NIPPLE: N/A

TOTAL STRlNG LENGTH: 5586'

SN LANDED AT: 5518'

Packer @4776'

SUCKER RODS
4826'-44'

POLISHED ROD:

SUCK.ERRODS: 5085'-94' PERFORATION RECORD
PUMP SlzE 4-3-98 5376'-5382' 2 JSPF 12 holes
PUMP SPEED, SPM: 4-3-98 5478'-5510' 2 JSPF 64 holes
LOGS: DIGL/SDL/DSN/GR/CAL

5376'-82' 4-5-98 5085'-5094' 4 JSPF 36 holes
4-8-98 4826'-4844' 4 JSPF 72 holes

5478'-5510'

Inland Resources Inc. -

ECT: 5586'

Ashley Federal #5-1 PSTD 5940'
TD: 6000'

519' FWL 2028' FNL

NKNE Section 1-T9S-Rl 5E

Duchesne Co. Utah

API //43-0I3-3199N: Lease //U-74N26



Ashley State #2-2-9-15
Spud Date: 05/25/05 Initial Production: BOPD,
Put on Production: 06/29/05 Wellbore Diagrarn MCFD, BWPD

GL: 5895' KB: 5907
FRAC JOB

06/20/05 576l'-5709' Frac CP 1& 2 sands as follows:
SURFACE CASING 100,047#'sof20/40sandin516bbis

CSG SlZE: 8 5/8" Lightning [7 frac reated @ave pressure of
1711w/ ave rate of 24.8 bpri. Cale flush 5707

GRADE: J-55 gal. Actual flush: 5493 gal. ISlP 2000.

WEIGHT: 24# 06/23/05 5351'-5146° Frac LODC sands as follows:
l9,70 l#'s of20/40 sand in 261 bbls LightningLENGTH: 7 jts. (303.03') Cement Top @120' 17 fiac fluid. Treated @ave pressure of2018

DEPTH LANDED: 314.60 KB w/ ave rate of 14.6 bpm sand. Cale flush 5144
HOLE SIZE: 12 1/4,, gal. Actual flush 5090. ISP 2430.

CEMENT DATA: 160 sks Class "G". Est 6 bb1somt to surface. 06/23/05 4956'-4940' Frac sands as foll
d 517 bbls Lightning

17 fiac fluid. Treated @ave pressure of2396
w/ ave rate of25.5 bpm . Cale. Flush 4938
gal.ActualFhishl6l3gal.ISlP4l00.

PRODUCTION CASING 06//23/05 4415'-4300' FracPB7& GB6sandsasfollows:

CSG SIZE: 5 1/2" 4300'-4308, 48,276#'s of 20/40 sand in 423 bbls Lightning
17 fiae fluid. treated @ave pressure of2254

GRADE: J-55 w/ ave rate of24.6 bpm ,Calc. Flush 4298 gal.

WEIGHT: 15.5|| Actual Flush 4200.ISIP 2170.
4408'-4415'

LENGTH: lA5 jts.

DEPTH LANDED: 6131.60' KB

HOLE SIZE: 7 7/8"

CEMENT DATA: 300 sxs Prem. Lite II. 400 sks 50/50 poz.
4940'-4956'

CEMENT TOP AT: 60'

5346'-5351'

TUBING

SIZE/GRADE/WT.: 2 7/8"/ J-55 / 6.5#

NO. OF JOINTS: 182 jts (5696.09')

TUBING ANCHOR: 5708.09' KB

NO. OF JOINTS: 2 jts (62.72') 5709' 5728'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5773.6 l' KB . PERFORATION RECORD
Anchor@5708.09 X . X

NO. OF JOÏNTS: 2 jts (66.77')
06/20/05 5750'-576l' 4 JSPF 44 holesTOTAL STR[NG LENGTH: EOT @5837.93'
06/20/05 5709'-5728' 4 ]SPF 76 holes
06/23/05 5346'-5351' 4 JSPF 20 holes

06/23/05 4940'-4956' 4 JSPF 64 holes
06/23/05 4408'-4415' 4JSPF 28holes

5750'-5761' 06/23/05 4300'-4308' 4JSPF 32holes

SUCKER RODS

POLISHED ROD: 1 1/2"x22
SN@5773.61

SUCKER RODS: 1-8
,

1-6',1-4' 1-2x 3/4" pony rods, 100-3/4"sorapered rods;
114-3/4" plain rods, 10-3/4" scrapered rods, 6-1 1/2" weight rod.

PUMP SlZE: 2 1/2"x 1 1/2"10 x 16' RHAC pump

STROKE LENGTH: 86

PUMP SPEED, SPM: 6 SPM EOT @5837.93'

LOOS: DIGL/SP/OR/CAL

Top of Pil & PBTD @6086

NEWFIELD
SHOE @ 6129.605

Ashley State 2-2-9 15 TD 6140'

672' F/LSE LINE & 672' F/UNIT LINE
NW/NE Section2-T9S-Ri5E

Duchesne Co, Utah
API;/43-013-32580. Lease l/ML-43538 EN

Ashley State #2-2-9-15
Spud Date: 05/25/05 Initial Production: BOPD,
Put on Production: 06/29/05 Wellbore Diagrarn MCFD, BWPD

GL: 5895' KB: 5907
FRAC JOB

06/20/05 576l'-5709' Frac CP 1& 2 sands as follows:
SURFACE CASING 100,047#'sof20/40sandin516bbis

CSG SlZE: 8 5/8" Lightning [7 frac reated @ave pressure of
1711w/ ave rate of 24.8 bpri. Cale flush 5707

GRADE: J-55 gal. Actual flush: 5493 gal. ISlP 2000.

WEIGHT: 24# 06/23/05 5351'-5146° Frac LODC sands as follows:
l9,70 l#'s of20/40 sand in 261 bbls LightningLENGTH: 7 jts. (303.03') Cement Top @120' 17 fiac fluid. Treated @ave pressure of2018

DEPTH LANDED: 314.60 KB w/ ave rate of 14.6 bpm sand. Cale flush 5144
HOLE SIZE: 12 1/4,, gal. Actual flush 5090. ISP 2430.

CEMENT DATA: 160 sks Class "G". Est 6 bb1somt to surface. 06/23/05 4956'-4940' Frac sands as foll
d 517 bbls Lightning

17 fiac fluid. Treated @ave pressure of2396
w/ ave rate of25.5 bpm . Cale. Flush 4938
gal.ActualFhishl6l3gal.ISlP4l00.

PRODUCTION CASING 06//23/05 4415'-4300' FracPB7& GB6sandsasfollows:

CSG SIZE: 5 1/2" 4300'-4308, 48,276#'s of 20/40 sand in 423 bbls Lightning
17 fiae fluid. treated @ave pressure of2254

GRADE: J-55 w/ ave rate of24.6 bpm ,Calc. Flush 4298 gal.

WEIGHT: 15.5|| Actual Flush 4200.ISIP 2170.
4408'-4415'

LENGTH: lA5 jts.

DEPTH LANDED: 6131.60' KB

HOLE SIZE: 7 7/8"

CEMENT DATA: 300 sxs Prem. Lite II. 400 sks 50/50 poz.
4940'-4956'

CEMENT TOP AT: 60'

5346'-5351'

TUBING

SIZE/GRADE/WT.: 2 7/8"/ J-55 / 6.5#

NO. OF JOINTS: 182 jts (5696.09')

TUBING ANCHOR: 5708.09' KB

NO. OF JOINTS: 2 jts (62.72') 5709' 5728'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5773.6 l' KB . PERFORATION RECORD
Anchor@5708.09 X . X

NO. OF JOÏNTS: 2 jts (66.77')
06/20/05 5750'-576l' 4 JSPF 44 holesTOTAL STR[NG LENGTH: EOT @5837.93'
06/20/05 5709'-5728' 4 ]SPF 76 holes
06/23/05 5346'-5351' 4 JSPF 20 holes

06/23/05 4940'-4956' 4 JSPF 64 holes
06/23/05 4408'-4415' 4JSPF 28holes

5750'-5761' 06/23/05 4300'-4308' 4JSPF 32holes

SUCKER RODS

POLISHED ROD: 1 1/2"x22
SN@5773.61

SUCKER RODS: 1-8
,

1-6',1-4' 1-2x 3/4" pony rods, 100-3/4"sorapered rods;
114-3/4" plain rods, 10-3/4" scrapered rods, 6-1 1/2" weight rod.

PUMP SlZE: 2 1/2"x 1 1/2"10 x 16' RHAC pump

STROKE LENGTH: 86

PUMP SPEED, SPM: 6 SPM EOT @5837.93'

LOOS: DIGL/SP/OR/CAL

Top of Pil & PBTD @6086

NEWFIELD
SHOE @ 6129.605

Ashley State 2-2-9 15 TD 6140'

672' F/LSE LINE & 672' F/UNIT LINE
NW/NE Section2-T9S-Ri5E

Duchesne Co, Utah
API;/43-013-32580. Lease l/ML-43538 EN

Ashley State #2-2-9-15
Spud Date: 05/25/05 Initial Production: BOPD,
Put on Production: 06/29/05 Wellbore Diagrarn MCFD, BWPD

GL: 5895' KB: 5907
FRAC JOB

06/20/05 576l'-5709' Frac CP 1& 2 sands as follows:
SURFACE CASING 100,047#'sof20/40sandin516bbis

CSG SlZE: 8 5/8" Lightning [7 frac reated @ave pressure of
1711w/ ave rate of 24.8 bpri. Cale flush 5707

GRADE: J-55 gal. Actual flush: 5493 gal. ISlP 2000.

WEIGHT: 24# 06/23/05 5351'-5146° Frac LODC sands as follows:
l9,70 l#'s of20/40 sand in 261 bbls LightningLENGTH: 7 jts. (303.03') Cement Top @120' 17 fiac fluid. Treated @ave pressure of2018

DEPTH LANDED: 314.60 KB w/ ave rate of 14.6 bpm sand. Cale flush 5144
HOLE SIZE: 12 1/4,, gal. Actual flush 5090. ISP 2430.

CEMENT DATA: 160 sks Class "G". Est 6 bb1somt to surface. 06/23/05 4956'-4940' Frac sands as foll
d 517 bbls Lightning

17 fiac fluid. Treated @ave pressure of2396
w/ ave rate of25.5 bpm . Cale. Flush 4938
gal.ActualFhishl6l3gal.ISlP4l00.

PRODUCTION CASING 06//23/05 4415'-4300' FracPB7& GB6sandsasfollows:

CSG SIZE: 5 1/2" 4300'-4308, 48,276#'s of 20/40 sand in 423 bbls Lightning
17 fiae fluid. treated @ave pressure of2254

GRADE: J-55 w/ ave rate of24.6 bpm ,Calc. Flush 4298 gal.

WEIGHT: 15.5|| Actual Flush 4200.ISIP 2170.
4408'-4415'

LENGTH: lA5 jts.

DEPTH LANDED: 6131.60' KB

HOLE SIZE: 7 7/8"

CEMENT DATA: 300 sxs Prem. Lite II. 400 sks 50/50 poz.
4940'-4956'

CEMENT TOP AT: 60'

5346'-5351'

TUBING

SIZE/GRADE/WT.: 2 7/8"/ J-55 / 6.5#

NO. OF JOINTS: 182 jts (5696.09')

TUBING ANCHOR: 5708.09' KB

NO. OF JOINTS: 2 jts (62.72') 5709' 5728'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5773.6 l' KB . PERFORATION RECORD
Anchor@5708.09 X . X

NO. OF JOÏNTS: 2 jts (66.77')
06/20/05 5750'-576l' 4 JSPF 44 holesTOTAL STR[NG LENGTH: EOT @5837.93'
06/20/05 5709'-5728' 4 ]SPF 76 holes
06/23/05 5346'-5351' 4 JSPF 20 holes

06/23/05 4940'-4956' 4 JSPF 64 holes
06/23/05 4408'-4415' 4JSPF 28holes

5750'-5761' 06/23/05 4300'-4308' 4JSPF 32holes

SUCKER RODS

POLISHED ROD: 1 1/2"x22
SN@5773.61

SUCKER RODS: 1-8
,

1-6',1-4' 1-2x 3/4" pony rods, 100-3/4"sorapered rods;
114-3/4" plain rods, 10-3/4" scrapered rods, 6-1 1/2" weight rod.

PUMP SlZE: 2 1/2"x 1 1/2"10 x 16' RHAC pump

STROKE LENGTH: 86

PUMP SPEED, SPM: 6 SPM EOT @5837.93'

LOOS: DIGL/SP/OR/CAL

Top of Pil & PBTD @6086

NEWFIELD
SHOE @ 6129.605

Ashley State 2-2-9 15 TD 6140'

672' F/LSE LINE & 672' F/UNIT LINE
NW/NE Section2-T9S-Ri5E

Duchesne Co, Utah
API;/43-013-32580. Lease l/ML-43538 EN



Ashley State 7-2-9-15
Spud Date:4/8/05 Initial Production: 30 BOPD,
Put on Production: 6/9/05 Wellbore Diagram 90 MCFD, 50 BWPD
GL: 5949' KB: 596]

SURFACECASING FRACJOB

CSG SIZE:8-5/8" 6/2/05 5864-603T FracCP 3 & CPS sands as follows:

ORADE: J-55 33,899/l's 20/40 sand in 374 bbls Lightning
17 frac luid. Treated @avg press of2070 psi

WEIGHT: 24# w/avg rate of28 BPM. ISIP 2200. Calc.
LENGTH: 7 jts. (304.85') flush: 5862, Actual flush: 5922

DEPTH LANDED: 314.85' KB 6/2/05 5724-5735' Frac CP1 sands as follows:
40,308/l's 20/40 sand in 418 bbis Lightning

HOLE SIZE:12-l/4" 17 ûac fluid. Treated @avg press of1770 psi
CEMENT DATA: 160 sxs Class "G"etnt, est bbls omt to surf w/avg rate of24.5 BPM. ISIP 2600 Cale

flusli: 5722 gal. Actual flush: 5712 gal.

6/3/05 5355-5373' Frac LODC, sands as follows:
4A,169#'s 20/40 sand in 424 bb1s Lightning
17 frae fluid. Treated @avg press of2100 psi
w/avg rate of24.6 BPM. ISlP 2650 psi. Calo
flush: 5353 gal. Actual flush; 5376 gal.

6/3/05 5230-5280' Frac Al & 3 sands as follows:PRODUCTION CA SIN G Cement Top @61T 74,796#'s 20/A0 sand in 600 bb1sLightning
CSG SIZE: 5-l/2" 17 frac fluid. Treated @avg press ofl848 psi
GRADE: J-55 w/avg rate of24.5 BPM. IslP 2500 psi. Calo

flush: 5228 gal. Actual flush:5418 gal.
WEIGHT: 15.5# 6/3/05 5093-517T Frac A.5 & B2 sands as follows:
LENGTH:1A1jts. (6139.11') 109,605#'s 20/40 sandin 800 bb1sLightning

17 1ïac fluid. Treated @avg press of 1720psi
DEPTH LANDED: 6125.11' K.B w/avg rate of24.7 BPM. ISIP 2150 psi. Cale
HOLE SIZE: 7-7/8,, flush: 5091 gal. Actiaal flush: 5082 gal.

6/3/05 4327-4333' Frac GB6 sands as follows:
CEMENT DATA: 300 sxs Prem. Lite Il & 400 sxs 50/50 POZ. 21,146#'s 20/40 sand in 247 bbls Lightning
CEMENT TOP AT: 61,, 17 frac fluid. Treated @avg press of2180 psi

w/avg rate of24.7 BPM..ISIP 2100 psi. Calo
flush: 4325 gal. Actual flush:4242 gal.

TUBlNG

SlZE/GRADE/WT.: 2-7/8"/ J-55

NO. OF JOINTS: 177 jts (5911.95') 4327-4333'

TUBING ANCHOR: 5923.95' KB

NO. OF JOINTS: 1jts (33.43')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5960.18' KB

NO. OF JOINTS: 2 jts (66.87') 5093-5100'

TOTAL STRING LENGTH: ECT @6028.60' KB
5160-517T

5230-5236'
5244-5254'

PERFORATION RECORO
SUCKER RODS 5274-5280

5-24-05 6026-603T 4 JSPF 24 holes
POLISHED ROD: l-l/2" x 22, 5355-5362 5-24-05 5864-5870' 4 JSPF 24 holes

5368-5313' 6-02-05 5724-5735' 4]SPF 44holesSUCKER RODS: 1-T, 1-f, 1-6', 1-8' x ¾" ponies, 99- 3/4 scrapered rods,
122-3/4"plain rods, 10-3/4"scrapered rods, 6-1 1 1/2" weighted rods. 6-02-05 5368-5373' 4 JSPF 20holes

6-02-05 5355-5362 4JSPF 28holesPUMP SIZE: 2-1/2" x 1-1/2"xlf RHAC SM plunger 6-03-05 5274-5280' A JSPF 24 holes
STROKE LENGTR: 82 6-03-05 5244-5254' A JSPF 40 holes

6-03-05 5230-5236' 4 JSPF 24 holesPUMP SPEED 5 SPM
6-03-05 5160-517T 4 JSPF 48 holes5724-5735
6-03-05 5093-5100' 4 JSPF 28 holes
6-03-05 4327-A333' 4 JSPF 24 holes

586A-5870

Anchor @592f

SN @5960

OT @6029'

6026-603T

PBTD @608T

Ashley State 7-2-9-15 / \ S

2008' FNL & 2254' FEL
SW/NE Section 2-T9S-Rl5E

Duchesne Co. Utah
API ||43-013-32585; Lease il

Ashley State 7-2-9-15
Spud Date:4/8/05 Initial Production: 30 BOPD,
Put on Production: 6/9/05 Wellbore Diagram 90 MCFD, 50 BWPD
GL: 5949' KB: 596]

SURFACECASING FRACJOB

CSG SIZE:8-5/8" 6/2/05 5864-603T FracCP 3 & CPS sands as follows:

ORADE: J-55 33,899/l's 20/40 sand in 374 bbls Lightning
17 frac luid. Treated @avg press of2070 psi

WEIGHT: 24# w/avg rate of28 BPM. ISIP 2200. Calc.
LENGTH: 7 jts. (304.85') flush: 5862, Actual flush: 5922

DEPTH LANDED: 314.85' KB 6/2/05 5724-5735' Frac CP1 sands as follows:
40,308/l's 20/40 sand in 418 bbis Lightning

HOLE SIZE:12-l/4" 17 ûac fluid. Treated @avg press of1770 psi
CEMENT DATA: 160 sxs Class "G"etnt, est bbls omt to surf w/avg rate of24.5 BPM. ISIP 2600 Cale

flusli: 5722 gal. Actual flush: 5712 gal.

6/3/05 5355-5373' Frac LODC, sands as follows:
4A,169#'s 20/40 sand in 424 bb1s Lightning
17 frae fluid. Treated @avg press of2100 psi
w/avg rate of24.6 BPM. ISlP 2650 psi. Calo
flush: 5353 gal. Actual flush; 5376 gal.

6/3/05 5230-5280' Frac Al & 3 sands as follows:PRODUCTION CA SIN G Cement Top @61T 74,796#'s 20/A0 sand in 600 bb1sLightning
CSG SIZE: 5-l/2" 17 frac fluid. Treated @avg press ofl848 psi
GRADE: J-55 w/avg rate of24.5 BPM. IslP 2500 psi. Calo

flush: 5228 gal. Actual flush:5418 gal.
WEIGHT: 15.5# 6/3/05 5093-517T Frac A.5 & B2 sands as follows:
LENGTH:1A1jts. (6139.11') 109,605#'s 20/40 sandin 800 bb1sLightning

17 1ïac fluid. Treated @avg press of 1720psi
DEPTH LANDED: 6125.11' K.B w/avg rate of24.7 BPM. ISIP 2150 psi. Cale
HOLE SIZE: 7-7/8,, flush: 5091 gal. Actiaal flush: 5082 gal.

6/3/05 4327-4333' Frac GB6 sands as follows:
CEMENT DATA: 300 sxs Prem. Lite Il & 400 sxs 50/50 POZ. 21,146#'s 20/40 sand in 247 bbls Lightning
CEMENT TOP AT: 61,, 17 frac fluid. Treated @avg press of2180 psi

w/avg rate of24.7 BPM..ISIP 2100 psi. Calo
flush: 4325 gal. Actual flush:4242 gal.

TUBlNG

SlZE/GRADE/WT.: 2-7/8"/ J-55

NO. OF JOINTS: 177 jts (5911.95') 4327-4333'

TUBING ANCHOR: 5923.95' KB
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SEATING NIPPLE: 2-7/8" (1.10')
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5160-517T
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5244-5254'
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SUCKER RODS 5274-5280

5-24-05 6026-603T 4 JSPF 24 holes
POLISHED ROD: l-l/2" x 22, 5355-5362 5-24-05 5864-5870' 4 JSPF 24 holes

5368-5313' 6-02-05 5724-5735' 4]SPF 44holesSUCKER RODS: 1-T, 1-f, 1-6', 1-8' x ¾" ponies, 99- 3/4 scrapered rods,
122-3/4"plain rods, 10-3/4"scrapered rods, 6-1 1 1/2" weighted rods. 6-02-05 5368-5373' 4 JSPF 20holes

6-02-05 5355-5362 4JSPF 28holesPUMP SIZE: 2-1/2" x 1-1/2"xlf RHAC SM plunger 6-03-05 5274-5280' A JSPF 24 holes
STROKE LENGTR: 82 6-03-05 5244-5254' A JSPF 40 holes

6-03-05 5230-5236' 4 JSPF 24 holesPUMP SPEED 5 SPM
6-03-05 5160-517T 4 JSPF 48 holes5724-5735
6-03-05 5093-5100' 4 JSPF 28 holes
6-03-05 4327-A333' 4 JSPF 24 holes

586A-5870
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SN @5960

OT @6029'

6026-603T

PBTD @608T

Ashley State 7-2-9-15 / \ S

2008' FNL & 2254' FEL
SW/NE Section 2-T9S-Rl5E

Duchesne Co. Utah
API ||43-013-32585; Lease il

Ashley State 7-2-9-15
Spud Date:4/8/05 Initial Production: 30 BOPD,
Put on Production: 6/9/05 Wellbore Diagram 90 MCFD, 50 BWPD
GL: 5949' KB: 596]

SURFACECASING FRACJOB

CSG SIZE:8-5/8" 6/2/05 5864-603T FracCP 3 & CPS sands as follows:

ORADE: J-55 33,899/l's 20/40 sand in 374 bbls Lightning
17 frac luid. Treated @avg press of2070 psi

WEIGHT: 24# w/avg rate of28 BPM. ISIP 2200. Calc.
LENGTH: 7 jts. (304.85') flush: 5862, Actual flush: 5922

DEPTH LANDED: 314.85' KB 6/2/05 5724-5735' Frac CP1 sands as follows:
40,308/l's 20/40 sand in 418 bbis Lightning

HOLE SIZE:12-l/4" 17 ûac fluid. Treated @avg press of1770 psi
CEMENT DATA: 160 sxs Class "G"etnt, est bbls omt to surf w/avg rate of24.5 BPM. ISIP 2600 Cale

flusli: 5722 gal. Actual flush: 5712 gal.

6/3/05 5355-5373' Frac LODC, sands as follows:
4A,169#'s 20/40 sand in 424 bb1s Lightning
17 frae fluid. Treated @avg press of2100 psi
w/avg rate of24.6 BPM. ISlP 2650 psi. Calo
flush: 5353 gal. Actual flush; 5376 gal.

6/3/05 5230-5280' Frac Al & 3 sands as follows:PRODUCTION CA SIN G Cement Top @61T 74,796#'s 20/A0 sand in 600 bb1sLightning
CSG SIZE: 5-l/2" 17 frac fluid. Treated @avg press ofl848 psi
GRADE: J-55 w/avg rate of24.5 BPM. IslP 2500 psi. Calo

flush: 5228 gal. Actual flush:5418 gal.
WEIGHT: 15.5# 6/3/05 5093-517T Frac A.5 & B2 sands as follows:
LENGTH:1A1jts. (6139.11') 109,605#'s 20/40 sandin 800 bb1sLightning

17 1ïac fluid. Treated @avg press of 1720psi
DEPTH LANDED: 6125.11' K.B w/avg rate of24.7 BPM. ISIP 2150 psi. Cale
HOLE SIZE: 7-7/8,, flush: 5091 gal. Actiaal flush: 5082 gal.

6/3/05 4327-4333' Frac GB6 sands as follows:
CEMENT DATA: 300 sxs Prem. Lite Il & 400 sxs 50/50 POZ. 21,146#'s 20/40 sand in 247 bbls Lightning
CEMENT TOP AT: 61,, 17 frac fluid. Treated @avg press of2180 psi

w/avg rate of24.7 BPM..ISIP 2100 psi. Calo
flush: 4325 gal. Actual flush:4242 gal.

TUBlNG

SlZE/GRADE/WT.: 2-7/8"/ J-55

NO. OF JOINTS: 177 jts (5911.95') 4327-4333'

TUBING ANCHOR: 5923.95' KB

NO. OF JOINTS: 1jts (33.43')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5960.18' KB

NO. OF JOINTS: 2 jts (66.87') 5093-5100'

TOTAL STRING LENGTH: ECT @6028.60' KB
5160-517T

5230-5236'
5244-5254'

PERFORATION RECORO
SUCKER RODS 5274-5280

5-24-05 6026-603T 4 JSPF 24 holes
POLISHED ROD: l-l/2" x 22, 5355-5362 5-24-05 5864-5870' 4 JSPF 24 holes

5368-5313' 6-02-05 5724-5735' 4]SPF 44holesSUCKER RODS: 1-T, 1-f, 1-6', 1-8' x ¾" ponies, 99- 3/4 scrapered rods,
122-3/4"plain rods, 10-3/4"scrapered rods, 6-1 1 1/2" weighted rods. 6-02-05 5368-5373' 4 JSPF 20holes

6-02-05 5355-5362 4JSPF 28holesPUMP SIZE: 2-1/2" x 1-1/2"xlf RHAC SM plunger 6-03-05 5274-5280' A JSPF 24 holes
STROKE LENGTR: 82 6-03-05 5244-5254' A JSPF 40 holes

6-03-05 5230-5236' 4 JSPF 24 holesPUMP SPEED 5 SPM
6-03-05 5160-517T 4 JSPF 48 holes5724-5735
6-03-05 5093-5100' 4 JSPF 28 holes
6-03-05 4327-A333' 4 JSPF 24 holes

586A-5870

Anchor @592f

SN @5960

OT @6029'

6026-603T

PBTD @608T

Ashley State 7-2-9-15 / \ S

2008' FNL & 2254' FEL
SW/NE Section 2-T9S-Rl5E

Duchesne Co. Utah
API ||43-013-32585; Lease il



Ashley State #8-2-9-15
Spud Date: 04/08/05 Initial Production: BOPD,
Put on Production: 06/16/05 Wellbare Diagram MCFD, BWPD

GL: 5946' KB: 5958'
FRAC JOB

06/06/05 5936-6050' Frac CP 4&CP5 sands as follows:
SURFACE CASING 40,107#'sof20/40sandin104bb1s

CSG SÏZE: 8 5/8,, Lightning 17 Sac reated @ave pressure of
1900w/ave rate of 24.9 bpm. Cale flush 5934

GRADE:1-55 gal. Actual flush: 5712 gal. ISIP 2180.

WEIGHT: 24# 06/06/05 5753'-5794' Frac CP1 sands as follows:
65,562#'s of 20/40 sand in 528 bbis LightningLENGTH: 7jts.(304.32 ) Cement Top @270' 17 liao fluid. Treated @ave pressure of 1730

DEPTH LANDED: 316.17 KB w/ ave rate of24.6 bpm sand. Calo, flush 5751
gal. Actual flush 5502. ISP ]980.HOLE SIZE: 12 1/4"

06/06/05 5256'-5292 Frac A3 &A1 sands as follows:CEMENT DATA: 160 sks Class "G". Est 6 bbls enit to surface.
- 50,097#'s of20/40 sand in431 bbls Lightning

17 tiac fluid. Treated @ave pressure of2003
4968'-4975, w/ ave rate of2A.9 bptn .Calc. Flush 5254

gal. Actual Flush 5040 gallSIP 2300.

PRODUCTION CASING 5090'-5094' 06/10/05 5090 -5152 FracB.5&B1sandsasfollows:
CSG SIZE: 5 1/2" 69,675#'s of20/40 sand in 542 bb1sLightning

17 frac fluid. Treated @ave pressure of 1930GRADE: J-55
5138'-515T w/ ave rate of24.8 bpm . Calo. Flush5098

WEIGHT: 15.5# gal. Actual Flush 4872 gal.lSIP 2250.
5256'-5262LENGTH: 145jts. 06/10/05 4968'-4975' Frac C sands as follows:

DEPTH LANDED: 6159.03' KB 28,881#'s of20/40 sand in 313 bbis Lightning
5286'-5296, 17 liac fluid. Treated @ave pressure of2108HOLE SIZE: 7 7/8"

w/ ave rate of 14.3 bpm . Calc. Flush 4966
CEMENT DATA: 300 sxs Prem. Lite II. 400 sks 50/50 poz. gal. Achial Flush 4872 gal.lSIP 2800.

CEMENT TOP AT: 306'

TUBING
SIZE/ORADE/WT.: 2 7/8"/ J-55 / 6.5#

NO. OF JOINTS: 183 jts (5937.95')

SEATING NIPPLE: 2 7/8" (31.73')
5753 -5770'

SN LANDED AT: 5984.48' KB

NO. OF JOINTS: 2 jts (65.08')
5790'-5794'

TOTALSTRINGLENGTH: EOT@6051.ll'
PERFORATION RECORD

06/06/05 6044'-6050' A JSPF 24 holes
06/06/05 5936'-5946' 4 JSPF 40 holes
06/06/05 5790'-5794' 4 JSPF 16holes
06/06/05 5753'-5770' 4 JSPF 68 holes

5936'-5946' 06/06/05 5286'-5292' 4JSPF 24holes
06/06/05 5256'-5262' 4 JSPF 24 holes
06/10/05 5138'-5152' 4JSPF 52holes

Anchor@S950 06/10/05 5090'-5094' 4JSPF 16holes
06/10/05 4968'-4975' 4 JSPF 28 holes

SN @5984.48'
SUCKER RODS

POLISHED ROD: 1 1/2"x 22'
6044'-6050'SUCKER ILODS: 99-3/4"scrapered rods; 123-3/4"plain rods, 10-3/4"

scrapered rods, 6-1 1/2" weight rod.

PUMP SJZE: 2 1/2"x 1 1/2"10 x 14 RHAC putnp

STROKE LENGTH: 86'

PUMP SPEED, SPM: ASPM i i EOT@6051.1 E

LOOS: DIGL/SP/OR/CAL

Top of Fill & PBTD @6] l5

NEWFIELD
SHOE @6159.03

Ashley State 8-2-9-15 ro 4 6175-

660' F/LSE LlNE & 660 F/UNIT LINE
SE/NE Section2-T9S-R15E

Duchesne Co, Utah
API |43-0 13-32437; Lease //ML-43538 I,N

Ashley State #8-2-9-15
Spud Date: 04/08/05 Initial Production: BOPD,
Put on Production: 06/16/05 Wellbare Diagram MCFD, BWPD

GL: 5946' KB: 5958'
FRAC JOB

06/06/05 5936-6050' Frac CP 4&CP5 sands as follows:
SURFACE CASING 40,107#'sof20/40sandin104bb1s

CSG SÏZE: 8 5/8,, Lightning 17 Sac reated @ave pressure of
1900w/ave rate of 24.9 bpm. Cale flush 5934

GRADE:1-55 gal. Actual flush: 5712 gal. ISIP 2180.

WEIGHT: 24# 06/06/05 5753'-5794' Frac CP1 sands as follows:
65,562#'s of 20/40 sand in 528 bbis LightningLENGTH: 7jts.(304.32 ) Cement Top @270' 17 liao fluid. Treated @ave pressure of 1730

DEPTH LANDED: 316.17 KB w/ ave rate of24.6 bpm sand. Calo, flush 5751
gal. Actual flush 5502. ISP ]980.HOLE SIZE: 12 1/4"

06/06/05 5256'-5292 Frac A3 &A1 sands as follows:CEMENT DATA: 160 sks Class "G". Est 6 bbls enit to surface.
- 50,097#'s of20/40 sand in431 bbls Lightning

17 tiac fluid. Treated @ave pressure of2003
4968'-4975, w/ ave rate of2A.9 bptn .Calc. Flush 5254

gal. Actual Flush 5040 gallSIP 2300.

PRODUCTION CASING 5090'-5094' 06/10/05 5090 -5152 FracB.5&B1sandsasfollows:
CSG SIZE: 5 1/2" 69,675#'s of20/40 sand in 542 bb1sLightning

17 frac fluid. Treated @ave pressure of 1930GRADE: J-55
5138'-515T w/ ave rate of24.8 bpm . Calo. Flush5098

WEIGHT: 15.5# gal. Actual Flush 4872 gal.lSIP 2250.
5256'-5262LENGTH: 145jts. 06/10/05 4968'-4975' Frac C sands as follows:

DEPTH LANDED: 6159.03' KB 28,881#'s of20/40 sand in 313 bbis Lightning
5286'-5296, 17 liac fluid. Treated @ave pressure of2108HOLE SIZE: 7 7/8"

w/ ave rate of 14.3 bpm . Calc. Flush 4966
CEMENT DATA: 300 sxs Prem. Lite II. 400 sks 50/50 poz. gal. Achial Flush 4872 gal.lSIP 2800.

CEMENT TOP AT: 306'

TUBING
SIZE/ORADE/WT.: 2 7/8"/ J-55 / 6.5#

NO. OF JOINTS: 183 jts (5937.95')

SEATING NIPPLE: 2 7/8" (31.73')
5753 -5770'

SN LANDED AT: 5984.48' KB

NO. OF JOINTS: 2 jts (65.08')
5790'-5794'

TOTALSTRINGLENGTH: EOT@6051.ll'
PERFORATION RECORD

06/06/05 6044'-6050' A JSPF 24 holes
06/06/05 5936'-5946' 4 JSPF 40 holes
06/06/05 5790'-5794' 4 JSPF 16holes
06/06/05 5753'-5770' 4 JSPF 68 holes

5936'-5946' 06/06/05 5286'-5292' 4JSPF 24holes
06/06/05 5256'-5262' 4 JSPF 24 holes
06/10/05 5138'-5152' 4JSPF 52holes

Anchor@S950 06/10/05 5090'-5094' 4JSPF 16holes
06/10/05 4968'-4975' 4 JSPF 28 holes

SN @5984.48'
SUCKER RODS

POLISHED ROD: 1 1/2"x 22'
6044'-6050'SUCKER ILODS: 99-3/4"scrapered rods; 123-3/4"plain rods, 10-3/4"

scrapered rods, 6-1 1/2" weight rod.

PUMP SJZE: 2 1/2"x 1 1/2"10 x 14 RHAC putnp

STROKE LENGTH: 86'

PUMP SPEED, SPM: ASPM i i EOT@6051.1 E

LOOS: DIGL/SP/OR/CAL

Top of Fill & PBTD @6] l5

NEWFIELD
SHOE @6159.03

Ashley State 8-2-9-15 ro 4 6175-

660' F/LSE LlNE & 660 F/UNIT LINE
SE/NE Section2-T9S-R15E

Duchesne Co, Utah
API |43-0 13-32437; Lease //ML-43538 I,N

Ashley State #8-2-9-15
Spud Date: 04/08/05 Initial Production: BOPD,
Put on Production: 06/16/05 Wellbare Diagram MCFD, BWPD

GL: 5946' KB: 5958'
FRAC JOB

06/06/05 5936-6050' Frac CP 4&CP5 sands as follows:
SURFACE CASING 40,107#'sof20/40sandin104bb1s

CSG SÏZE: 8 5/8,, Lightning 17 Sac reated @ave pressure of
1900w/ave rate of 24.9 bpm. Cale flush 5934

GRADE:1-55 gal. Actual flush: 5712 gal. ISIP 2180.

WEIGHT: 24# 06/06/05 5753'-5794' Frac CP1 sands as follows:
65,562#'s of 20/40 sand in 528 bbis LightningLENGTH: 7jts.(304.32 ) Cement Top @270' 17 liao fluid. Treated @ave pressure of 1730

DEPTH LANDED: 316.17 KB w/ ave rate of24.6 bpm sand. Calo, flush 5751
gal. Actual flush 5502. ISP ]980.HOLE SIZE: 12 1/4"

06/06/05 5256'-5292 Frac A3 &A1 sands as follows:CEMENT DATA: 160 sks Class "G". Est 6 bbls enit to surface.
- 50,097#'s of20/40 sand in431 bbls Lightning

17 tiac fluid. Treated @ave pressure of2003
4968'-4975, w/ ave rate of2A.9 bptn .Calc. Flush 5254

gal. Actual Flush 5040 gallSIP 2300.

PRODUCTION CASING 5090'-5094' 06/10/05 5090 -5152 FracB.5&B1sandsasfollows:
CSG SIZE: 5 1/2" 69,675#'s of20/40 sand in 542 bb1sLightning

17 frac fluid. Treated @ave pressure of 1930GRADE: J-55
5138'-515T w/ ave rate of24.8 bpm . Calo. Flush5098

WEIGHT: 15.5# gal. Actual Flush 4872 gal.lSIP 2250.
5256'-5262LENGTH: 145jts. 06/10/05 4968'-4975' Frac C sands as follows:

DEPTH LANDED: 6159.03' KB 28,881#'s of20/40 sand in 313 bbis Lightning
5286'-5296, 17 liac fluid. Treated @ave pressure of2108HOLE SIZE: 7 7/8"

w/ ave rate of 14.3 bpm . Calc. Flush 4966
CEMENT DATA: 300 sxs Prem. Lite II. 400 sks 50/50 poz. gal. Achial Flush 4872 gal.lSIP 2800.

CEMENT TOP AT: 306'

TUBING
SIZE/ORADE/WT.: 2 7/8"/ J-55 / 6.5#

NO. OF JOINTS: 183 jts (5937.95')

SEATING NIPPLE: 2 7/8" (31.73')
5753 -5770'

SN LANDED AT: 5984.48' KB

NO. OF JOINTS: 2 jts (65.08')
5790'-5794'

TOTALSTRINGLENGTH: EOT@6051.ll'
PERFORATION RECORD

06/06/05 6044'-6050' A JSPF 24 holes
06/06/05 5936'-5946' 4 JSPF 40 holes
06/06/05 5790'-5794' 4 JSPF 16holes
06/06/05 5753'-5770' 4 JSPF 68 holes

5936'-5946' 06/06/05 5286'-5292' 4JSPF 24holes
06/06/05 5256'-5262' 4 JSPF 24 holes
06/10/05 5138'-5152' 4JSPF 52holes

Anchor@S950 06/10/05 5090'-5094' 4JSPF 16holes
06/10/05 4968'-4975' 4 JSPF 28 holes

SN @5984.48'
SUCKER RODS

POLISHED ROD: 1 1/2"x 22'
6044'-6050'SUCKER ILODS: 99-3/4"scrapered rods; 123-3/4"plain rods, 10-3/4"

scrapered rods, 6-1 1/2" weight rod.

PUMP SJZE: 2 1/2"x 1 1/2"10 x 14 RHAC putnp

STROKE LENGTH: 86'

PUMP SPEED, SPM: ASPM i i EOT@6051.1 E

LOOS: DIGL/SP/OR/CAL

Top of Fill & PBTD @6] l5

NEWFIELD
SHOE @6159.03

Ashley State 8-2-9-15 ro 4 6175-

660' F/LSE LlNE & 660 F/UNIT LINE
SE/NE Section2-T9S-R15E

Duchesne Co, Utah
API |43-0 13-32437; Lease //ML-43538 I,N



Ashley State 9-2-9-15
Spud Date: 7/12/04 Initial Production: BOPD,
Put on Production: 8/19/2004 Injection Wellbore MCFD, BWPD
GL: 5993' KB: 6005> Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8/16/04 5713'-5784' Frac CP1 and CP.5 sands as follows:
74,491#20/40 sand in 585 bbis Lightning 17GRADE: J-55
fiae fluid. Treated @avg press of 1774 psi

WElGHT: 24# w/avg rate of24.7 BPM. ISIP 2100 psi. Calo
LENOTH: 7 jts. (303.72 ) dush: 57]] gal. Actual flush: 5708 gal.

DEPTH LANDED: 313.72 KB 8/16/OA 54 L2 -5422' Frac LODC sands as follows:

Cement top @220' 38,832# 20/40 sand in 373 bbis Lightning 17
HOLE S1ZE:12-l/4" - flao fluid. Treated @avg press of2150 psi
CEMENT DATA: 150sxs Class "G" omt, est 3 bbis omt to surf

0 ba
eBPM ISli 5241005ps. Cale

8/16/04 5078'-5132 Frac B1 and B2 sands as follows:
24,910# 20/40 sand in 288 bbls Lightning 17
fiae fluid. Treated @avg press ofl647 psi
w/avg rate of 19.7 BPM. ISIP 2000psi. Calc
flush: 5076 gal. Actual flush: 5074 gal.

SN @4529'
8/16/04 4581'-460T Frac PB10 sands as follows:PRO DUCTION CASIN G 17,013# 20/40 sand in 213 bbls Lightning 17

CSG S1ZE:5-1/2" Packer @4532 fiac fluid. Treated @avg press of2187 psi
w/avgrate of 19.5 BPM. ISIP 2400 psi. CaloGRADE: J-55

EOT @4536' flush: 4579 gal. Actual flush: 4494 gal.
WEIGHT: 15.5#

458l'-458T
9-1-05 Conversion injection: Update rod and tubing

LENGTH: 145jts. (6163.01') detail.

DEPTH LANDED: 6157.01' KB A598'-4602' 9-14-05 MIT complete.

HOLE SIZE: 7-7/8"

CEMENT DATA: 285 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 220"

TUBlNG

SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.5#

NO. OF JOINTS: 139jts (45l6.2A')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4529.49' KB | 5078'-5084'

PACKER: 4532

TOTAL STRING LENGTH: EOT@ 4536.34' KB

512T-5132'

PERFORATION RECORD
5412 -542T

8/10/04 5780'-578f 4 JSPF 16 holes
8/10/04 5744'-5760 4JSPF 80holes

8/10/04 5713'-5721' 4JSPF 32holes
8/16/04 5412'-5422 4JSPF 40holes
8/16/04 5122'-5132 4]SPP 40holes
8/16/04 5078'-5084' 4 JSPP 24 holes
8/16/0A 4598'-4602 4 JSPF 16 holes
8/16/04 4581'-458T 4JSPF 24holes

5713·-5721'

5744'-576f

5780'-578

NEWFIELD
IIIIWWIIIIIIM PBTD @6135'

Ashley State 9-2-9-15
SHOE@ól5T

1981 FSL & 660' FEL

NESE Section 2-TDS-R15E
TD @6 170

Duchesne Co, Utah

API #43-013-32438, Lease //ML

Ashley State 9-2-9-15
Spud Date: 7/12/04 Initial Production: BOPD,
Put on Production: 8/19/2004 Injection Wellbore MCFD, BWPD
GL: 5993' KB: 6005> Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8/16/04 5713'-5784' Frac CP1 and CP.5 sands as follows:
74,491#20/40 sand in 585 bbis Lightning 17GRADE: J-55
fiae fluid. Treated @avg press of 1774 psi

WElGHT: 24# w/avg rate of24.7 BPM. ISIP 2100 psi. Calo
LENOTH: 7 jts. (303.72 ) dush: 57]] gal. Actual flush: 5708 gal.

DEPTH LANDED: 313.72 KB 8/16/OA 54 L2 -5422' Frac LODC sands as follows:

Cement top @220' 38,832# 20/40 sand in 373 bbis Lightning 17
HOLE S1ZE:12-l/4" - flao fluid. Treated @avg press of2150 psi
CEMENT DATA: 150sxs Class "G" omt, est 3 bbis omt to surf

0 ba
eBPM ISli 5241005ps. Cale

8/16/04 5078'-5132 Frac B1 and B2 sands as follows:
24,910# 20/40 sand in 288 bbls Lightning 17
fiae fluid. Treated @avg press ofl647 psi
w/avg rate of 19.7 BPM. ISIP 2000psi. Calc
flush: 5076 gal. Actual flush: 5074 gal.

SN @4529'
8/16/04 4581'-460T Frac PB10 sands as follows:PRO DUCTION CASIN G 17,013# 20/40 sand in 213 bbls Lightning 17

CSG S1ZE:5-1/2" Packer @4532 fiac fluid. Treated @avg press of2187 psi
w/avgrate of 19.5 BPM. ISIP 2400 psi. CaloGRADE: J-55

EOT @4536' flush: 4579 gal. Actual flush: 4494 gal.
WEIGHT: 15.5#

458l'-458T
9-1-05 Conversion injection: Update rod and tubing

LENGTH: 145jts. (6163.01') detail.

DEPTH LANDED: 6157.01' KB A598'-4602' 9-14-05 MIT complete.

HOLE SIZE: 7-7/8"

CEMENT DATA: 285 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 220"

TUBlNG

SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.5#

NO. OF JOINTS: 139jts (45l6.2A')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4529.49' KB | 5078'-5084'

PACKER: 4532

TOTAL STRING LENGTH: EOT@ 4536.34' KB

512T-5132'

PERFORATION RECORD
5412 -542T

8/10/04 5780'-578f 4 JSPF 16 holes
8/10/04 5744'-5760 4JSPF 80holes

8/10/04 5713'-5721' 4JSPF 32holes
8/16/04 5412'-5422 4JSPF 40holes
8/16/04 5122'-5132 4]SPP 40holes
8/16/04 5078'-5084' 4 JSPP 24 holes
8/16/0A 4598'-4602 4 JSPF 16 holes
8/16/04 4581'-458T 4JSPF 24holes

5713·-5721'

5744'-576f

5780'-578

NEWFIELD
IIIIWWIIIIIIM PBTD @6135'

Ashley State 9-2-9-15
SHOE@ól5T

1981 FSL & 660' FEL

NESE Section 2-TDS-R15E
TD @6 170

Duchesne Co, Utah

API #43-013-32438, Lease //ML

Ashley State 9-2-9-15
Spud Date: 7/12/04 Initial Production: BOPD,
Put on Production: 8/19/2004 Injection Wellbore MCFD, BWPD
GL: 5993' KB: 6005> Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8/16/04 5713'-5784' Frac CP1 and CP.5 sands as follows:
74,491#20/40 sand in 585 bbis Lightning 17GRADE: J-55
fiae fluid. Treated @avg press of 1774 psi

WElGHT: 24# w/avg rate of24.7 BPM. ISIP 2100 psi. Calo
LENOTH: 7 jts. (303.72 ) dush: 57]] gal. Actual flush: 5708 gal.

DEPTH LANDED: 313.72 KB 8/16/OA 54 L2 -5422' Frac LODC sands as follows:

Cement top @220' 38,832# 20/40 sand in 373 bbis Lightning 17
HOLE S1ZE:12-l/4" - flao fluid. Treated @avg press of2150 psi
CEMENT DATA: 150sxs Class "G" omt, est 3 bbis omt to surf

0 ba
eBPM ISli 5241005ps. Cale

8/16/04 5078'-5132 Frac B1 and B2 sands as follows:
24,910# 20/40 sand in 288 bbls Lightning 17
fiae fluid. Treated @avg press ofl647 psi
w/avg rate of 19.7 BPM. ISIP 2000psi. Calc
flush: 5076 gal. Actual flush: 5074 gal.

SN @4529'
8/16/04 4581'-460T Frac PB10 sands as follows:PRO DUCTION CASIN G 17,013# 20/40 sand in 213 bbls Lightning 17

CSG S1ZE:5-1/2" Packer @4532 fiac fluid. Treated @avg press of2187 psi
w/avgrate of 19.5 BPM. ISIP 2400 psi. CaloGRADE: J-55

EOT @4536' flush: 4579 gal. Actual flush: 4494 gal.
WEIGHT: 15.5#

458l'-458T
9-1-05 Conversion injection: Update rod and tubing

LENGTH: 145jts. (6163.01') detail.

DEPTH LANDED: 6157.01' KB A598'-4602' 9-14-05 MIT complete.

HOLE SIZE: 7-7/8"

CEMENT DATA: 285 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 220"

TUBlNG

SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.5#

NO. OF JOINTS: 139jts (45l6.2A')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4529.49' KB | 5078'-5084'

PACKER: 4532

TOTAL STRING LENGTH: EOT@ 4536.34' KB

512T-5132'

PERFORATION RECORD
5412 -542T

8/10/04 5780'-578f 4 JSPF 16 holes
8/10/04 5744'-5760 4JSPF 80holes

8/10/04 5713'-5721' 4JSPF 32holes
8/16/04 5412'-5422 4JSPF 40holes
8/16/04 5122'-5132 4]SPP 40holes
8/16/04 5078'-5084' 4 JSPP 24 holes
8/16/0A 4598'-4602 4 JSPF 16 holes
8/16/04 4581'-458T 4JSPF 24holes

5713·-5721'

5744'-576f

5780'-578

NEWFIELD
IIIIWWIIIIIIM PBTD @6135'

Ashley State 9-2-9-15
SHOE@ól5T

1981 FSL & 660' FEL

NESE Section 2-TDS-R15E
TD @6 170

Duchesne Co, Utah

API #43-013-32438, Lease //ML



02-04-2005 08:20 FromdJ UNICHEMRSVLTUT 436 7225727 T 148 P 002/003 MB1

Analytical Laboratory Report for:

NEWFIELDPRODUCTION COMPANY Account Representa ve:
Arnold, Joe

Production Water Analysis
Listed below please find water analysis report from: JOHNSON WATER 1]NE, JOHNSON
STATION #2 CHARGE PUMP

Lab Test No; 2005400163 Sample Date: 01/10/2005
Specific Gravity: 1.002

TDS: 874
pH: 8.20

Cations; mg/L as:

Calcium 80.00 (Ca )
Magnesium 86.00 (Mg
Sodiunt 0 (Na )
Iron 0.70 (Fe )
Manganese 0.00 (Mn )
Anions: mg/L as:

Bicarbonate 366 (HC )
Sulfate 100

chloride 71

Gases:
Carbon Dioxide (CO )
Hydrogen Suffide 0 (H
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02-04-2005 08:20 Frm-BJ lJNICHEMRSYLTUT 436 T22 6727 T- 46 P.003/003 F-881

NEWFIELD PRODUCTION Lab Test No: 2008400163
coMPANY

DownHole SAT" Scale Prediction & ChemicalServices
@SOdeg. F i ,

Mineral scale Saturation ladex Momentary Excess '

(Ibs/1000 bbis)
Calcite (CaCO3) 5.02 1.13
Aragonite (CaCO3) 4.41 1.09
Witherite (BaCO3) 0 4.08
Stontianite (SrCO3) 0 -.99

Magnesite (MgCO3) 2.13 .628

Anhydrite (CaSO4) .0183 -369.47

Gypsum (CaSO4*2H2O)
,0429

-249.59

Barite (BaSO4} 0 --024

Celestite (BrSO4) 0 -49,8

Silica ($102) 0 -28.21

Brucite(Mg(OH)2) < 0.001 -.737

Magnesium silicate 0 -60.59

Siderite (FeCO3) 11.14 .0732

Halite (NaCI) < 0.001 -136816

Thenardite (Na2SO4) < 0.001 -35132

Iron sulfide (FeS) 0 -,0163

Interpretation of DHSat Results:
The Saturation index is calculated for each mineral species independently and is a measure of
the degree of supersaturation (driving force for precipitation) under the conditions modeled.
This value rangesfrom 0 to infinity with 1.0 representinga condition ofequilibriumwhem scale
will neîther dissolve nor precipitate. Values less than 1.0 are undersaturated and values greater
than 1.0 are supersaturated.The scale is logarithmic, i.e. a Saturation Index of 3 is 10 tîmes more
saturated than a value of2.
The Momentary excess is a measure of how much scale would have to precipitate to bring the
system back to a non-scaling condition. This value ranges from negative (dissolving) infinity to
positîve (precipitating) infinity. The Momentary Excess represents the amount of scale possible
while the Saturation Level represents the probability that scale Will
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01-19-2006 16:28 From-BJUNICHEMRSYLTUT 435 722 5727 T-807 P 002/ F-142

Analytical Laboratory Report for: ChemicalServices

NEWFIELDPRODUCTION COMPANY Account Representative:
Arnold, Joe

Production Water Analysis
Listed below please find water analysisreport from: Run A, ASHLEY 1-2-9-15 TREATER

Lab Test No: 2006400152 Sample Date: 01112/2000
Specific Gravity: LO18

TDS: 23086
pH: 8,80

Cations: mg/L as:

Calcium 160 (Ca")
Magnesium 0.00 (Mg
Sodium 8788 (Na )
Iron 30.00 (Fe )
Manganese 0.20 (Mn )
Anions: mglL as:

Bicarbonate 610 (HCO
Sulfate 0 (SO )
Chloride 13500 (Ci)
Gases:
Carbon Dioxide (CO,)
Hydrogen Sulfide 0
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01-19-2006 16:28 From-BJUNICHEMRSYLTUT 435 722 5727 T-607 P 003/005 F-142

NEWFIELDPRODUCTION Lab Test No: 2006400152
COMPANY

DownHole SATTM Scale Prediction a ChemicalServices@130 deg. F

MineralScale Saturation Index Momentary Excess
(Ibs/1000 bbis)

Calcite (CaCO3) 39.39 17.1
Aragonite (CaCO3) 32.75 16.99
Witherite(BaCO3) 0 -6.76

Strontianite(SrCO3) 0 -1.55

Magnesite (MgCO3) 0 -2,77

Anhydrite(CaSO4) 0 -667.54

Gypsurn (CaSO4*2H2O) 0 -820.49

Barite (BaSO4) 0 -7.91

Celestite (SrSO4) O -185.91

Silica (SiO2) 0 -80

Brucite (Mg(OH)2) 0 -4.56

Magnesiumsilicate 0 -255.91

Siderite (FeCO3) 271.28 .304

Halite(NaC1) .00146
-193461

Thenardite(Na2SO4) 0 -59586

Iron sulfide(FeS) 0 -.0152

Interpretation of DHSat Results:
The Saturation Index Is calculated for each mineral species independently and is a measure of the
degree of superaaturation (driving force for precipitation) under the conditions modeled. This
value ranges from 0 to infinity with 1.0 representing a condition of equilibriumwhere scale will
neither dissolve nor precipitate. Values less than 1.0 are undersaturated and values greater than
1.0 are superaaturated. The scale is logarithmic, i.e. a Saturation Index of 3 is 10 times more
saturated than a value of 2.
The Momentary excess is a measure of how much scale would have to p¢ecipitate to bring the
system back to a non-ecaling condition. This value ranges from negative (dissolving) infinity to
positive (precipitating) infinity. The Momentary Excess represents the amount of scale possible
while the Saturation Level represents the probablHty that scale will
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OHS-2OO6 16:28 From-BJUNICHEMRSYLTUT 435 T225727 T-807 P.004/OO5 F-142

DownHole SAT(tm) ) C 'O
MIXED WATER CHEMISTRY

1) Johnson Water 2) Ash 1-2-9-15

Report Date: 01-17-2006

CATIONS ANIONS
Calcium (as Ca) 300.00 Chloride (as Cl) 6979
Magnesium [as Mg) 49.50 sulfate las 504) 47.50
Barium (as Ba) 0.00 Dissolved CO2 (as CO2) 4.43
Strontium (as Sr) 0.00 Bicarbonate (as HCO3) 321.35
Sodium (as Na) 4393 Carbonate (as CO3) 183.22
Iron (as Fe) 15.55 22S (as H2S) 0.00
Manganese las Mn) 0.100

PARAMETERS
pH 8.73
Temperature (°F) 130.00
Density(g/mL) 1.00
Pressure(atm) 1.00
Calculated T.D.S. 12311
Molar Conductivity 16762

BJ Chemical Services
Rooseveltr
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01-19-2006 16:28 From-BJUNICHEMRSYLTUT 435 722 5727 T-BOT P.005/OOS F-142

DownHole SAT(tm) ,C - o
MIXED WATER DEPOSITION POTENTIAL INDICATORS

l) Johnson Water 2) Ash 1-2-9-15

Report Date: 01-17-2006

SATURATION LEVEL MOMENTARY EXCESS (Lbs/1000 Barrels)
Calcite (CaCO3) 95.79 Calcite (CaCO3) 15.77
Aragonite (CaCO3) 79.64 Aragonite (CaCO3) 15.74
Witherite (BaCO3) 0.00 Witherite (BaCO3) -4.12

Strontianite (SrCO3) 0.00 Strontianite (SrCO3) -1.09

Magnesite (MgCO3) 19.76 Magnesite (MgCO3) 12.53
Anhydrite (CaSO4) 0.0150 Anhydrite (CaSO4) -458.32

Gypsum (CaSO4*2H20) 0.0131 Gypsum (CaSO4*2H2O)
-562.03

Barite (BaSO4) 0.00 Barite (BaSO4) -1-19

Magnesium silicate 0.00 Magnesium silicate -121.86

Iron hydroxide (Fe(OH)3) 118641 Iron hydroxide (Fe(OH)3) < 0.001
Iron sulfide (FeS) 0.00 Iron sulfide (FeS) -0.00342

SIMPLE INDICES BOUND IONS TOTAL FREE
Langelier 2.39 Calcium 300.00 256.26
Stiff Davis Index 2.50 Barium 0.00 0.00

Carbonate 183.22 27.45
Phosphate 0.00 0.00
Sulfate 47.50 36.35

OPERATING CONDITIONS
Temperature ( F) 130.00
Time(mins) 3.00

BJ Chemical Services
Roosevelt,
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Attachment "G"

Ashley State #1-2-9-15
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5748 6063 5906 2050 0.79 2038
5441 5580 5511 3700 1.11 3688
5262 5268 5265 2250 0.86 2239
4986 4996 4991 2350 0.90 2339
4816 4827 4822 2100 0.87 2090

Minimum 2038

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion
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NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Z_o_ne Perfs SPFl#shots Zone Perfs SPFl#shots

CP4 sds 5931-5939' 4/32
CP5 sds 6056-6063' 4/28

CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 39

Day2a.
RU BJ Services "Ram Head" frac flange. RU BJ & frac CP sds, stage #1 down casing w/ 44,292#'s of 20/40 sand in

434 bbis of Lightning 17 frac fluid. Open well w/ 39 psi on casing. Perfs broke down @ 2538 psi, back to 2314 psi.
Treated @ ave pressure of 1642 w/ ave rate of 24.7 bpm w/ up to 8 ppg of sand. Spot 5 bbis of 15% HCL in flush for
next stage. ISIP was 2050. 581 bbis EWTR. Leave pressure on well. See day2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 145 Starting oil rec to date:
Fluid lost/recovered today: . 436 Oil lost/recovered today:
Ending fluid to be recovered: 581 Cum oil recovered:

IFL: FFL: . FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $700
Procedure or Equipment detail: CP5, CP4, CP1 sds down casing Betts frac water $750

NPC fuel gas $130
3612 gals of pad BJ Services CP sds $19,845
2819 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
6085 gals w/ 5-8 ppg of 20/40 sand
Flush w/ 5796 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2352 Max Rate: 25 Total fluid pmpd: 436 bbis
Avg TP: 1642 Avg Rate: , 24.7 Total Prop pmpd: 44,292#'s

ISIP: 2050 5 min: 10 min: FG: .78 DAILY COST: $21,535
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Z_o_ne Perfs SPFl#shots Zone Perfs SPFl#shots

CP4 sds 5931-5939' 4/32
CP5 sds 6056-6063' 4/28

CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 39

Day2a.
RU BJ Services "Ram Head" frac flange. RU BJ & frac CP sds, stage #1 down casing w/ 44,292#'s of 20/40 sand in

434 bbis of Lightning 17 frac fluid. Open well w/ 39 psi on casing. Perfs broke down @ 2538 psi, back to 2314 psi.
Treated @ ave pressure of 1642 w/ ave rate of 24.7 bpm w/ up to 8 ppg of sand. Spot 5 bbis of 15% HCL in flush for
next stage. ISIP was 2050. 581 bbis EWTR. Leave pressure on well. See day2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 145 Starting oil rec to date:
Fluid lost/recovered today: . 436 Oil lost/recovered today:
Ending fluid to be recovered: 581 Cum oil recovered:

IFL: FFL: . FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $700
Procedure or Equipment detail: CP5, CP4, CP1 sds down casing Betts frac water $750

NPC fuel gas $130
3612 gals of pad BJ Services CP sds $19,845
2819 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
6085 gals w/ 5-8 ppg of 20/40 sand
Flush w/ 5796 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2352 Max Rate: 25 Total fluid pmpd: 436 bbis
Avg TP: 1642 Avg Rate: , 24.7 Total Prop pmpd: 44,292#'s

ISIP: 2050 5 min: 10 min: FG: .78 DAILY COST: $21,535
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Z_o_ne Perfs SPFl#shots Zone Perfs SPFl#shots

CP4 sds 5931-5939' 4/32
CP5 sds 6056-6063' 4/28

CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 39

Day2a.
RU BJ Services "Ram Head" frac flange. RU BJ & frac CP sds, stage #1 down casing w/ 44,292#'s of 20/40 sand in

434 bbis of Lightning 17 frac fluid. Open well w/ 39 psi on casing. Perfs broke down @ 2538 psi, back to 2314 psi.
Treated @ ave pressure of 1642 w/ ave rate of 24.7 bpm w/ up to 8 ppg of sand. Spot 5 bbis of 15% HCL in flush for
next stage. ISIP was 2050. 581 bbis EWTR. Leave pressure on well. See day2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 145 Starting oil rec to date:
Fluid lost/recovered today: . 436 Oil lost/recovered today:
Ending fluid to be recovered: 581 Cum oil recovered:

IFL: FFL: . FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $700
Procedure or Equipment detail: CP5, CP4, CP1 sds down casing Betts frac water $750

NPC fuel gas $130
3612 gals of pad BJ Services CP sds $19,845
2819 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
6085 gals w/ 5-8 ppg of 20/40 sand
Flush w/ 5796 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2352 Max Rate: 25 Total fluid pmpd: 436 bbis
Avg TP: 1642 Avg Rate: , 24.7 Total Prop pmpd: 44,292#'s

ISIP: 2050 5 min: 10 min: FG: .78 DAILY COST: $21,535
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2b

Operation: Completion .Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5680'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

CP4 sds 5931-5939' 4/32
CP5 sds 6056-6063' 4/28

LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 S1TP: SICP: 1705

Day2b.
RU Black Warrior WLT, crane & lubricator. RIH wl Weatherford 5-1/2" composite flow through frac plug & 4', 10' perf

guns. Perforate LODC sds @5576-5580', 5441-5451' w/ 4" Port Guns (19 gram, .41"HE, 120°) w/ 4 spf for totalof 56
shots. RU BJ & frac stage #2 w/ 27,962#'s of 20/40 sand in 322 bbls of Lightnirig 17 frac fluid. Open well w/ 1704 psi
on casing. Perfs broke down @ 3786 psi, back to 3020 psi. Treated @ave pressure of 2692 w/ ave rate of 24.3 bpm
w/ up to 8 ppg of sand. Spot 5 bb\s of 15% HCL in flush for next stage. ISlP was 3700. 903 bbis EWTR. Leave
pressure on well. See day2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 581 Starting oil rec to date:
Fluid los_t/recovered today: 322 Oil lost/recovered today:
Ending fluid to be recovered: 903 cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL . COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services

,
$2,200

Procedure or Equipment detail: LODC sds down casing Betts frac water $510
NPC fuel gas $90

2394 gals of pad BJ Services LODC sd $9,700
1875 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
3795 gals w/ 5-8 ppg of 20/40 sand BWWC LODC sds $3,090
Flush w/ 5460 gals of slick water

**Flush called @ blender to include 2 bbis pump/line volume**

Max TP: 3042 Max Rate: 24.3 Total fluid pmpd: 322 bbis
Avg TP: 2692 Avg Rate: 24.3 Total Prop pmpd: 27,962#'s

ISIP: 3700 5 min: 10 min: FG: 1.1 DAILY COST: $1 7
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2b

Operation: Completion .Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5680'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

CP4 sds 5931-5939' 4/32
CP5 sds 6056-6063' 4/28

LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 S1TP: SICP: 1705

Day2b.
RU Black Warrior WLT, crane & lubricator. RIH wl Weatherford 5-1/2" composite flow through frac plug & 4', 10' perf

guns. Perforate LODC sds @5576-5580', 5441-5451' w/ 4" Port Guns (19 gram, .41"HE, 120°) w/ 4 spf for totalof 56
shots. RU BJ & frac stage #2 w/ 27,962#'s of 20/40 sand in 322 bbls of Lightnirig 17 frac fluid. Open well w/ 1704 psi
on casing. Perfs broke down @ 3786 psi, back to 3020 psi. Treated @ave pressure of 2692 w/ ave rate of 24.3 bpm
w/ up to 8 ppg of sand. Spot 5 bb\s of 15% HCL in flush for next stage. ISlP was 3700. 903 bbis EWTR. Leave
pressure on well. See day2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 581 Starting oil rec to date:
Fluid los_t/recovered today: 322 Oil lost/recovered today:
Ending fluid to be recovered: 903 cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL . COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services

,
$2,200

Procedure or Equipment detail: LODC sds down casing Betts frac water $510
NPC fuel gas $90

2394 gals of pad BJ Services LODC sd $9,700
1875 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
3795 gals w/ 5-8 ppg of 20/40 sand BWWC LODC sds $3,090
Flush w/ 5460 gals of slick water

**Flush called @ blender to include 2 bbis pump/line volume**

Max TP: 3042 Max Rate: 24.3 Total fluid pmpd: 322 bbis
Avg TP: 2692 Avg Rate: 24.3 Total Prop pmpd: 27,962#'s

ISIP: 3700 5 min: 10 min: FG: 1.1 DAILY COST: $1 7
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2b

Operation: Completion .Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5680'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

CP4 sds 5931-5939' 4/32
CP5 sds 6056-6063' 4/28

LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 S1TP: SICP: 1705

Day2b.
RU Black Warrior WLT, crane & lubricator. RIH wl Weatherford 5-1/2" composite flow through frac plug & 4', 10' perf

guns. Perforate LODC sds @5576-5580', 5441-5451' w/ 4" Port Guns (19 gram, .41"HE, 120°) w/ 4 spf for totalof 56
shots. RU BJ & frac stage #2 w/ 27,962#'s of 20/40 sand in 322 bbls of Lightnirig 17 frac fluid. Open well w/ 1704 psi
on casing. Perfs broke down @ 3786 psi, back to 3020 psi. Treated @ave pressure of 2692 w/ ave rate of 24.3 bpm
w/ up to 8 ppg of sand. Spot 5 bb\s of 15% HCL in flush for next stage. ISlP was 3700. 903 bbis EWTR. Leave
pressure on well. See day2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 581 Starting oil rec to date:
Fluid los_t/recovered today: 322 Oil lost/recovered today:
Ending fluid to be recovered: 903 cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL . COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services

,
$2,200

Procedure or Equipment detail: LODC sds down casing Betts frac water $510
NPC fuel gas $90

2394 gals of pad BJ Services LODC sd $9,700
1875 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
3795 gals w/ 5-8 ppg of 20/40 sand BWWC LODC sds $3,090
Flush w/ 5460 gals of slick water

**Flush called @ blender to include 2 bbis pump/line volume**

Max TP: 3042 Max Rate: 24.3 Total fluid pmpd: 322 bbis
Avg TP: 2692 Avg Rate: 24.3 Total Prop pmpd: 27,962#'s

ISIP: 3700 5 min: 10 min: FG: 1.1 DAILY COST: $1 7
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2c

Óperation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5370'

Plug 5680'
PERFORATION RECORD

Z_one Perfs SPFl#shots Z_o_ne Perfs SPFl#shots
CP4 sds 5931-5939' 4/32
CP5 sds 6056,6063' 4/28

A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1815

Day2c.
RU WLT. RlH w/ frac plug & 6' perf guns. Perforate A3 sds @5262-5268' w/ 4 spf for total of 24 shots. RU BJ & frac

stage #3 w/ 19,282#'s of 20/40 sand in 254 bb\s of Lightning 17 frac fluid. Open well w/ 1815 psi on casing. Perfs
broke down @4127 psi, back to 1676 psi. Treated @ave pressure of 2082 w/ ave rate of 24.6 bpm w/ up to 8 ppg of
sand. Spot 5 bbis of 15% HCL in flush for next stage. ISIP was 2250. 1157 bbis EWTR. Leave pressure on well. See
day2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 903 Starting oil rec to date:
Fluid lost/recovered today: 254 Oil lost/recovered today:
Ending fluid to be recovered: 1157 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: A3 sds down casing . Betts frac water $340

NPC fuel gas - $60
1596 gals of pad BJ Services A3 sd $7,975
1250 gals.w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
2572 gals w/ 5-8 ppg of 20/40 sand BWWC A3 sds $3,090
Flush w/ 5250 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2396 Max Rate: 24.7 Total fluid pmpd: 254 bbis
Avg TP: 2082 Avg Rate: 24.6 Total Prop pmpd: 19,282#'s

ISIP: 2250 5 min: 10 min: FG: .86 DAILY COST: $13,775
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2c

Óperation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5370'

Plug 5680'
PERFORATION RECORD

Z_one Perfs SPFl#shots Z_o_ne Perfs SPFl#shots
CP4 sds 5931-5939' 4/32
CP5 sds 6056,6063' 4/28

A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1815

Day2c.
RU WLT. RlH w/ frac plug & 6' perf guns. Perforate A3 sds @5262-5268' w/ 4 spf for total of 24 shots. RU BJ & frac

stage #3 w/ 19,282#'s of 20/40 sand in 254 bb\s of Lightning 17 frac fluid. Open well w/ 1815 psi on casing. Perfs
broke down @4127 psi, back to 1676 psi. Treated @ave pressure of 2082 w/ ave rate of 24.6 bpm w/ up to 8 ppg of
sand. Spot 5 bbis of 15% HCL in flush for next stage. ISIP was 2250. 1157 bbis EWTR. Leave pressure on well. See
day2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 903 Starting oil rec to date:
Fluid lost/recovered today: 254 Oil lost/recovered today:
Ending fluid to be recovered: 1157 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: A3 sds down casing . Betts frac water $340

NPC fuel gas - $60
1596 gals of pad BJ Services A3 sd $7,975
1250 gals.w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
2572 gals w/ 5-8 ppg of 20/40 sand BWWC A3 sds $3,090
Flush w/ 5250 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2396 Max Rate: 24.7 Total fluid pmpd: 254 bbis
Avg TP: 2082 Avg Rate: 24.6 Total Prop pmpd: 19,282#'s

ISIP: 2250 5 min: 10 min: FG: .86 DAILY COST: $13,775
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2c

Óperation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5370'

Plug 5680'
PERFORATION RECORD

Z_one Perfs SPFl#shots Z_o_ne Perfs SPFl#shots
CP4 sds 5931-5939' 4/32
CP5 sds 6056,6063' 4/28

A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1815

Day2c.
RU WLT. RlH w/ frac plug & 6' perf guns. Perforate A3 sds @5262-5268' w/ 4 spf for total of 24 shots. RU BJ & frac

stage #3 w/ 19,282#'s of 20/40 sand in 254 bb\s of Lightning 17 frac fluid. Open well w/ 1815 psi on casing. Perfs
broke down @4127 psi, back to 1676 psi. Treated @ave pressure of 2082 w/ ave rate of 24.6 bpm w/ up to 8 ppg of
sand. Spot 5 bbis of 15% HCL in flush for next stage. ISIP was 2250. 1157 bbis EWTR. Leave pressure on well. See
day2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 903 Starting oil rec to date:
Fluid lost/recovered today: 254 Oil lost/recovered today:
Ending fluid to be recovered: 1157 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: A3 sds down casing . Betts frac water $340

NPC fuel gas - $60
1596 gals of pad BJ Services A3 sd $7,975
1250 gals.w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
2572 gals w/ 5-8 ppg of 20/40 sand BWWC A3 sds $3,090
Flush w/ 5250 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2396 Max Rate: 24.7 Total fluid pmpd: 254 bbis
Avg TP: 2082 Avg Rate: 24.6 Total Prop pmpd: 19,282#'s

ISIP: 2250 5 min: 10 min: FG: .86 DAILY COST: $13,775
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD
so½<F5

DAILYCOMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5100'

Plug 568065370'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
CP4 sds 5931-5939' 4/32

C sds 4986-4996' 4/40 CP5 sds 6056-6063' 4/28
A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1676

Day2d.
RU WLT. RIH w/ frac plug & 10' perf guns. Perforate C sds @4986-4996' w/ 4 spf for totalof 40 shots. RU BJ & frac

stage #4 w/ 48,261#'s of 20/40 sand in 424 bbls of Lightning 17 frac fluid. Open well w/ 1676 psi on casing. Perfs
broke down @4195 psi, back to 1727 psi. Treated @ave pressure of 1903 w/ ave rate of 24.5 bpm wÏ 8 ppg of sand.
Spot 5 bbls of 15% HCL in flush for next stage. ISlP was 2350. 1581 bbis EWTR. Leave pressure on well. See
day2e-

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1157 . Starting oil rec to date:
Fluid lost/recovered today: 424 Oil lost/recovered today:
Ending fluid to be recovered: 1581 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: C sds down casing Betts.frac water $815

NPC fuel gas $140
3822 gals of pad BJ Services C sd $12,780
2625 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
5250 gals w/ 5-8 ppg of 20/40 sand BWWC C sds $3,090
1071 gals w/ 8 ppg of 20/40 sand
Flush w/ 5040 gals of slick water

**Flush called @blender to include 2 bbis punip/line volume**

Max TP: 2495 Max Rate: 24.6 Total fluid pmpd: 424 bbis
Avg TP: 1903 Avg Rate: 24.5 Total Prop pmpd: 48,261#'s

ISIP: 2350 5 min: 10 min: FG: .90 DAILY COST: , 3
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD
so½<F5

DAILYCOMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5100'

Plug 568065370'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
CP4 sds 5931-5939' 4/32

C sds 4986-4996' 4/40 CP5 sds 6056-6063' 4/28
A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1676

Day2d.
RU WLT. RIH w/ frac plug & 10' perf guns. Perforate C sds @4986-4996' w/ 4 spf for totalof 40 shots. RU BJ & frac

stage #4 w/ 48,261#'s of 20/40 sand in 424 bbls of Lightning 17 frac fluid. Open well w/ 1676 psi on casing. Perfs
broke down @4195 psi, back to 1727 psi. Treated @ave pressure of 1903 w/ ave rate of 24.5 bpm wÏ 8 ppg of sand.
Spot 5 bbls of 15% HCL in flush for next stage. ISlP was 2350. 1581 bbis EWTR. Leave pressure on well. See
day2e-

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1157 . Starting oil rec to date:
Fluid lost/recovered today: 424 Oil lost/recovered today:
Ending fluid to be recovered: 1581 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $50
Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: C sds down casing Betts.frac water $815

NPC fuel gas $140
3822 gals of pad BJ Services C sd $12,780
2625 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
5250 gals w/ 5-8 ppg of 20/40 sand BWWC C sds $3,090
1071 gals w/ 8 ppg of 20/40 sand
Flush w/ 5040 gals of slick water

**Flush called @blender to include 2 bbis punip/line volume**

Max TP: 2495 Max Rate: 24.6 Total fluid pmpd: 424 bbis
Avg TP: 1903 Avg Rate: 24.5 Total Prop pmpd: 48,261#'s

ISIP: 2350 5 min: 10 min: FG: .90 DAILY COST: , 3
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD
so½<F5

DAILYCOMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5100'
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A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1676

Day2d.
RU WLT. RIH w/ frac plug & 10' perf guns. Perforate C sds @4986-4996' w/ 4 spf for totalof 40 shots. RU BJ & frac
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Spot 5 bbls of 15% HCL in flush for next stage. ISlP was 2350. 1581 bbis EWTR. Leave pressure on well. See
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Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: C sds down casing Betts.frac water $815

NPC fuel gas $140
3822 gals of pad BJ Services C sd $12,780
2625 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
5250 gals w/ 5-8 ppg of 20/40 sand BWWC C sds $3,090
1071 gals w/ 8 ppg of 20/40 sand
Flush w/ 5040 gals of slick water

**Flush called @blender to include 2 bbis punip/line volume**

Max TP: 2495 Max Rate: 24.6 Total fluid pmpd: 424 bbis
Avg TP: 1903 Avg Rate: 24.5 Total Prop pmpd: 48,261#'s

ISIP: 2350 5 min: 10 min: FG: .90 DAILY COST: , 3
Completion Supervisor: Ron Shuck TOTAL WELL COST:



DAILYCOMPLETION REPORT
WELL NAME: Ashley State 1-2-9-15 Report Date: 6-30-05 Day: 2e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8; @ 313' Prod Csg: 5-1/2" @ 6158' Csg PBTD: 6066'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4930'

Plug 5680' 5370' 5100'
PERFORATION RECORD

Zone Perfs . SPFl#shots Zone Perfs SPF/#shots.
D1 sds 4816-4827' 4/44 CP4 sds 5931-5939' 4/32
C sds 4986-4996' 4/40 CPS sds 6056-6063' 4/28
A3 sds 5262-5268' 4/24
LODC sds 5441-5451' 4/40
LODC sds 5576-5580' 4/16
CP1 sds 5748-5754' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Jun-05 SITP: SICP: 1175
Day2e.

RU WLT. RlH w/ frac plug & 11' perf guns. Perforate D1 sds @4816-4827' w/ 4 spf for totalof 44 shots. RU BJ &
perfs won't break down. Spot 10 gals of 15% HCL on perfs. RU BJ & frac stage #5 w/ 61,637#'s of 20/40 sand in 490
bbls of Lightning 17 frac fluid. Open well w/ 1175 psi on casing. Perfs broke down @ 2945 psi; back to 1175 psi.
Treated @ave pressure of 1580 w/ ave rate of 24.6 bpm w/ 8 ppg of sand. ISIP was 2100. 2071 bbis EWTR. RD BJ &
WLT. Begin immediate flow back on well w/ 12/64 choke @ 1950 psi. Well flowed for 4.5 hours & died w/ 300 bbis
rec'd (14% of frac). SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2071 Starting oil rec to date:
Fluid lost/recovered today: 300 Oil lost/recovered today:
Ending fluid to be recovered: 1771 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford BOP $60
Company: BJ Services Weatherford Services $2,200
Procedure or Equipment detail: D1 sds down casing Betts frac water $985

NPC fuel gas $175
4620 gals of pad BJ Services D1 sd $13,990
3000 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor $60
6000 gals w/ 5-8 ppg of 20/40 sand BWWC D1 sds $3,090
2216 gals w/ 8 ppg of 20/40 sand Betts Water transfer $500
Flush w/ 4746 gals of slick water

Max TP: 1992 Max Rate: 24.8 Total fluid pmpd: 490 bbis
Avg TP: 1580 Avg Rate: 24.6 Total Prop pmpd: 61,637#'s

ISIP: 2100 5 min: 10 min: FG: .87 DAILY COST: $21,060
Completion Supervisor: Ron Shuck TOTAL WELL COST:
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

l. Set CIBP @4721'.

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class G cement.

3. Plug #2 Set 200' plug from 2000'-2200' with 25 sx Class "G" cement.

4. RU and perforate 4 JSPF @335'.

5. Plug #3 Circulate 105 sx Class G cement down 5-1/2" casing and up the 5-1/2" x 8-5/8"
annulus.

The approximate cost to plug and abandon this well is $33,025.

Ashley State
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Ashley State 1-2-9-15
Spud l]ate: 04/07/05 Initial Production: 100 BOPD,
Put on Production: 07/05/05 Proposed P & A 65 MCFD, 432 BWPD

GL: 5920' KB: 5932, Wellbore Diagrarn

SURFACE CASING
CSG SIZE: 8 5/8"

GRADE: J-55

WElGHT: 24# Circulate 105 sx Class O Cement down 5 -1/2" casing and up the
5-l/2x8-5/8' amiulus

LENGTH: 7 jts. (303.8')

DEPTH LANDED: 313.8' KB

HOLE SIZE: 12 1/4"

CEMENT DATA: 160 sks Class O Mix, Est 4 bbls cement to pit Casing Shoe @314'

Perforate 4 JSPF @335'
Cement Top @340'

PRODUCTION CASING

CSG SIZE: 5 1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 145 jts. (6160.45')

DEPTH LANDED: 6358.45' KB

HOLE SIZE: 7 7/8" 200' Balanced Plug (25 sx) Class G Cement over water
CEMENT DATA: 300 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ mix. zone 2000' -2200'

CEMENT TOP AT: 340'

100' (12 sx) Class G Cementplug on top of CIBP

CIBP @4721'

4816'-4827'

4986'-4996'

5262·-5268'

5441'-5451'

5576 -5580'

5748'-5754'

5931'-5939'

<I I>- 6056'-6063'

NEWFIELD --- PET¤o611s

SHOE@6158'
Ashley State 1-2-9-15
712" FNL & 818' FEL , ED 6175

NE/NE Section2-T9S-R15E
Duchesne Co. Utah

API ||43-013-32436; l,ease i
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SÏATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING ML43538
6. IFINDIAN.ALLOTTEEORTRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS
. . 7. UNIT or CA AGREEMENTNAMEa not use this fonn for proposals to drill new wells, significantly deepen existmg wells below em eat bottom-hole depth, reenter plugged wells,

to drill horizontal laterals. Use APPLICATION FOR PERlvñT TO DRILL forn for such proposals. ASHLEY PA A
1. TYPE OF WELL: 8. WELLNAMEafid NUMBER:

OIL WELL i GAS WELL OTHER ASHLEY STATE 1-2-9-15
2. NAME OF OPERATOR: 9. APINUMBER:

Newfield Production Company 4301332436
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELDAND POOL, ORWILDCAT:
Route 3 Box 3630 crry Myton STATE UT zip 84052 435.646.3721 Monument Butte
4 LOCATIONOFWELL:

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTR/OTR,SECTION,TOWNSHIP,RANGE,MERIDIAN: NE/NE,2, T9S, R15E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION
ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION

NOTICE OF INTENT
(Submitin Duplicate) ALTERCASlNG FRAÒTURETREAT SIDETRACKTO REPAIRWELL

Approximate datework will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(SubmitOnginal Form Only)

CHANGE WELL STATUS PRODUCTIÒN(START/STOP) WATERSHUT-OFF
Date of Work Completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -

CONVERT WELLTYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

(ThisspacetorStatenseonly) RECENED

FEBO 2000

DROFO\L,GA&&
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CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
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CHANGE WELL STATUS PRODUCTIÒN(START/STOP) WATERSHUT-OFF
Date of Work Completion:
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Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

(ThisspacetorStatenseonly) RECENED

FEBO 2000

DROFO\L,GA&&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESlGNATION ANDSERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING l\dL43538

6. lF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNIT or CÁ AGREEMENTNAME

a not use this forn for proposals to drill new wells, significantly deepen existing wells below ourrent bottom-hole depth, reenter plugged wells
to drill horizontat laterals. Use APPLICATION FOR PERlvÌIT TO DRILL forn for such proposals. ASHLEY.PA A

L TYPE OF WELL: 8. WELLNAME and NUMBER:
OIL WELL GAS WELL OTHER ASHLEY STATE 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:

Newfield Production Company 4301332436
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FEBO 2006
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CLASS II INJECTION file a written protestor no-
WELL . ticeof interventionwith the

THE STATEOF UTAH Division within fifteendays
TO ALL PERSONS 1N- followingpublicationsfthis
TERESTED IN THE notice. The Division's Pre-
ABOVE . ENTITLED siding Officer for this pro-
MATTER. ceeding isGilHunt,Assodi-

Notice is hereby given ate Director at PO Box
thattheDivisionofOil,Gas 145801, Salt Lake City,
andMining(the"Division") Utah 84114-5801, phone
is commencinganinformal number (801) 538-5340.If
adjudicative proceeding to such a protest or notice of
consider the applicationof intervention is received, .a

Newfield ProductionCom- hearingwill bescheduledin
pany for administrativeap- accordance with the afore-

NOTICE OF proval of the Ashley State mentioned administrative
AGENCY 1-2-9-15, Ashley State5-2- procedure rule. Protestants

9-15,Ashley Federal 1-13- and/or intervenersshouldbe
ACTION 9-15, Ashley Federal9-13- prepared to demonstrate at

CAUSE NO 9-15 andAshleyFederal 15- the hearinghowthismatter
•. 13-9-15 wells, located in - affects their interests.

UIC 329 Sections 2 and 13, Town-
. Dated this 8th day of

ship 9South,Range15East, . February, 2006.
BEFORE THE DIVl- DuchesneCounty,Utah,for STATE OF UTAH

SIONOF OIL, GAS AND conversion to a Class II in-
. DIVISION OF OIL,

MINING, DEPART- Jection well. The adjudica- GAS & MINING
MENT OF NÀTURAL tiveproceedingwillbecon- Gil Hunt
RESOURCES,STATE OF clucted informally accord- Associate Director
UTAH ing to Utah Admin.Rule Published in the Uintah

IN THE MATTER OF R649-10, Administrative BasinStandardFebruaryl4,
THE APPLICATION OF Procedures. 2006.
Newfield ProductionCom- Selective zones in the
pany FORADMINISTRA- Green River Eormationwill
TIVE APPROVAL OF beusedforwaterinjection.
THE Ashley State 1-2-9- The maximum requested
15,Ashley State 5-2-9-15 injection pressure and rate
Ashley Federal 1-13-9-15' willbedeterminedbasedon
Ashley Federal 9-13-9-15' fracturegradientinformation
AshleyFederal 15-13-9-15' submittedbyNewfieldPro-
WELLLOÙATEDINSEC- duction Company.
TION 2 and 13, TOWN- Any person desiring to
SHIP 9 SOUTH, RANGE object to the proposed ap-
15 EAST, Duchesne plicationorotherwiseinter•
COUNTY UTAH, AS A
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

IN THE MATTER OF THE APPLICATION
OF NEWFIELD PRODUCTION COMPANY NOTICE OF AGENCY ACTION
FOR ADMINISTRATIVE APPROVAL OF
THE ASHLEY STATE 1-2-9-15, ASHLËY CAUSE NO. UIC 329
STATE 5-2-9-15, ASHLEY FEDERAL 1-13-
9-15, ASHLEY FEDERAL 9-13-9-15,
ASHLEY FEDERAL 15-13-9-15 WELL
LOCATED IN SECTION 2 AND 13,
TOWNSHIP 9 SOUTH, RANGE 15 EAST,
DUCHESNE COUNTY, UTAH, AS A
CLASS II INJECTION WELL

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED
MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing
an informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the Ashley State 1-2-9-15, Ashley State 5-2-9-15, Ashley Federal 1-13-9-15,
Ashley Federal 9-13-9-15 and Ashley Federal 15-13-9-15 wells, located in Sections 2 and 13, Township 9
South, Range 15 East, Duchesne County, Utah, for conversion to a Class II injection well. The
adjudicative proceeding will be conducted informally according to Utah Admin.Rule R649-10,
Administrative Procedures.

Selective zones in the Green River Formation will be used for water injection. The maximum
requested injection pressure and rate will be determined based on fracture gradient information submitted
by Newfield Production Company.

Any person desiring to object to the proposed application or otherwise intervene in the
proceeding, must file a written protest or notice of intervention with the Division within fifteen days
following publication of this notice. The Division's Presiding Officer for this proceeding is Gil Hunt,
Associate Director at PO Box 145801, Salt Lake City, Utah 84114-5801, phone number (801) 538-5340.
If such a protest or notice of intervention is received, a hearing will be scheduled in accordance with the
aforementioned administrative procedure rule. Protestants and/or interveners should be prepared to
demonstrate at the hearing how this matter affects their interests.

Dated this 8th day of February, 2006.

STATE OF UTAH
DIVISION OF OIL, GAS & MINING

GilHunt
Associate
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
N.¿s ej,s Lieutenant Governor

State of Utah
May 11, 2006

Department of
Natural Resources Newfield Production Company

MICHAEL R. STYLER 410 Seventeenth Street, Suite 700Executive Director
Denver, Colorado 80202

Division of
Oil, Gas & Mining

Re: Ashlev Unit Well: Ashlev State 1-2-9-15, Section 2, Township 9 South,
Range 15 East, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and
Mining (the "Division") issues its administrative approval for conversion of the
referenced well to a Class II injection well. Accordingly, the following stipulations
shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation,
maintenance and reporting for Underground Injection Control
("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the
complete application submitted by Inland Production Company.

3. A casing\tubing pressure test shall be conducted prior to
commencing injection.

If you have any questions regarding this approval or the necessary
requirements, please contact Brad Hill or Dan Jarvis at this office.

Sincerely,

Gil Hunt
Associate Director

cc: Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Newfield Production Company, Myton
SITLA, Salt Lake City

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •
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("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the
complete application submitted by Inland Production Company.

3. A casing\tubing pressure test shall be conducted prior to
commencing injection.

If you have any questions regarding this approval or the necessary
requirements, please contact Brad Hill or Dan Jarvis at this office.

Sincerely,

Gil Hunt
Associate Director

cc: Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Newfield Production Company, Myton
SITLA, Salt Lake City

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Ashley State 1-2-9-15

Location: 2/9S/15E API: 43-013-32436

Ownership Issues: The proposed well is located on State land. The well is located in the Ashley
Unit. Lands in the one-half mile radius of the well are administered by the BLM and SITLA.
The Federal Government and SITLA are the mineral owners within the area of review.
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Ashley Unit. Newfield has submitted an affidavit stating that all owners and interest owners have
been notified of their intent.

Well Integrity: The proposed well has surface casing set at 304 feet and has a cement top at the
surface. A 5 ½ inch production casing is set at 6,160 feet. A cement bond log demonstrates
adequate bond in this well up to 921 feet. A 2 7/8 inch tubing with a packer will be set at 4,781.
Higher perforations will be opened at a later date. A mechanical integrity test will be run on the
well prior to injection. There are 5 producing wells and 2 injection well in the area of review. All
of the wells have evidence of adequate casing and cement. No corrective action will be
required.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is near the surface. Injection shall be limited to the interval between 3,990 feet and
6,119 feet in the Green River Formation. Information submitted by Inland indicates that the
fracture gradient for the 1-2-9-15 well is .79 psi/ft. which was the lowest reported fracture
gradient for the injection zone. The resulting minimum fracture pressure for the proposed
injection interval is 2,038 psig. The requested maximum pressure is 2,038 psig. The anticipated
average injection pressure is 1100 psig. Injection at this pressure should not initiate any new
fractures or propagate existing fractures in the adjacent confining intervals. Any ground water
present should be adequately
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Ashley 1-2-9-15
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Ashley Unit August 25, 1998 . Correlative rights issues were addressed at this time. Previous
reviews in this area indicate that other mineral resources in the area have been protected or are
not at issue.

Bonding: Bonded with the State of Utah.

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Brad Hill Date
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Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: L,Lge) Ope\\ Date g/gig Time /: am
Test Conducted by: ggy gggg
Others Present:

Well: AA6Ab 1-a+ 15 Field: Mey od ovo esay.

Well Location: NE/NE Seca, T% (LISE API No: el3 013- 32134

Time Casing Pressure

0 min (g)() psig
5 jp; ¿) psig

10 (23() psig
15 /93Ò Psi9
20 (pg psig
25 |23() psig
30 min là 3D psig

,

35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Pass Fail

Signature of Witness:

Signature of Person Conducting
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SPECTION FORM e STATEOF UTAH
DMSIONOF OILGASANDMINING

INJECTIONWELL - PRESSURE TEST

WellName:As sit F1- APINumber 34 3 36
Qtr/Qtr: QE/Alf Sectiop; § Township: 9 5 Range: / 6
Company Name: «ÊAl cho do .

Lease: State 3 Fee Federal indian
inspector OLA Ld Date:

InitialConditions;

Tubing- Rate: Pressure: Û pg¡

Casing/TubingAnnulus - Pressure: psi

ConditionsDuringTest:

Time (Minutes) Annulus Pressure Tubing Pressure

15 |2 3Û 'SO
20
25 0
ao t230 0

Results: all

ConditionsAfterTest

TubingPressure: ) 30 ,,

Casing/TubingAnnulus Pressure: psi

COMMFNTS: /NAIM6 0

KOferator Representative
RECE IVED
JUN3O2006

DIV.0F0tL,GAS&
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIALNUMBER:
DIVISION OF OIL, GAS AND MINING ML43538

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

> not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-holedepth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLformfor suchproposals. ASHLEYPA A

l. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL Q OTHER ASHLEY STATE 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL,OR WILDCAT:

Route 3 Box 3630 cirY Myton STATE UT ZIP 84052 435.646.3721 Monument Butte
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 712 FNL 818 FEL COUNTY: Duchesne

OTRIOTR, SECTION.TOWNSHIP,RANGE,MERIDIAN: NE/NE, 2, T9S, Rl5E STATE: Utah

ii. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximatedate work will CASINGREPAIR NEWCONSTRUCTION WORAW ABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT CHANGEWELL NAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGEWELL STATUs O PRODUCTION(START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER: - InjectionConversion

06/21/2006
CONVERTWELL TYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The subject well was converted from a producing oil well to an injection well on 6/21/06. On 6/20/06 Dennis Ingram with the State of
Utah was contacted concerningthe initial MITon theabove listed well. Permission was given at thattime to perform the test on
6/21/06. On 6/21/06 the csg was pressured up to 1230 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during thetest. The tbgpressure was 130 psig during the test. There was a State representative available to witness the
test. (Richard Powell) API #43-013-32436

NAME (PLEASEPRINT) Callie Duncan TTTLE Production Clerk

SIGNATURE DATE 06/30/2006

(This space for State use only)

RECEIVED
JULO32006

DN.0F01, GAS&
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah

Department of UNDERGROUND INJECTION CONTROL PERMIT
Natural Resources

Cause No. UIC-329
MICHAEL R. STYLER

Executive Director
Operator: Newfield Production Company

Division of
Oil, Gas & Mining well: Ashley State 1 2 -9-15

y y . Location: Section 2, Township 9 South, Range 15 East

County: Duchesne

API No.: 43-013-32436

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued
on May 11, 2006.

2. Maximum Allowable Injection Pressure: 2,038 psig

3. Maximum Allowable Injection Rate: (restricted by
pressure limitation)

4. Injection Interval: Green River Formation
(3,990'- 6,119')

Approved by: 2 /*¯¤G
Gil Hunt Date
Associate Director

cc: Dan Jackson Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company, Myton
SITLA, Salt Lake City

1594WestNorthTemple,Suite 1210, PO Box 145801,SaltLakeCity, UT 84114-5801
telephone(801)538-5340• facsimile(801)359-3940• TTY (801)538-7458•
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STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER
DIVISION OF OIL, GAS AND MINING STATE ML-43538

6. IFINDIAN.ALLOTTEEORTRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS
T UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth. reenter pluggecl

wells, or to drillhorizontallaterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. ASHLEY PA A

l. TYPE OF WELL: 8. WELL NAME and NUMBER

OIL WELL GAS WELL OTHER ASHLEY 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL OR WILDCAT

Route 3 Box 3630 cirY Myton STATE UT zlP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOFWELL

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY DUCI IESNE

OTR/OTR, SECTION, TOWNSHIR RANGE. MERIDIAN: NENE, 2, T9S, RI5E STATE UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACl DIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICEOFINTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASlNG REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FI AIR

SUBSEOUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Forn Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -Put Well on Injection

07/11/2006 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was put on injection at 1:30 p.m. on 7/11/06.

Accepted by the

Utah Division of

Oil. Gas and Mining

FORRFCORDONLY

Tlus space forState use only)

RECEIVED
JUL17 2006

DN.0FOIL,GAS&

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER
DIVISION OF OIL, GAS AND MINING STATE ML-43538

6. IFINDIAN.ALLOTTEEORTRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS
T UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth. reenter pluggecl

wells, or to drillhorizontallaterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. ASHLEY PA A

l. TYPE OF WELL: 8. WELL NAME and NUMBER

OIL WELL GAS WELL OTHER ASHLEY 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL OR WILDCAT

Route 3 Box 3630 cirY Myton STATE UT zlP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOFWELL

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY DUCI IESNE

OTR/OTR, SECTION, TOWNSHIR RANGE. MERIDIAN: NENE, 2, T9S, RI5E STATE UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACl DIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICEOFINTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASlNG REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FI AIR

SUBSEOUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Forn Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -Put Well on Injection

07/11/2006 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was put on injection at 1:30 p.m. on 7/11/06.

Accepted by the

Utah Division of

Oil. Gas and Mining

FORRFCORDONLY

Tlus space forState use only)

RECEIVED
JUL17 2006

DN.0FOIL,GAS&

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER
DIVISION OF OIL, GAS AND MINING STATE ML-43538

6. IFINDIAN.ALLOTTEEORTRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS
T UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth. reenter pluggecl

wells, or to drillhorizontallaterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. ASHLEY PA A

l. TYPE OF WELL: 8. WELL NAME and NUMBER

OIL WELL GAS WELL OTHER ASHLEY 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL OR WILDCAT

Route 3 Box 3630 cirY Myton STATE UT zlP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOFWELL

FOOTAGES AT SURFACE: 712 FNL 818 FEL COUNTY DUCI IESNE

OTR/OTR, SECTION, TOWNSHIR RANGE. MERIDIAN: NENE, 2, T9S, RI5E STATE UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACl DIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICEOFINTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASlNG REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FI AIR

SUBSEOUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Forn Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -Put Well on Injection

07/11/2006 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was put on injection at 1:30 p.m. on 7/11/06.

Accepted by the

Utah Division of

Oil. Gas and Mining

FORRFCORDONLY

Tlus space forState use only)

RECEIVED
JUL17 2006

DN.0FOIL,GAS&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBERDIVISION OF OIL, GAS AND MINING UTAH STATE ML-43538

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells,or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER ASHLEY 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 712 FNL 818 FEL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP, RANGE. MERIDIAN: NENE, 2, T9S, R15E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK O WATERDISPOSAL
(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER; - FiveYear MIT

06/03/2011 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

On 06/02/2011 Dennis Ingram with the State of Utah DOGM was contacted conœrning the 5 Year MIT on the above listed well. On
06/03/2011 the casing was pressured up to 1250 psig and charted for 30 minutes with no pressure loss. The well was injecting during
the test . The tubingpressure was 1850 psig during the test. There was not a State representative available to witness the test.

Accepted by the
Utah Division of

Oil, Gasand Mining

FOR RECORD ONLY

IAG T(PLEEASEp cy Chavez

D

TLEE W6a/terServices Technician

(This space for State useonly)

RECEIVED
JUN10 2011

DIV.0F01L,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBERDIVISION OF OIL, GAS AND MINING UTAH STATE ML-43538

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells,or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER ASHLEY 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 712 FNL 818 FEL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP, RANGE. MERIDIAN: NENE, 2, T9S, R15E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK O WATERDISPOSAL
(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER; - FiveYear MIT

06/03/2011 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

On 06/02/2011 Dennis Ingram with the State of Utah DOGM was contacted conœrning the 5 Year MIT on the above listed well. On
06/03/2011 the casing was pressured up to 1250 psig and charted for 30 minutes with no pressure loss. The well was injecting during
the test . The tubingpressure was 1850 psig during the test. There was not a State representative available to witness the test.

Accepted by the
Utah Division of

Oil, Gasand Mining

FOR RECORD ONLY

IAG T(PLEEASEp cy Chavez

D

TLEE W6a/terServices Technician

(This space for State useonly)

RECEIVED
JUN10 2011

DIV.0F01L,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBERDIVISION OF OIL, GAS AND MINING UTAH STATE ML-43538

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells,or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER ASHLEY 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332436
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 712 FNL 818 FEL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP, RANGE. MERIDIAN: NENE, 2, T9S, R15E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK O WATERDISPOSAL
(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER; - FiveYear MIT

06/03/2011 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

On 06/02/2011 Dennis Ingram with the State of Utah DOGM was contacted conœrning the 5 Year MIT on the above listed well. On
06/03/2011 the casing was pressured up to 1250 psig and charted for 30 minutes with no pressure loss. The well was injecting during
the test . The tubingpressure was 1850 psig during the test. There was not a State representative available to witness the test.

Accepted by the
Utah Division of

Oil, Gasand Mining

FOR RECORD ONLY

IAG T(PLEEASEp cy Chavez

D

TLEE W6a/terServices Technician

(This space for State useonly)

RECEIVED
JUN10 2011

DIV.0F01L,GAS&



;.e. , IVlWLIIctliiUdi:llitWgilty i WW:L- ..

Casing or Annulus Pressure.;Test
Newfield Production Company

Rt. 3 Box 3630
Myton, UT 84052

435-646-3721

Witness: Dategigi Time DO am
Test Conducted by: ¿Q /g
Others Present:

We
. Fiel

Well Lpcation: API No:

Ti_me Casinq Pressure

0 min /160 psig
5 /ggO psig

10 | g() psig
15 | 7§(') psig
20 psig
25 /,,25 psig
30 min /A psig
35 psig
40 psig
45 psig.
50 psig
55 psig
60 min psig

Tubing pressure: / psig

Result: Fail

Signature of Witness: r
Signature of Person Conducting

;.e. , IVlWLIIctliiUdi:llitWgilty i WW:L- ..

Casing or Annulus Pressure.;Test
Newfield Production Company

Rt. 3 Box 3630
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Witness: Dategigi Time DO am
Test Conducted by: ¿Q /g
Others Present:

We
. Fiel

Well Lpcation: API No:

Ti_me Casinq Pressure
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5 /ggO psig

10 | g() psig
15 | 7§(') psig
20 psig
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Signature of Witness: r
Signature of Person Conducting

;.e. , IVlWLIIctliiUdi:llitWgilty i WW:L- ..

Casing or Annulus Pressure.;Test
Newfield Production Company

Rt. 3 Box 3630
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Signature of Person Conducting



2250

2000

1750

1500

1250

000
ee

750

soo

250

000L

2250

2000

1750

1500

1250

000
ee

750

soo

250

000L

2250

2000

1750

1500

1250

000
ee

750

soo

250

000L



Status=0Status=0Status=0



43013325810000 43013325800000 43013324360000 -

Ashley State 3-2-9-18 -

'
.

.
Ashley State 2-2 Ashley State 1-2

,$ s._ I

NEWFtELD&XPL NEWFIELD PRODUCT10N COMPANY NEWFIELD PRODUCTIÓNCOMPANY '
¯

TOS'R15E82 . -

'
Tes RisE S2

¯ ' TBSRí5E 82
Aiúb'idl.1%BRIWL BMFNL194GGL 712FÑLBtBFËL ¯

-P84 ¯ ' OIL lilIJWIP,þATE-00WJi
-'

CohlP_DATE-B¾m005 ComP.tm1E7;smus

ILD _

-' CNPOR LD CNPOR ILD - CNPOR
2 . 2000 30 0 2 2000 30 0 .

'
2 0 30

GR ILM DPOR , R LM DPOR GR [LM DPOR
0 . 150 ' 20ÑO30 0 0 150 2 200030 0 0 100 2 200030 0

NewfeM Exploratio,

3
35

se

Top Green River

shle

.
- Ne eld Eiplúation

. Duchesse and Uintäh countles In.Utah
.

-

3
35 6

-¯

. Pos1EDWEllD . .

Eli_NON

-- --
-

- WELLSYMBOLS -

I o

¯¯

.

¯¯¯-

i "¯¯¯

Newlield Exploration

Confining . Duchesne.andui ahcouÑtieeln h

Zone

3

Trona

Mahogany Bencit
co uns

Prop. Perfs . ELL YMBOLS.

3094-3105
10

zon¯e

Garden Gulch DATUM ATUM
.

Prop.Pe
_ NEWFIELD

3980-399

Garden Gulch i
Mader ROCKY MOUNTAINS

Garden Gulch 3 Ashley 3-2-9-15
Mader

PrOposed SWD
Stratigraphic Cross-Section

.

Datum: Garden Guich
Alamo Plaza Building

- 1401 17th Street Suite 1000 RECEtVED
Pomt 3 Marker -

'-
-

¯

Denver, Colorado 80202-1247 ga i s 2003
Phone: (303) 893-0102 imorows

Ash ey 3-2-9-15
Proposed SWD

43013325810000 43013325800000 43013324360000 -

Ashley State 3-2-9-18 -

'
.

.
Ashley State 2-2 Ashley State 1-2

,$ s._ I

NEWFtELD&XPL NEWFIELD PRODUCT10N COMPANY NEWFIELD PRODUCTIÓNCOMPANY '
¯

TOS'R15E82 . -

'
Tes RisE S2

¯ ' TBSRí5E 82
Aiúb'idl.1%BRIWL BMFNL194GGL 712FÑLBtBFËL ¯

-P84 ¯ ' OIL lilIJWIP,þATE-00WJi
-'

CohlP_DATE-B¾m005 ComP.tm1E7;smus

ILD _

-' CNPOR LD CNPOR ILD - CNPOR
2 . 2000 30 0 2 2000 30 0 .

'
2 0 30

GR ILM DPOR , R LM DPOR GR [LM DPOR
0 . 150 ' 20ÑO30 0 0 150 2 200030 0 0 100 2 200030 0

NewfeM Exploratio,

3
35

se

Top Green River

shle

.
- Ne eld Eiplúation

. Duchesse and Uintäh countles In.Utah
.

-

3
35 6

-¯

. Pos1EDWEllD . .

Eli_NON

-- --
-

- WELLSYMBOLS -

I o

¯¯

.

¯¯¯-

i "¯¯¯

Newlield Exploration

Confining . Duchesne.andui ahcouÑtieeln h

Zone

3

Trona

Mahogany Bencit

co uns

Prop. Perfs . ELL YMBOLS.

3094-3105

10

zon¯e

Garden Gulch DATUM ATUM
.

Prop.Pe
_ NEWFIELD

3980-399

Garden Gulch i
Mader ROCKY MOUNTAINS

Garden Gulch 3 Ashley 3-2-9-15
Mader

PrOposed SWD
Stratigraphic Cross-Section

.

Datum: Garden Guich
Alamo Plaza Building

- 1401 17th Street Suite 1000 RECEtVED
Pomt 3 Marker -

'-
-

¯

Denver, Colorado 80202-1247 ga i s 2003
Phone: (303) 893-0102 imorows

Ash ey 3-2-9-15
Proposed SWD

43013325810000 43013325800000 43013324360000 -

Ashley State 3-2-9-18 -

'
.

.
Ashley State 2-2 Ashley State 1-2

,$ s._ I

NEWFtELD&XPL NEWFIELD PRODUCT10N COMPANY NEWFIELD PRODUCTIÓNCOMPANY '
¯

TOS'R15E82 . -

'
Tes RisE S2

¯ ' TBSRí5E 82
Aiúb'idl.1%BRIWL BMFNL194GGL 712FÑLBtBFËL ¯

-P84 ¯ ' OIL lilIJWIP,þATE-00WJi
-'

CohlP_DATE-B¾m005 ComP.tm1E7;smus

ILD _

-' CNPOR LD CNPOR ILD - CNPOR
2 . 2000 30 0 2 2000 30 0 .

'
2 0 30

GR ILM DPOR , R LM DPOR GR [LM DPOR
0 . 150 ' 20ÑO30 0 0 150 2 200030 0 0 100 2 200030 0

NewfeM Exploratio,

3
35

se

Top Green River

shle

.
- Ne eld Eiplúation

. Duchesse and Uintäh countles In.Utah
.

-

3
35 6

-¯

. Pos1EDWEllD . .

Eli_NON

-- --
-

- WELLSYMBOLS -

I o

¯¯

.

¯¯¯-

i "¯¯¯

Newlield Exploration

Confining . Duchesne.andui ahcouÑtieeln h

Zone

3

Trona

Mahogany Bencit

co uns

Prop. Perfs . ELL YMBOLS.

3094-3105

10

zon¯e

Garden Gulch DATUM ATUM
.

Prop.Pe
_ NEWFIELD

3980-399

Garden Gulch i
Mader ROCKY MOUNTAINS

Garden Gulch 3 Ashley 3-2-9-15
Mader

PrOposed SWD
Stratigraphic Cross-Section

.

Datum: Garden Guich
Alamo Plaza Building

- 1401 17th Street Suite 1000 RECEtVED
Pomt 3 Marker -

'-
-

¯

Denver, Colorado 80202-1247 ga i s 2003
Phone: (303) 893-0102 imorows

Ash ey 3-2-9-15
Proposed SWD



NEWFIELD .. ~ 
Well Name: Ashley 1-2-9-15 

Schematic 

th-O(!:> - gl/3 fa 
Surface Legal Location Lease State/Province Field Name County 

02-9S-15E Utah GMBU CTB2 Duchesne 
Total Deplh All (TVD) (ftKB) PBm (All) (ftKB) 

Original Hole - 6,114,6 

Job End Dale 

8/5/2014 8/5/2014 

DLS Vertical schematic 
DLS (0". 

12.1 

314.0 

314.6 

339.9 
.-II1or,f1l----2-1; Tubing; 2 7/8; 2.441; 12-4.769; 4,756.65 

4,768.7 
o---~~---2-2; Seating Nipple; 2 7/8; 2.441; 4,769-4,770; 1.10 

4.769.7 
~f----2-3; Packer; 5 1/2; 4,770-4,777; 7.50 

4,777.2 

4,815.9 
__ --Perforated; 4,816-4,827; 6/29/2005 

4.8271 

4,985.9 
_~-.I----Perforated; 4,986-4,996; 6/29/2005 

4,996.1 

5,262.1 
-.!1II!oII--.I----Perforated; 5,262-5,268; 6/29/2005 

5,268.0 

5,440,9 

_~-III----Perforated; 5,441-5,451; 6/29/2005 
5,451.1 

5,576.1 
__ --Perforated; 5,576-5,580; 6/29/2005 

5,580.1 

5,748.0 
-.! ..... -III----Perforated; 5,748-5,754; 6/28/2005 

5,753.9 

5,931.1 
...... -.I----Perforated; 5,931-5,939: 6/28/2005 

5,939,0 

6,056.1 

-.! ..... -.I----Perforated; 6,056-6,063; 6/28/2005 
6,063.0 

6,114.5 

6,115.2 

6,157.8 

6,158.5 

6,174.9 

www.newfield.com Page 1/1 Report Printed: 3/29/2016 

NEWFIELD Schematic

Well Name: Ashley 1-2-9-15
Surface Legal Location APilUWi Weli RC Lease State/Province Field Name County
02-98-15E 43013324360000 500151733 Utah GMBUCTB2 Duchesne
Spud Date Rig Release Date On Production Date OriginalKBElevation (ft) Ground Elevation (ft) Total Depth All (TVD) (ftKB) PBTD (All) (itKB)

4/7/2005 6/20/2005 7/5/2005 5,932 5,920 OriginalHole - 6,114.6

Most Recent Job
Job Category Pomary Job Type Secondary Job Type Job Start Date Job End Date
Production / Workover Clean-out N/A 8/5/2014 8/5/2014

TD: 6,17b.0 Vertical - Original Hole, 3/29/2016 10:12:48 AM
TVD

MD (ftKB) (ftKB) Inci (°) DLS Vertical schematic (actual)
DLS (°...

12.1 ------

314.0

314.6 1; Surface; 8 5/8 in; 8.097 in; 12-315 ftKB; 302.75 ft

339.9
------2-1; Tubing; 2 7/8; 2.441; 12-4,769; 4,756.65

4,768.7
2-2; Seating Nipple; 2 7/8; 2.441; 4,769-4,770; 1.10

4.769.7
--

-2-3; Packer; 5 1/2; 4,770-4,777; 7.50
4,777.2

4,815 9
Perforated; 4,816-4,827; 6/29/2005

4,827 1

Perforated; 4,986-4,996; 6/29/2005

5,262 1

Perforated; 5,262-5,268; 6/29/2005
5,268.0

5,440.9
-- Perforated; 5,441-5,451; 6/29/2005

5,451.1 -

5,576.1 -

- Perforated; 5,576-5.580; 6/29/2005
5,580.1

5,748.0
Perforated; 5,748-5,754; 6/28/2005

5,753.9

5,931.1
Perforated; 5,931-5,939 6/28/2005

5,939.0

6,056.1

Perforated; 6,056-6,063 6/28/2005
6,063.0

6.114.5

6,115.2

6,157.8

6,158.5

6,174.9
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NEWFIELD Schematic

Well Name: Ashley 1-2-9-15
Surface Legal Location APilUWi Weli RC Lease State/Province Field Name County
02-98-15E 43013324360000 500151733 Utah GMBUCTB2 Duchesne
Spud Date Rig Release Date On Production Date OriginalKBElevation (ft) Ground Elevation (ft) Total Depth All (TVD) (ftKB) PBTD (All) (itKB)

4/7/2005 6/20/2005 7/5/2005 5,932 5,920 OriginalHole - 6,114.6

Most Recent Job
Job Category Pomary Job Type Secondary Job Type Job Start Date Job End Date
Production / Workover Clean-out N/A 8/5/2014 8/5/2014

TD: 6,17b.0 Vertical - Original Hole, 3/29/2016 10:12:48 AM
TVD

MD (ftKB) (ftKB) Inci (°) DLS Vertical schematic (actual)
DLS (°...

12.1 ------

314.0

314.6 1; Surface; 8 5/8 in; 8.097 in; 12-315 ftKB; 302.75 ft

339.9
------2-1; Tubing; 2 7/8; 2.441; 12-4,769; 4,756.65

4,768.7
2-2; Seating Nipple; 2 7/8; 2.441; 4,769-4,770; 1.10

4.769.7
--

-2-3; Packer; 5 1/2; 4,770-4,777; 7.50
4,777.2

4,815 9
Perforated; 4,816-4,827; 6/29/2005

4,827 1

Perforated; 4,986-4,996; 6/29/2005

5,262 1

Perforated; 5,262-5,268; 6/29/2005
5,268.0

5,440.9
-- Perforated; 5,441-5,451; 6/29/2005

5,451.1 -

5,576.1 -

- Perforated; 5,576-5.580; 6/29/2005
5,580.1

5,748.0
Perforated; 5,748-5,754; 6/28/2005

5,753.9

5,931.1
Perforated; 5,931-5,939 6/28/2005

5,939.0

6,056.1

Perforated; 6,056-6,063 6/28/2005
6,063.0

6.114.5

6,115.2

6,157.8

6,158.5

6,174.9
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NEWFIELD Newfield Well bore Diagram Data 
Ashley 1-2-9-15 

Surface Legal Location API/uWI Lease 

02-9S-15E 43013324360000 
Counly State/Province Basin Field Name 

Duchesne Utah GMBU CTB2 
Well Slart Dale Spud Date Final Rig Release Date On Production Dale 

4/7/2005 4/7/2005 6/20/2005 7/512005 
Original KB Elevalion (H) Ground Elevation (tt) Tolal Deplh (ttKB) Tolal Depth All (TVO) (HKB) PBTD (All) (HKB) 

5,932 5,920 6,175.0 Original Hole - 6,114.6 

Casing Strings 
Csg Des Run Date 00 (in) 10 (in) WtlLen (Iblft) Grade Set Deptl1 (ftKB) 

Surface 41712005 85/8 8.097 24.00 J-55 315 

Production 6/19/2005 51/2 4.950 15.50 J-55 6,158 

Cement 
String: Surface, 315ftKB 4/12/2005 
Cementing Company Top Depth (HKB) Boliom Depth (ftKB) FuR Retum? Vol Cement Ret (bbl) 

BJ Services Company 12.0 314.8 
FlUid OescnpUon Fluid Type Amount (sacks) Class Estimated Top (ttKB) 

2% CaCL2 + 114#1sk Cello-Flake mixed Lead 160 G 12.0 

String: Production, 6,158ftKB 6/19/2005 
Cementing Company Top Deptl1 (ftKB) Bottom Deptl1 (ftKB) FuH Return? Vol Cement Ret (bbl) 

BJ Services Company 340.0 6,175.0 
Fluid Description FlUid Type Amount (sacks) Class Estimated Top (ftKB) 

10% gel + 3 % KCL, 3#'s Isk CSE + 2# sklkolseal + 1/2#'s/sk Cello Flake Lead 300 Premlite II 340.0 
Fluid Descnpt10n AUld Type Amount (sacks) Class Estimated Top (ftKS) 

2% Gel + 3% KCL, .5%EC 1,1/4# sk C.F. 2% gel. 3%SM Tail 400 50/50 POZ 3,258.0 

Tubing Strings 
Tubing Description Run Date Set Depth (ftKSJ 

Tubing 6/21/2006 4,777.3 
Item Des Jts 00 (in) 10 (In) Wt(lblft) Grade Len (tt) Top (ftKB) Btm (ftKB) 

Tubing 152 27/8 2.441 6.50 J-55 4,75665 12.0 4,768.7 

Seating Nipple 27/8 2.441 1.10 4,768.7 4,769.8 

Packer 51/2 7.50 4,769.8 4,777.3 

Rod Strings 
Rod Descnption Run Date Set Depth (ftKB) 

Item Oes I Jts I OD(in) I Wt(lblft) Grade I Len (tt) Top (ftKB) I Btm(ftKB) 

Perforation Intervals 
Stag.# Zone Top (ftKS) Btm(ftKB) Shol Dens (shotslft) PhaslOg (') Nom Hole Oia (in) Date 

5 D1, Original Hole 4,816 4,827 4 120 0.410 6/29/2005 

4 C, Original Hole 4,986 4,996 4 120 0.410 6/29/2005 

3 A3, Original Hole 5,262 5,268 4 120 0.410 6/29/2005 

2 LODC, Original Hole 5,441 5,451 4 120 0.410 6/29/2005 

2 LODe, Original Hole 5,576 5,580 4 120 0.410 6/29/2005 

1 CP1, Original Hole 5,748 5,754 4 120 0.460 6/28/2005 

1 CP4, Original Hole 5,931 5,939 4 120 0.460 6/28/2005 

1 CPS, Original Hole 6,056 6,063 4 120 0.460 6/28/2005 

Stimulations & Treatments 
Stage# ISIP (psi) Frac Gradient (psilft) Max Rate (bbUmin) Max PSI (psi) Totat Clean Vol (bbl) Totat Siuny Vol (bbl) Vol Reeov (bbl) 

1 2,050 0.78 25.0 2,352 

2 3,700 1.1 24.3 3,042 

3 2,250 0.86 24.7 2,396 

4 2,350 0.9 24.6 2,495 

5 2,100 0.87 24.8 1,992 

Proppant 
Total Prop Vol Pumped 

Stage# (Ib) Total Ado Amount 

1 Proppant White Sand 44292 Ib 

2 Proppant White Sand 44292 Ib 

3 Proppant White Sand 19282 Ib 

4 Proppant White Sand 48261 Ib 

5 Proppant White Sand 61637 Ib 
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NEWFIELD Newfield Wellbore Diagram Data
Ashley 1-2-9-15

Surface Legal Location APIIUWI Lease
02-95-15E 43013324360000
County State/Province Basin Field Name

Duchesne Utah GMBUCTB2
Well Start Date Spud Date Final Rig Release Date On Production Date

4/7/2005 4/7/2005 6/20/2005 7/5/2005
OriginalKBElevation (ft) Ground Elevation (ft) Total Depth (ftKB) Total Depth All(TVD)(ftKB) PBTD (All) (ftKB)

5,932 5,920 6,175.0 OriginalHole - 6,114.6

Casing Strings
Csg Des Run Date OD (in) ID(in) Wt/Len (Ibift) Grade Set Depth (ftKB)

Surface 4/7/2005 8 5/8 8.097 24.00 J-55 315
Production 6/19/2005 5 1/2 4.950 15.50 J-55 6.158

Cement
String: Surface, 315ftKB 4/12/2005
Cementing Company Top Depth (ftKB) Bottom Depth (ftKB) Full Relum? Vol Cement Ret (bbl)

BJ Services Company 12.0 314.8
Fluid Description FluidType Amount (sacks) Class Estimated Top (ftKB)
2% CaCL2 + 1/4#/sk Cello-Flake mixed Lead 160 G 12.0

String: Production, 6,158ftKB 6/19/2005
Cementing Company Top Depth (ftKB) Bottom Depth (ftKB) Full Retum? Vol Cement Ret (bbl)

BJ Services Company 340.0 6,175.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)

10% gel + 3 % KCL, 3#'s Isk CSE + 2#sk/kolseal + 1/2#'s/sk Cello Flake Lead 300 Premlite Il 340.0
Fluid Desenption Fluid Type Amount (sacks) Class Estimated Top (ftKB)
2% Gel + 3% KCL, .5%EC1,1/4# sk C.F. 2% gel. 3% SM Tail 400 50/50 POZ 3,258.0
Tubing Strings
Tubing Description Run Date Set Depth (ftKB)

Tubing 6/21/2006 4,777.3
Item Des Jts OD (in) ID (in) Wt (ib/ft) Grade Len (ft) Top (ftKB) Btm (ftKB)

Tubing 152 2 7/8 2.441 6.50 J-55 4,756 65 12.0 4,768.7

Seating Nipple 2 7/8 2.441 1.10 4,768.7 4,769.8
Packer 5 1/2 7.50 4,769.8 4,777.3
Rod Strings
Rod Desenption Run Date Set Depth (ftKB)

Item Des Jts OD (in) Wt (Ib/ft) Grade Len (ft) Top (ftKB) Blm (ftKB)

Perforation Intervals
Stage# Zone Top (ftKB) Btm (ftKB) Shot Dens (shotsnt) Phasing (') Nom Hole Dia (in) Date

5 Di, Original Hole 4,816 4.827 4 120 0.410 6/29/2005
4 C, Original Hole 4,986 4,996 4 120 0.410 6/29/2005
3 A3, OriginalHole 5,262 5,268 4 120 0.410 6/29/2005
2 LODC,Original Hole 5,441 5,451 4 120 0.410 6/29/2005
2 LODC, Original Hole 5,576 5,580 4 120 0.410 6/29/2005
1 CP1, OriginalHole 5,748 5,754 4 120 0.460 6/28/2005
1 CP4, Original Hole 5.931 5,939 4 120 0.460 6/28/2005
1 CP5, OriginalHole 6,056 6,063 4 120 0.460 6/28/2005

Stimulations & Treatments
Stage# ISIP(psi) Frac Gradient (psillt) Max Rate (bbilmin) Max PSI (psi) Total Clean Voi (bbl) Total Sluny vo!(bbl) Vol Recov (bbl)

1 2,050 0.78 25.0 2,352
2 3,700 1.1 24,3 3,042
3 2,250 0.86 24.7 2,396
4 2,350 0.9 24.6 2,495
5 2,100 0.87 24.8 1,992
Proppant

Total Prop Vol Pumped
Stage# (Ib) Total Add Amount

1 Proppant White Sand 44292 lb
2 Proppant White Sand 44292 lb
3 Proppant White Sand 19282 lb
4 Proppant White Sand 48261 lb
5 Proppant White Sand 61637 lb
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NEWFIELD Newfield Wellbore Diagram Data
Ashley 1-2-9-15

Surface Legal Location APIIUWI Lease
02-95-15E 43013324360000
County State/Province Basin Field Name

Duchesne Utah GMBUCTB2
Well Start Date Spud Date Final Rig Release Date On Production Date

4/7/2005 4/7/2005 6/20/2005 7/5/2005
OriginalKBElevation (ft) Ground Elevation (ft) Total Depth (ftKB) Total Depth All(TVD)(ftKB) PBTD (All) (ftKB)

5,932 5,920 6,175.0 OriginalHole - 6,114.6

Casing Strings
Csg Des Run Date OD (in) ID(in) Wt/Len (Ibift) Grade Set Depth (ftKB)

Surface 4/7/2005 8 5/8 8.097 24.00 J-55 315
Production 6/19/2005 5 1/2 4.950 15.50 J-55 6.158

Cement
String: Surface, 315ftKB 4/12/2005
Cementing Company Top Depth (ftKB) Bottom Depth (ftKB) Full Relum? Vol Cement Ret (bbl)

BJ Services Company 12.0 314.8
Fluid Description FluidType Amount (sacks) Class Estimated Top (ftKB)
2% CaCL2 + 1/4#/sk Cello-Flake mixed Lead 160 G 12.0

String: Production, 6,158ftKB 6/19/2005
Cementing Company Top Depth (ftKB) Bottom Depth (ftKB) Full Retum? Vol Cement Ret (bbl)

BJ Services Company 340.0 6,175.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)

10% gel + 3 % KCL, 3#'s Isk CSE + 2#sk/kolseal + 1/2#'s/sk Cello Flake Lead 300 Premlite Il 340.0
Fluid Desenption Fluid Type Amount (sacks) Class Estimated Top (ftKB)
2% Gel + 3% KCL, .5%EC1,1/4# sk C.F. 2% gel. 3% SM Tail 400 50/50 POZ 3,258.0
Tubing Strings
Tubing Description Run Date Set Depth (ftKB)

Tubing 6/21/2006 4,777.3
Item Des Jts OD (in) ID (in) Wt (ib/ft) Grade Len (ft) Top (ftKB) Btm (ftKB)

Tubing 152 2 7/8 2.441 6.50 J-55 4,756 65 12.0 4,768.7

Seating Nipple 2 7/8 2.441 1.10 4,768.7 4,769.8
Packer 5 1/2 7.50 4,769.8 4,777.3
Rod Strings
Rod Desenption Run Date Set Depth (ftKB)

Item Des Jts OD (in) Wt (Ib/ft) Grade Len (ft) Top (ftKB) Blm (ftKB)

Perforation Intervals
Stage# Zone Top (ftKB) Btm (ftKB) Shot Dens (shotsnt) Phasing (') Nom Hole Dia (in) Date

5 Di, Original Hole 4,816 4.827 4 120 0.410 6/29/2005
4 C, Original Hole 4,986 4,996 4 120 0.410 6/29/2005
3 A3, OriginalHole 5,262 5,268 4 120 0.410 6/29/2005
2 LODC,Original Hole 5,441 5,451 4 120 0.410 6/29/2005
2 LODC, Original Hole 5,576 5,580 4 120 0.410 6/29/2005
1 CP1, OriginalHole 5,748 5,754 4 120 0.460 6/28/2005
1 CP4, Original Hole 5.931 5,939 4 120 0.460 6/28/2005
1 CP5, OriginalHole 6,056 6,063 4 120 0.460 6/28/2005

Stimulations & Treatments
Stage# ISIP(psi) Frac Gradient (psillt) Max Rate (bbilmin) Max PSI (psi) Total Clean Voi (bbl) Total Sluny vo!(bbl) Vol Recov (bbl)

1 2,050 0.78 25.0 2,352
2 3,700 1.1 24,3 3,042
3 2,250 0.86 24.7 2,396
4 2,350 0.9 24.6 2,495
5 2,100 0.87 24.8 1,992
Proppant

Total Prop Vol Pumped
Stage# (Ib) Total Add Amount

1 Proppant White Sand 44292 lb
2 Proppant White Sand 44292 lb
3 Proppant White Sand 19282 lb
4 Proppant White Sand 48261 lb
5 Proppant White Sand 61637 lb
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RECEIVED: May. 09, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-43538 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 ASHLEY ST 1-2-9-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013324360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0712 FNL 0818 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 02 Township: 09.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /5 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 05/02/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

05/05/2016 the casing was pressured up to 1045 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 2000 psig during the test. There was a

State representative available to witness the test - Mark Reinbold.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /9 /2016

May 10, 2016

Sundry Number: 71671 API Well Number: 43013324360000Sundry Number: 71671 API Well Number: 43013324360000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-43538

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well ASHLEY ST 1-2-9-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013324360000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0712 FNL 0818 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 02 Township: 09.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/5/20 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 05/02/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

05/05/2016 the casing was pressured up to 1045 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 2000 psig during the test. There was a May 10, 2016

State representative available to witness the test - Mark Reinbold.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/9/2016

RECEIVED: May. 09,



RECEIVED: May. 09, 2016

Sundry Number: 71671 API Well Number: 43013324360000Sundry Number: 71671 API Well Number: 43013324360000

Mechanical Integrity Test
Casing.or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: (Aarld Pga ba /A Date Ç / _5 / _/b Time 03 pm

Test Conducted by: fl1;cAael enM
Others Present: 3eroxy

Well Location: /Vgv6 Se, 2, 70, Ñ/TE API No: gol3 - 324$

[i.xmg Casing Pressure

0 min /O psig

5 /0 psig

10 JO4 psig

15 (0 psig

20 PSIS

25 Psi9

30 min psig

35 psig

40 9 IS

45 psig

50 psig

55 pstg

60 min psig

Tubing pressure: 2- 00 psig

Result: Fail

Signature of Witness:

Signature of Perso Conducting



RECEIVED: May. 09, 2016

Sundry Number: 71671 API Well Number: 43013324360000Sundry Number: 71671 API Well Number: 43013324360000
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